FOUL WATER DRAINAGE

FOUL WATER GENERATED BY
THE NEW DEVELOPMENT WILL
DISCHARGE TO THE COMBINED
PUBLIC SEWER TO THE SOUTH
OF THE SITE

SURFACE WATER DRAINAGE

CONSIDERATION HAS BEEN GIVEN TO THE HIERARCHY OF DRAINAGE
OPTIONS FOR THE SITE AS FOLLOWS:

DISCHARGE INTO GROUND - UNDERLYING CLAY SUB STRATA
PRECLUDES THE USE OF INFILTRATION AS A MEANS OF
DRAINING THE SITE.

DISCHARGE TO SURFACE WATER BODY - WATERCOURSE
LOCATION IS NOT KNOW EXACTLY AND POTENTIALLY IN THE
MIDDLE OF MOSELEY ROAD. DUE TO THESE CONSTRAINTS,
CONNECTION IS NOT FEASIBLE.

DISCHARGE TO SURFACE WATER SEWER, HIGHWAY DRAIN OR
OTHER DRAINAGE SYSTEM - NO SURFACE WATER SEWER IN
CLOSE PROXIMITY.

DISCHARGE TO COMBINED WATER SEWER - CONNECTION TO BE
MADE TO THE COMBINED SEWER TO THE SOUTH OF THE SITE AT

RESTRICTED RATES.

SUDS TO ENCOMPASS:

e GEOCELLULAR ATTENUATION CRATES.

e FLOW CONTROL

SUMMARY

IMPERMEABLE AREA:
OUTFALL LOCATION:
PEAK DISCHARGE RATE:
ATTENUATION VOLUME:

170m? (TOTAL)

SEWER

2L/S

2.4m?* (100YR + 45% CC)

UuU MH 8900
CL: 39.84
IL: 34.08

225@ COMBINED WATER

DEVICE P

HYDROBREAK FLOW CONTROL

LACED WITHIN

MANHOLE TO RESTRICT
OUTFLOWS TO A MAXIMUM OF
2.0L/S FOR ALL EVENTS

225@ COMBINED WATER

UU MH 0202
CL: 21.28
IL: 17.66

10500 COMBINED WATER PUBLIC
SEWER (APPROX 10m DEEP)
4—

IL: 34.37

( —

UuU MH 8901 ‘
CL: 40.35

DRAINAGE CHANNEL
ACROSS ENTRANCE

MH FW 04 MH FW 01
CL: 40.25 CL: 40.25
IL: 39.88 IL: 39.92
4500 PPIC 450@ PPIC
MH FW 05 MH FW 02
CL: 40.25 CL: 40.25
IL: 39.83 N 4 IL: 39.72
g
4500 PPIC S 3 4500 PPIC
D : 3
S FFL:40.40 g
] g
MH SW 02 MH FW 03
RWH
MH SW 01 CL: 40.25 - CL:40.25
CL: 40.25 IL: 39-£LIC 1§ 1L 3951
IL: 39.61 1000 (2.001) % (¥ 4500 PPIC
4500 PPIC
MH W 01 GEOCELLULAR STORAGE TANK TO
CL: 40.40 PROVIDE 2.4m3 ATTENUATION FOR
IL: 39.23 (1.003) (1.002) THE EXTREME 100YR + 45% CC EVENT.
450 PPIC MH SW 03

CL: 40.40
IL: 39.26

600x450 PCC

TANK TO BE VENTED AND DESIGNED
TO SUIT BOTH THE TEMPORARY AND
PERMANENT SCENARIO.

CL: 4040

IL:  39.30

225@ COMBINED WATER

HEIGHT OF UNIT: 0.4m
MIN 0.7m COVER

225@ COMBINED WATER
PUBLIC SEWER

—

PUBLIC SEWER PUBLIC SEWER PUBLiiEWER
—_— — —+
EX MH EX MH EX MH EX MH
CL: 40.20 CL: 40.30 CL: 40.40 CL: 40.40
IL:38.16 IL: 38.30 IL: 38.66 IL: 38.95

GENERAL NOTES

1. DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL
RELEVANT SPECIFICATIONS, ENGINEERS, ARCHITECTS &
SERVICES DRAWINGS, INCLUDING APPROVED BUILDERS
WORK DRAWINGS. CONTRACTOR TO NOTIFY ENGINEER
OF DISCREPANCIES BETWEEN STRUCTURAL DRAWINGS
AND SPECIFICATIONS OR OTHER DRAWINGS.

2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED
OTHERWISE.

3. DETAILS OF EXISTING SEWERS SHALL BE CONFIRMED BY
THE CONTRACTOR ON SITE PRIOR TO THE
COMMENCEMENT OF WORKS. ANY DISCREPANCIES ARE
TO BE REPORTED TO THE ENGINEER IMMEDIATELY. THE
CONTRACTOR SHOULD CHECK THE LEVELS OF ALL NEW
OUT FALLS IN RELATION TO EXISTING SEWERS PRIOR TO
ANY CONSTRUCTION TO ENSURE THE PROPOSED DESIGN
CAN BE ACHIEVED.

4. DO NOT SCALE FROM THIS DRAWN, WORK TO DIMENSIONS
OR COORDINATES PROVIDED. ALL LEVELS ARE IN
MILLIMETRES, UNLESS OTHERWISE NOTED. ANY
AMBIGUITIES, OMISSIONS AND ERRORS ON DRAWINGS
SHALL BE BROUGHT TO THE ATTENTION OF THE
ENGINEER IMMEDIATELY.

KEY

EXISTING COMBINED WATER PUBLIC SEWER

EXISTING CULVERTED WATERCOURSE

=== == === PROPOSED FOUL WATER DRAINAGE

= == == == PROPOSED SURFACE WATER DRAINAGE

— SITE BOUNDARY

NOTE ALL RWP AND SVP
LOCATIONS TO BE
CONFIRMED BY OTHERS

ALL PIPEWORK TO BE 1009
UNLESS NOTED
OTHERWISE
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