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F01
CL: 53.870m
IL: 51.900m
Dp: 1.970m
∅: 1200mm

F09.02
CL: 53.850m
IL: 52.530m
Dp: 1.320m
∅: 600mm

F09.03
CL: 53.850m
IL: 52.500m
Dp: 1.350m
∅: 600mm

F09.04
CL: 53.850m
IL: 52.400m
Dp: 1.450m
∅: 600mm

F09.01
CL: 53.840m
IL: 52.494m
Dp: 1.346m
∅: 450mm

F01.04
CL: 53.820m
IL: 52.050m
Dp: 1.770m
∅: 450mm

F01.05
CL: 53.820m
IL: 51.963m
Dp: 1.857m
∅: 600mm

F04
CL: 53.820m
IL: 52.820m
Dp: 1.000m
∅: 1200mm

F06
CL: 53.820m
IL: 51.900m
Dp: 1.920m
∅: 1200mm

F06.01
CL: 53.820m
IL: 52.360m
Dp: 1.460m
∅: 450mm

F06.02
CL: 53.820m
IL: 52.050m
Dp: 1.770m
∅: 450mm

F01.03
CL: 53.810m
IL: 52.250m
Dp: 1.560m
∅: 450mm

F03
CL: 53.800m
IL: 52.600m
Dp: 1.200m
∅: 1200mm

F03.02
CL: 53.800m
IL: 52.850m
Dp: 0.950m
∅: 450mm

F09.05
CL: 53.800m
IL: 52.350m
Dp: 1.450m
∅: 450mm

F02.02
CL: 53.790m
IL: 52.350m
Dp: 1.440m
∅: 450mm

F01.01
CL: 53.780m
IL: 52.850m
Dp: 0.930m
∅: 450mm

F04.01
CL: 53.780m
IL: 53.050m
Dp: 0.730m
∅: 450mm

F08.02
CL: 53.780m
IL: 51.500m
Dp: 2.280m
∅: 600mm

F05
CL: 53.760m
IL: 52.540m
Dp: 1.220m
∅: 1200mm

F01.02
CL: 53.760m
IL: 52.350m
Dp: 1.410m
∅: 450mm

F03.01
CL: 53.754m
IL: 52.850m
Dp: 0.904m
∅: 450mm

F03A
CL: 53.754m
IL: 52.850m
Dp: 0.904m
∅: 1200mm

F08.01
CL: 53.730m
IL: 51.740m
Dp: 1.990m
∅: 450mm

F08
CL: 53.710m
IL: 51.450m
Dp: 2.260m
∅: 1200mm

F02.01
CL: 53.705m
IL: 52.850m
Dp: 0.855m
∅: 450mm

F02
CL: 53.620m
IL: 51.780m
Dp: 1.840m
∅: 1200mm

F11
CL: 53.570m
IL: 50.670m
Dp: 2.900m
∅: 1200mm

F10
CL: 53.480m
IL: 50.890m
Dp: 2.590m
∅: 1200mm

F09
CL: 53.410m
IL: 51.233m
Dp: 2.177m
∅: 1200mm

F06.03
CL: 52.820m
IL: 52.000m
Dp: 0.820m
∅: 450mm

F12
CL: 52.620m
IL: 50.569m
Dp: 2.051m
∅: 1200mm F_UU_OUT

CL: 50.926m
IL: 50.497m
Dp: 0.429m
∅: 450mm
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STANDARD NOTES
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1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
ALL RELEVANT ARCHITECT'S AND ENGINEER'S
DRAWINGS AND THE SPECIFICATIONS.

2. THIS DRAWING SHOULD NOT BE SCALED.
3. ALL DIMENSIONS ARE TO BE VERIFIED BY THE

CONTRACTOR ON SITE.
4. ALL DISCREPANCIES SHOULD BE REPORTED TO

C.A./E.A. PRIOR TO THE COMMENCEMENT OF WORKS.
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NOTES
1. EXISTING DRAINAGE LOCATION BY STOCKLEY, DATED

08.11.12
2. DRAINAGE CONDITION SURVEY CARRIED OUT BY

MANCHESTER DRAIN SERVICES, DATED 02.02.25
3. EXISTING INTERNAL LAYOUT PRODUCED BY WALKER

SIMPSON ARCHITECTS, RECEIVED 20.05.25

KEY

EXISTING FOUL SEWER - PCC MANHOLE

EXISTING FOUL SEWER - PPIC

EXISTING FOUL SEWER - 150Ø SVP/SS

EXISTING FOUL SEWER - GULLEY

NOTES
1. ALL SEWERS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH DESIGN AND
CONSTRUCTION GUIDANCE AND UNITED
UTILITIES DETAILS & GUIDELINES.

2. ALL PROPOSED PIPES LAID TO SOFFIT UNLESS
NOTED OTHERWISE

3. REST BEND INVERT TO BE MINIMUM 450mm
FROM FFL

4. IT IS THE RESPONSIBILITY OF THE CONTRACTOR
TO VERIFY  ALL INFORMATION GIVEN WITH
REGARDS TO EXISTING  SERVICES AND DRAINAGE
CONNECTIONS ETC. PRIOR TO COMMENCING
THE WORKS. THE RATES SHALL INCLUDE  FOR
HAND DIG AROUND SERVICES WHERE
NECESSARY.  THE CONTRACTOR SHALL ADHERE
TO THE CDM REGULATIONS AT ALL TIMES

5. DOMESTIC DRAINAGE SHALL BE TO BUILDING
REGULATIONS  APPROVED DOCUMENT H. 110mm
U.P.V.C. PIPES LAID  TO THE FOLLOWING
MINIMUM FALLS UNLESS OTHERWISE SHOWN.

FOUL         S.W.
HEAD RUN             1 IN 40      1 IN 80
ELSEWHERE           1 IN 80      1 IN 100

6. SLOW REST BENDS TO BE USED IN ALL
LOCATIONS MADE UP FROM 2No. 45 DEG BENDS

7. ALL DRAINS CAST THROUGH FOUNDATIONS TO
HAVE ROCKER PIPES ON BOTH SIDES OF
FOUNDATION

8. ALL POP UP POSITIONS TO BE CONFIRMED SET
OUT DIMENSIONS TO BE AGREED & PROVIDED BY
OTHERS

9. ALL DISCHARGE RATES TO BE CONFIRMED BY
M&E DESIGNER

10. EXISTING SEWERS HAVE BEEN MODELLED BASED
ON STOCKLEY DWG PLANS AND MANHOLE
SCHEDULES, LEVELS, SIZES AND LOCATIONS TBC
PRIOR TO COMMENCEMENT.

11. FOUL NETWORK TO BE CONFIRMED FOLLOWING
CONFIRMATION OF BRANCH CONNECTION
POINTS FROM BUILDING M&E DESIGNER

12. ALL INTERNAL DOWNPIPES TO HAVE RODDABLE
ACCESS POINTS ABOVE GROUND FLOOR LEVEL.

13. REDUCED ACCESS COVER 300x300mm FOR IC's IN
EXCESS OF 1.2m DEEP.

14. ALL DRAINAGE TO BE CCTV SURVEYED AND
JETTED CLEAR OF DEBRIS FOLLOWING
CONSTRUCTION COMPLETION

15. INSPECTION CHAMBERS TO BE FITTED WITH
RECESSED DOUBLE SEALED COVERS TO ACCEPT
FLOOR FINISHES.

16. PROPOSED DOWNPIPE CONNECTIONS TO RUN
TO INSPECTION CHAMBER INVERT LEVEL, AT A
GRADIENT NO SHALLOWER THAN 1:40.

17. ALLOWANCE TO BE MADE TO RESTORE ANY
FLOOR FINISHES IN AFFECTED AREAS WITHIN THE
BUILDING AND LANDSCAPE FINISHES TO
EXTERNAL AREAS FOLLOWING COMPLETION OF
DRAINAGE WORKS

NOTE
EXISTING DRAINAGE HAS BEEN MODELLED BASED ON
AS BUILT DRAWINGS AND MANHOLE SCHEDULES
PUBLISHED 08.11.12. CIVIC ENGINEERS HAVE NOT
UNDERTAKEN ANY DESIGN INPUT ON THE EXISTING
DRAINAGE LEVELS, GRADIENTS, SIZING ETC.

THE EXISTING DRAINAGE NETWORK HAS BEEN IN SITU
AND THERE ARE NO KNOWN ISSUES WITH ITS
FUNCTION.

https://civicengineers.com/
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