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1NO. 6mm2 4/C SWA/XLPE/LS0F/Cu
CABLE, 2.5mm2 CPC AND NEW
CONTAINMENT RUN AT HIGH LEVEL,
AND DROP TO CABLE DUCT.

NEW WALL MOUNTED 32A TPN
ISOLATOR TO SERVE AUTO BOLLARD
CONTROLLER CABINET.

CABLE CONTAINMENT

8 NOS. 10mm DIA. HYDRAULIC DUCTS
5 NOS. 50mm DIA. COMMS DUCTS

NEW 32A TPN TYPE C MCB TO SERVE
AUTO BOLLARD CONTROLLER
CABINET.
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STANDARD NOTES

1. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL
OTHER DISCIPLINES, DRAWINGS, SCHEDULES AND
SPECIFICATIONS, LEGENDS AND STANDARD DETAILS.

2. THIS DRAWING IS COPYRIGHT AND SHALL NOT BE
REPRODUCED WITHOUT PERMISSION.

3. DIMENSIONS GOVERN ON ALL DRAWINGS AND DETAILS.
SHOULD ANY DISCREPANCIES BE FOUND WITH THIS DRAWING
AND ANY ASSOCIATED DRAWINGS OR SPECIFICATIONS THIS
SHOULD BE BROUGHT TO THE ATTENTION OF THE M&E
BUILDING SERVICES CONSULTANT IMMEDIATELY.

4. UNLESS OTHERWISE STATED ALL DIMENSIONS ARE IN
MILLIMETRES.

5. DO NOT SCALE FROM THIS DRAWING.
6. DIMENSIONS TO BE CHECKED ON SITE BEFORE ANY WORK IS

PUT IN HAND OR PREFABRICATED.
7. THIS DRAWING SHOULD ONLY BE USED FOR THE SPECIFIC

SERVICES INTENDED.
8. THIS DRAWING SHOWS THE DESIGN INTENT ONLY.  THE

CONTRACTOR SHALL BE RESPONSIBLE FOR THE FULL
CO-ORDINATION OF THE SERVICES INDICATED ON THIS AND
ALL OTHER SERVICES DRAWINGS.

9. FINAL ACCESS AND SETTING OUT OF SERVICES SHALL BE
AGREED BETWEEN THE ARCHITECT AND THE CONTRACTOR.

10. THE PROJECT NOTES ARE TO BE READ IN CONJUNCTION WITH
ALL RELEVANT TECHNICAL SPECIFICATIONS.

NOTES

1. CABLE ROUTES AND SIZES ARE INDICATIVE ONLY AND SHALL
BE VERIFIED BY THE CONTRACTOR ON SITE.

2. DESIGN TO BE FINALISED BY THE CONTRACTOR PENDING
CONFIRMATION OF THE PROPOSED EQUIPMENT AT THE
EXTERNAL AREA.

3. THE CONTRACTOR TO SUPPLY AND INSTALL THE
UNDERGROUND CABLE DUCTS AND ALL NECESSARY
ACCESSORIES FOR THE NEW POWER PROVISIONS IN THE
EXTERNAL AREA. DUCT ROUTING SHALL BE COORDINATED TO
AVOID ANY CLASHES WITH THE EXISTING UNDERGROUND
UTILITIES.

4. THE CONTRACTOR SHALL ENSURE COMPLIANCE OF THE
INSTALLATION PROVISION.
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