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Do not scale from this drawing.
- Dimensions are to be checked on site.

If in doubt please ask.

GENERAL NOTES

The Existing General Arrangement base drawings (Plans, Sections and
Elevations) have been compiled with the limited drawing information
provided to Buttress.

No checks have been made, or surveys undertaken, to confirm the accuracy
of this information, nor any detailed modifications made to represent 'As
built' information. Buttress do not accept any liability for this information, or
reliance on these for any purpose.

Where any measurements, or information (being critical) and required for
construction purposes, the contractor should undertake all necessary site
surveys to ascertain accurate information to produce any detailed
manufacturing drawings, or for any other purpose.

The Existing detail base drawings for the Wall Types have been compiled
with the limited drawing information provided to Buttress in association with
limited intrusive opening up carried out by others.

The limited extent of the intrusive opening up, is therefore only intended
for the purpose of tender and compilation of the Existing Wall Type Base
drawings and As Proposed design intent drawings.

Buttress do not accept any liability for the accuracy of this base information,
or reliance on these for construction purposes.

Where any measurements or information being critical and required for
construction purposes, the contractor should undertake all necessary site
surveys to ascertain accurate information to enable the completion of the
design. Were any significant variations are discovered these should be
relayed to the CA for review.

The Design Intent 'As Proposed' detail Drawings have been produced in
RWPs run from guttering down the exterior of association with manufacturers input and should be read with the (NBS)
the building behind timber cedar cladding panels specification for all associated components. These design intent drawings
and NBS are for the purpose of Tender and for the contractor to complete
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