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Hatch representative of the Root Protection Area

(RPA). This is indicative only.

Red hatch is representative of the exclusion zone. "No

works or ground disturbance permitted within the root

protection area without prior written approval from the

project arboriculturist or the local tree officer. Refer to

the original arboricultural report (Ref:

108541/OO/2015/S2), the Design & Access Statement

and Heritage Impact Assessment appendix, and any

relevant conditions set out in the Council’s decision

notice. Tree locations and protection zones shown are

indicative."
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The Copyright of this drawing belongs to EOHMA Ltd. and shall not

be used or reproduced in any form without its express permission.

The Moral right of the author is hereby asserted - Copyright © 2019.

Do not scale from this drawing - Work to figured dimensions only. All

dimensions to be checked on site prior to the execution of any work.

For the avoidance of doubt all dimensions are measured to wall

structure and not the finishes unless otherwise stated.

Where any discrepancy is found to exist within or between drawings

and/or documents it should be reported to the architect immediately.

EOHMA Ltd. shall not be liable for any use of drawings and

documents for any purpose other than for which the same were

prepared by or on behalf of EOHMA Ltd.
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This drawing is for illustration only and is not to be used for

construction. Contractor to confirm all dimensions on site and

satisfy themselves of all existing drainage, gas and electrical

runs prior to commencing work on site.

All works are to be agreed with client prior to construction and

clear costs are to be made available to client for the works.
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This drawing is for statutory approvals only.

1. All works to be carried out in accordance with the Building

Regulations and all other statutory legislation to the satisfaction

of the authority inspector. All materials and workmanship is to

comply with the appropriate codes of practice and British

Standards.

2. All works to be coordinated and checked by contractor. These

drawings are provided as an indicative outline from which the

builder can provide a detailed quote following site visit and

assessment of the works. Where any additional work not

included in this outline the contractor is to advise the

homeowner of costs.

3. The contractor MUST check all dimensions and particulars

prior to commencement of work. All Structural Elements (Walls,

Lintels, Foundations ETC.) affected by new work are to be

exposed by the contractor and checked on site by the Local

Authority prior to start to confirm ability to sustain new loads.

4. CONSTRUCTION, DESIGN AND MANAGEMENT

REGULATIONS 2015. Contractor to plan, manage and monitor

construction work under their control so it is carried out without

risks to heath and safety.  For projects involving more than one

contractor, coordinate their activities with others in the project

team - in particular, comply with directions given to them by the

principal designer or principal contractor. For single contractor

projects, prepare a construction phase plan.

5. All new skirting/architraves to match existing, unless stated

otherwise by the client.

6.  All electrical installations to the standards required by 'PART P'

of the Building Regulations. GAS Installation to be 'Gas Safety'

(Installation and use) Regulations. Electrical layout indicative.

Electrician to confirm final  specifications, position and control

with client prior to installation.

7. PARTY WALL ACT: where there is encroachment on

neighbours property or building within 3m or 6m of the adjacent

Property, then permission MUST be obtained under the act. All

proposed brickwork and roof tiles to match existing.

8. All proposed brickwork/rendering and roof tiles to match

existing.

9. Any existing Load Bearing Walls to be altered will be done so

according to the Building Regulations.
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Key measures to support protection of the Beech Tree Located

within the cartilage of the site:

- Foundation Design: No strip foundations are to be

proposed within the Root Protection Area (RPA);

alternative foundation methods will be used to comply with

arboricultural guidelines.

- Pedestrian Paving and Patios: Any paving over the root

zones will involve minimal excavation limited to 100mm),

using lightweight construction methods to avoid root

- Lightweight Structures: Lightweight structure is to be

used, with minimal excavation approved by arboricultural

consultants.

- Garden Level Adjustments: All proposals within the

garden are to maintain existing ground levels

- Cellular Confinement System: If CCS required, details will

be approved by an arboricultural consultant, in line with

the engineer's specifications.

- Construction Exclusion Zone: The existing Construction

Exclusion Zone is to be maintained to protect the root

system.
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