
NOTES

1.
2.
3.

CONFIRM DIMENSIONS WITH SITE MANAGER ON SITE BEFORE RAISING THE PARTITIONS.
GENERAL DIMENSIONS INDICATE FURNITURE LAYOUT.
CASEWORK DIMENSIONS TO BE CONFIRMED FOLLOWING CONSTRUCTION OF PARTITIONS
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TO BE COORDINATED WITH EXISTING M&E. PANELS 
TO BE CUT ON SITE FROM 1200X2800MM SHEET

PANELS TO BE SUSPENDED 300MM FROM CEILING - 
200MM GAP FROM CEILING TO PANEL (CEILING 
HEIGHT TO BE CHECKED ON SITE BEFORE 
INSTALLATION)
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PLANTING TO BE HUNG FROM 
FRAME 

ACOUSTICS TO BE SUSPENDED 
300MM FROM CEILING

RAFT TO BE CENTRAL TO 
TABLES  

DASHED LINE INDICATES CURTAIN TRACK
RECESSED SLIM LINE TRACK - CONTRACTOR 
TO SPECIFY, CBRE TO APPROVE

CURTAIN: KVADRAT, DAYBREAK 2 - 221

DASHED LINE INDICATES CURTAIN TRACK
RECESSED SLIM LINE TRACK - CONTRACTOR 
TO SPECIFY, CBRE TO APPROVE

CURTAIN: KVADRAT, DAYBREAK 2 - 221

BULKHEAD OVER LOCKER STORE
DRAWING REQUIRED 

WOVEN IMAGE: ARRAYACRYLIC BOX LIGHTING 
IN JOINERY PACKAGE 

RAFTS TO BE CENTRALISED 
OVER TABLE
HEIGHT: 2600MM 
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LIGHTING TO RUN CENTRAL 
DOWN CORRIDOR 
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LI08 - SPOTLIGHT: WEVER & 
DUCRE, DEEP PETIT

LI01 - PENDANT: ZAHO 
LIGHTING - SPRITZR LONG 

LI02 - PENDANT: ONE EIGHTY 
LIGHT - SFERA, 150MM

LI03 - PENDANT: ONE EIGHTY 
LIGHT - SFERA, 300MM

LI04 - PENDANT: ONE EIGHTY 
LIGHT - SFERA, 400MM

LI05 - PENDANT: ONE EIGHTY 
LIGHT - SFERA, 500MM

LI06 - TRACK SYSTEM: 
WEAVER & DUCRE - PIRRO ON 
TRACK

LI07 - TRACK SYSTEM: XAL - 
MOVE IT PRO WITH SPOTLINE

LI11 - PENDANT: PHOLC, 
DONNA 7

LI12 - PENDANT: &TRADITION, 
FLOWERPOT VP1

LI13 - WALL LIGHT: MARSET, 
AMBROSIA

LI14 - SUSPENDED CYLINDER: 
WEVER & DUCRE, RAY 3.0

LI15 - TRACK SYSTEM: XAL - 
MOVE IT PRO WITH SPOTLINE

LI09 - PENDANT: WEVER & 
DUCRE, KUJO 3.0

LI10 - CYLINDER LIGHT: WEVER 
& DUCRE, SOLID PETIT 2.0

LIGHTING LEGEND 

LI16 - PENDANT: MUUTO - 
STRAND, CLOSED 600MM

LI17 - PENDANT: MUUTO - 
STRAND, OPEN 400MM

LI18 - PENDANT: MUUTO - 
STRAND, OPEN 280MM
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DF Capital

EXPRESS BUILDING - DFC

Reflected Ceiling Plan - Level 04

596133_2A110_SHT_PR_L04

2A110 Ceilings

Graphic Ref. Description

CE02 MF Suspended Acoustic ceiling - 2600mm - Painted: TBC
CE03 Suspended Metal mesh tray 2800mm - Black
CE05 MF suspended ceiling
SV02 Suspended Acoustic Raft - Woven Image - Fuji Roku & Fuji Juni
SV03 Suspended Acoustic Fins - Woven Image - Array 24
SV04 Suspended Acoustic Raft - Woven Image - Echo Panel
SV05 Suspended Acoustic Clouds - Agile Acoustics

REVISION No DESCRIPTION DATE
00 First Issue 04/04/2025
01 Stage 4 Issue 08/05/2025
02 Amended Design 29/05/2025

Scale  1 : 100

RCP - 4th Floor

To be read in conjunction with 
Outline Specification document.
All dims to be checked and 
measured on site before construction 

CEILINGS LEFT BLANK ARE TO BE LEFT AS EXISITING 

EXISTING LIGHTING TO BE 
REUSED THROUGHOUT WHERE 
NO SPEC IS NOTED 

TO BE COORDINATED WITH M&E


