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1.0  INTRODUCTION

1.1 WML Consulting have been commissioned by Capital & Centric to provide a Drainage Proposals
Report for a proposed development to be known as Ferrous, which is to be located on Chapeltown
Street, Manchester.

1.2 In particular, the report has been composed to respond to the drainage related planning condition
(number 10) contained in Manchester City Council’s planning approval notice ref.
132214/FO/2021.

2.0 SITE LOCATION AND DESCRIPTION

2.1 The development is proposed on Chapeltown Street, Manchester, M1 2EY.  A site location plan can
be found at appendix 01.

2.2 The site is bounded on its northern side by Chapeltown Street, on its western side by an apartment
block, on its southern side by Metrolink lines and to its eastern boundary is a small scale engineering
facility associated with the Metrolink lines.

2.3 The site is currently a grassed area, though it has been developed in the past.

2.4 The site is relatively level, with a slight slope from east (47m AOD) to west (46m AOD).

2.5 A plan illustrating the existing site layout can be found at appendix 02.

3.0 DEVELOPMENT PROPOSALS

The proposed development involves the erection of a 15 storey building comprising 107 apartments
(use Class C3), residential amenity facilities including a roof terrace, two ground floor commercial
units (use Class E / Sui Generis), multipurpose event pavilion (use Class E / Sui Generis) and associated
landscaping.

The proposed building will not have a basement or any below ground level habitable rooms.

Vehicular and pedestrian access to the proposed development will be directly from Chapeltown Street.

3.1 A plan indicating the proposed site layout can be found at appendix 03.
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4.0 THE DESIGN TEAM’S RESPONSES TO PLANNING CONDITION 10

4.1 This report has been compiled to respond to the drainage related planning condition (number
10) contained in Manchester City Council’s planning approval notice ref. 12214/FO/2021.

4.2 The text from planning condition 10 has been included below in blue font, and the design team’s
response to each of the issues raised has been provided in black italics.

4.3 Notwithstanding the details as set out within condition 2, no development shall take place until
surface water drainage works have been submitted to and approved in writing by the Local
Planning Authority in accordance with Non-Statutory Technical Standards for Sustainable
Drainage Systems (March 2015) or any subsequent replacements national standards.  In order
to discharge the above drainage condition the following additional information has to be provided:

4.4 *Consideration of alternative green SuDS solution (that is either utilising infiltration or
attenuation) if practicable;

Extracts from the intrusive site investigation report can be found at appendix 04.  From these it
can be seen that the ground conditions at the site are predominantly made ground over stiff clay.
As such, it is considered that the use of SuDS soakaway / infiltration techniques is not feasible in
this instance.

However, whilst the ground conditions at the site are not suited to the use of infiltration /
soakaway techniques, it is proposed to utilise porous surfacing to hard landscaped areas, and
also achieve some infiltration via the soft landscaped areas.

A copy of the proposed drainage layout drawing can be found at appendix 05.  From this it can
be seen that the surface water discharge rate is to be restricted / attenuated to the practical
minimum of 5 l / sec for all storm events up to and including the critical 1 in 100 year event plus
a 40% allowance for climate change.

4.5 *Runoff volume in the 1 in 100 year, 6 hours rainfall shall be constrained to a value as close as
is reasonably practicable to the greenfield runoff volume for the same event, but never to exceed
the runoff volume from the development site prior to redevelopment;

Given the relatively impermeable nature of the existing ground at the site, it is considered that
during onerous storm conditions such as the 1 in 100 year, 6 hour event, there will be a significant
runoff volume from the site to nearby off-site drainage systems.

To mitigate any potential increase in runoff volume as a result of the proposed development, and
as mentioned above, the surface water discharge rate is to be restricted / attenuated to the
practical minimum of 5 l / sec for all storm events up to and including the critical 1 in 100 year
event plus a 40% allowance for climate change.

4.6 *Evidence that the drainage system has been designed (unless an area is designated to hold
and/or convey water as part of the design) so that flooding does not occur during a 1 in 100 year
rainfall event with allowance for 40% climate change in any part of a building;

A copy of the proposed surface water drainage design calculations can be found at appendix 06.
These confirm that the design has been formulated to ensure that there be no flooding during
the critical 1 in 100 year rainfall event with allowance for 40% climate change.
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4.7 *Assessment of overland flow routes for extreme events that is diverted away from buildings
(including basements). Overland flow routes need to be designed to convey the flood water in a
safe manner in the event of a blockage or exceedance of the proposed drainage system capacity
including inlet structures. A layout with overland flow routes needs to be presented with
appreciation of these overland flow routes with regards to the properties on site and adjacent
properties off site.

Should the surface water drainage system be overcome during an extreme storm event, and
thereby generate overland flows, these flows would leave the site via the lowest point of the site.

From a review of the proposed drainage layout drawing at appendix 05, it can be seen that the
lowest part of the site is at its north west corner, where existing / proposed levels are around
46.100m AOD.  By comparison, the ground floor level of the proposed building is to be 46.550m
AOD and 46.700m AOD.  Hence it is clear that the proposed building is not likely to be affected
by flooding if the proposed drainage system were to be overcome during an extreme storm event.

Instead, exceedance flows would be emitted from the yard gully at the north west corner of the
site.  From where they would enter Chapeltown Street, which falls to the south west away from
the site, and subsequently thereby enter the highway drainage system via the nearby road gully.

4.8 *Results of ground investigation carried out under Building Research Establishment Digest 365.
Site investigations should be undertaken in locations and at proposed depths of the proposed
infiltration devices. Proposal of the attenuation that is achieving half emptying time within 24
hours. If no ground investigations are possible or infiltration is not feasible on site, evidence of
alternative surface water disposal routes (as follows) is required.

Extracts from the intrusive site investigation report can be found at appendix 04.  From these it
can be seen that the ground conditions at the site are predominantly made ground over stiff clay.
As such, it is considered that the use of SuDS soakaway / infiltration techniques is not feasible in
this instance.

4.9 *Where surface water is connected to the public sewer, agreement in principle from United
Utilities is required that there is adequate spare capacity in the existing system taking future
development requirements into account. An email of acceptance of proposed flows and / or new
connection will suffice.

Agreement in principle to the drainage proposals has been confirmed by United Utilities, refer to
their letter which can be found at appendix 07.

4.10 *Hydraulic calculation of the proposed drainage system;

A copy of the proposed surface water drainage calculations can be found at appendix 06.

4.11 *Construction details of flow control and SuDS elements.

Refer to the typical drainage detail drawings at appendix 08.

5.0 CONCLUSION

5.1 It is considered that the responses provided above, together with the information contained in
the various appendices to this report, adequately address the issues raised in condition 10, and
therefore this condition can be discharged by Manchester City Council as planning authority.
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APPENDIX 01

Site location plan
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APPENDIX 02

Existing site layout plan
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APPENDIX 03

Proposed development layout plan





Civil, Structural and Geotechnical Engineers

WML Consulting          Ferrous
Drainage Proposals Report May 2025

APPENDIX 04

Extracts from the Phase 2 site investigation report
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APPENDIX 05

Proposed drainage layout plan
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ROCKER PIPES TO BE PROVIDED AT ALL CONCRETE CASED INTERFACES.

PROVIDE ADEQUATE PROTECTION TO MAINTAIN MINIMUM COVER TO DRAINS DURING
THE CONSTRUCTION PERIOD.

COVER LEVELS ON THIS DRAWING ARE APPROXIMATE AND INDICATIVE ONLY
ARCHITECT TO CONFIRM COVER LEVELS TO ALL MANHOLES AND GULLIES PRIOR TO
CONSTRUCTION.

THE LAYOUT OF DRAINAGE ON THIS DRAWING IS INDICATIVE ONLY ARCHITECT TO
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ACCORDANCE WITH BS EN 752-4 AND THE BUILDING REGULATIONS APPROVED
DOCUMENT H (2010), WHICH INDICATES THE FOLLOWING HIERARCHY FOR THE
DISPOSAL OF SURFACE WATER DRAINAGE FROM DEVELOPMENT SITES:-

1. DISCHARGE VIA INFILTRATION;
2. DISCHARGE TO WATERCOURSE;
3. DISCHARGE TO SEWER.

THESE OPTIONS ARE DISCUSSED IN FURTHER DETAIL BELOW.

SURFACE WATER DISCHARGE VIA INFILTRATION
RECENT SITE INVESTIGATION WORKS HAVE CONFIRMED THAT THE GROUND
CONDITIONS AT THE SITE ARE NOT PARTICULARLY SUITED TO THE USE OF
INFILTRATION / SOAKAWAY TECHNIQUES.

SURFACE WATER DISCHARGE VIA WATERCOURSE
THERE ARE NO EXISTING WATERCOURSES WITHIN OR IN THE VICNITY OF THE SITE,
HENCE IT WILL NOT BE POSSIBLE TO DISCHARGE THE SURFACE WATER RUNOFF
FROM THE PROPOSED DEVELOPMENT TO AN EXISTING WATERCOURSE.

SURFACE DISCHARGE VIA THE PUBLIC SEWERAGE SYSTEM
GIVEN THE ABOVE IT WILL BE NECESSARY TO DISCHARGE THE SURFACE WATER
RUNOFF FROM THE PROPOSED DEVELOPMENT TO THE PUBLIC DRAINAGE SYSTEM,
AS THE EXISTING SITE DOES.

PROPOSED SURFACE WATER DISCHARGE RATE

THE EXISTING SITE IS CONSIDERED TO BE "GREENFIELD" IN TERMS OF SURFACE
WATER RUNOFF.  HENCE THE GENERALLY ACCEPTED PRACTICAL MINIMUM
DISCHARGE RATE OF 5 l / / sec HAS BEEN UTILISED IN THE DESIGN.

THIS ALLOWABLE DISCHARGE RATE SHOULD NOT BE EXCEEDED FOR ALL STORM
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WHILST THE GROUND CONDITIONS AT THE SITE ARE NOT PARTICULARLY SUITED TO
THE USE OF INFILTRATION / SOAKAWAY TECHNIQUES, IT IS PROPOSED TO UTILISE
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IN LINE WITH MODERN DESIGN STANDARDS FOR SURFACE WATER DRAINAGE
SYSTEMS, THE PROPOSALS SHOWN HAVE BEEN FORMULATED TO ENSURE THERE
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1. NO SURCHARGING OF SEWERS FOR THE CRITICAL 1 IN 1 YEAR STORM
EVENT.

2. NO SURFACE FLOODING FOR THE CRITICAL 1 IN 30 YEAR EVENT.

3. NO SURFACE FLOODING THAT MAY AFFECT BUILDINGS ON OR OFF
SITE FOR THE CRITICAL 1 IN 100 YEAR EVENT INCLUDING A 40%
CLIMATE CHANGE ALLOWANCE.
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DRAINAGE SYSTEM

THE SURFACE WATER DRAINAGE PROPOSALS INDICATED ARE RELATIVELY
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INVESTIGATED, POSSIBLY BY CCTV SURVEY, TO CONFIRM THE NATURE
OF THE PROBLEM AND TO ALLOW IT TO BE REMEDIED IN A TIMELY
MANNER.  IT IS UNDERSTOOD THAT THE MONITORING AND ROUTINE
MAINTENANCE OF THE BELOW GROUND DRAINAGE SYSTEM WILL BE
CARRIED OUT BY THE BUILDING OWNERS MAINTENANCE STAFF WITH
ADDITIONAL HELP PROVIDED BY EXTERNAL SPECIALIST DRAINAGE
PROFESSIONALS BROUGHT IN AS REQUIRED.

NOTE THAT THE DRAINAGE PROPOSALS SHOWN ARE
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No. 8 Oak Green 9861 - FERROUS

Stanley Green Business Park SURFACE WATER DRAINAGE

Earl Rd, Cheadle Hulme, SK8 6QL DESIGN - REV 02

Date MARCH 2022 Designed by KPT

File 9861 - SW - 02.MDX Checked by AW

Innovyze Network 2014.1.1

STORM SEWER DESIGN by the Modified Rational Method

Design Criteria for Storm

©1982-2014 XP Solutions

Pipe Sizes STANDARD Manhole Sizes STANDARD

FSR Rainfall Model - England and Wales

Return Period (years) 100 Add Flow / Climate Change (%) 0

M5-60 (mm) 18.000 Minimum Backdrop Height (m) 0.000

Ratio R 0.360 Maximum Backdrop Height (m) 0.000

Maximum Rainfall (mm/hr) 20 Min Design Depth for Optimisation (m) 0.000

Maximum Time of Concentration (mins) 30 Min Vel for Auto Design only (m/s) 1.00

Foul Sewage (l/s/ha) 0.000 Min Slope for Optimisation (1:X) 500

Volumetric Runoff Coeff. 0.750

Designed with Level Soffits

Time Area Diagram for Storm

Time

(mins)

Area

(ha)

Time

(mins)

Area

(ha)

0-4 0.127 4-8 0.043

Total Area Contributing (ha) = 0.170

Total Pipe Volume (m³) = 4.409

Network Design Table for Storm

PN Length

(m)

Fall

(m)

Slope

(1:X)

I.Area

(ha)

T.E.

(mins)

Base

Flow (l/s)

k

(mm)

HYD

SECT

DIA

(mm)

Auto

Design

1.000 32.000 0.850 37.6 0.050 5.00 0.0 0.600 o 150

1.001 14.000 0.575 24.3 0.050 0.00 0.0 0.600 o 225

1.002 35.000 0.150 233.3 0.050 0.00 0.0 0.600 o 300

1.003 11.000 0.050 220.0 0.020 0.00 0.0 0.600 o 300

1.004 2.000 0.050 40.0 0.000 0.00 0.0 0.600 o 150

Network Results Table

PN Rain

(mm/hr)

T.C.

(mins)

US/IL

(m)

Σ I.Area

(ha)

Σ Base

Flow (l/s)

Foul

(l/s)

Add Flow

(l/s)

Vel

(m/s)

Cap

(l/s)

Flow

(l/s)

1.000 20.00 5.32 46.200 0.050 0.0 0.0 0.0 1.65 29.1 2.7

1.001 20.00 5.41 45.275 0.100 0.0 0.0 0.0 2.66 105.9 5.4

1.002 20.00 5.98 44.625 0.150 0.0 0.0 0.0 1.02 72.5 8.1

1.003 20.00 6.15 44.475 0.170 0.0 0.0 0.0 1.06 74.6 9.2

1.004 20.00 6.18 44.425 0.170 0.0 0.0 0.0 1.60 28.2 9.2
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Online Controls for Storm

©1982-2014 XP Solutions

Hydro-Brake Optimum® Manhole: 5, DS/PN: 1.004, Volume (m³): 3.1

Unit Reference MD-SHE-0098-5000-1500-5000

Design Head (m) 1.500

Design Flow (l/s) 5.0

Flush-Flo™ User Defined

Objective Minimise upstream storage

Diameter (mm) 98

Invert Level (m) 44.425

Minimum Outlet Pipe Diameter (mm) 150

Suggested Manhole Diameter (mm) 1200

Control Points Head (m) Flow (l/s)

Design Point (Calculated) 1.500 5.0

Flush-Flo™ 0.431 4.9

Kick-Flo® 0.878 3.9

Mean Flow over Head Range - 4.3

The hydrological calculations have been based on the Head/Discharge relationship for the

Hydro-Brake Optimum® as specified.  Should another type of control device other than a

Hydro-Brake Optimum® be utilised then these storage routing calculations will be

invalidated

Depth (m) Flow (l/s) Depth (m) Flow (l/s) Depth (m) Flow (l/s) Depth (m) Flow (l/s)

0.100 3.2 1.200 4.5 3.000 6.9 7.000 10.3

0.200 4.4 1.400 4.8 3.500 7.4 7.500 10.7

0.300 4.8 1.600 5.1 4.000 7.9 8.000 11.0

0.400 4.9 1.800 5.4 4.500 8.4 8.500 11.3

0.500 4.9 2.000 5.7 5.000 8.8 9.000 11.6

0.600 4.8 2.200 6.0 5.500 9.2 9.500 11.9

0.800 4.3 2.400 6.2 6.000 9.6

1.000 4.1 2.600 6.5 6.500 10.0
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Innovyze Network 2014.1.1

Storage Structures for Storm

©1982-2014 XP Solutions

Tank or Pond Manhole: 5, DS/PN: 1.004

Invert Level (m) 44.725

Depth (m) Area (m²) Depth (m) Area (m²) Depth (m) Area (m²)

0.000 40.0 1.200 40.0 1.201 0.0
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Date MARCH 2022 Designed by KPT
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Innovyze Network 2014.1.1

1 year Return Period Summary of Critical Results by Maximum Level (Rank 1)

for Storm

©1982-2014 XP Solutions

Simulation Criteria

Areal Reduction Factor 1.000 Additional Flow - % of Total Flow 0.000

Hot Start (mins) 0 MADD Factor * 10m³/ha Storage 2.000

Hot Start Level (mm) 0 Inlet Coeffiecient 0.800

Manhole Headloss Coeff (Global) 0.500 Flow per Person per Day (l/per/day) 0.000

Foul Sewage per hectare (l/s) 0.000

Number of Input Hydrographs 0 Number of Storage Structures 1

Number of Online Controls 1 Number of Time/Area Diagrams 0

Number of Offline Controls 0 Number of Real Time Controls 0

Synthetic Rainfall Details

Rainfall Model FSR Ratio R 0.360

Region England and Wales Cv (Summer) 0.750

M5-60 (mm) 18.000 Cv (Winter) 0.840

Margin for Flood Risk Warning (mm) 300.0 DVD Status OFF

Analysis Timestep Fine Inertia Status OFF

DTS Status ON

Profile(s) Summer and Winter

Duration(s) (mins) 15, 30, 60, 120, 180, 240, 360, 480, 600,

720, 960, 1440, 2160, 2880, 4320, 5760,

7200, 8640, 10080

Return Period(s) (years) 1, 30, 100

Climate Change (%) 0, 0, 40

PN Storm

Return

Period

Climate

Change

First X

Surcharge

First Y

Flood

First Z

Overflow

O/F

Act.

Lvl

Exc.

1.000 15 Winter 1 0%

1.001 15 Winter 1 0% 100/15 Winter

1.002 30 Winter 1 0% 30/15 Summer

1.003 30 Winter 1 0% 1/15 Winter

1.004 30 Winter 1 0% 1/15 Summer

PN

US/MH

Name

Water

Level

(m)

Surch'ed

Depth (m)

Flooded

Volume

(m³)

Flow /

Cap.

O'flow

(l/s)

Pipe

Flow

(l/s) Status

1.000 1 46.247 -0.103 0.000 0.21 0.0 5.9 OK

1.001 2 45.327 -0.173 0.000 0.12 0.0 11.0 OK

1.002 3 44.796 -0.129 0.000 0.20 0.0 13.0 OK

1.003 4 44.790 0.015 0.000 0.22 0.0 12.9 SURCHARGED

1.004 5 44.786 0.211 0.000 0.35 0.0 4.9 SURCHARGED
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Stanley Green Business Park SURFACE WATER DRAINAGE
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Innovyze Network 2014.1.1

30 year Return Period Summary of Critical Results by Maximum Level (Rank 1)

for Storm

©1982-2014 XP Solutions

Simulation Criteria

Areal Reduction Factor 1.000 Additional Flow - % of Total Flow 0.000

Hot Start (mins) 0 MADD Factor * 10m³/ha Storage 2.000

Hot Start Level (mm) 0 Inlet Coeffiecient 0.800

Manhole Headloss Coeff (Global) 0.500 Flow per Person per Day (l/per/day) 0.000

Foul Sewage per hectare (l/s) 0.000

Number of Input Hydrographs 0 Number of Storage Structures 1

Number of Online Controls 1 Number of Time/Area Diagrams 0

Number of Offline Controls 0 Number of Real Time Controls 0

Synthetic Rainfall Details

Rainfall Model FSR Ratio R 0.360

Region England and Wales Cv (Summer) 0.750

M5-60 (mm) 18.000 Cv (Winter) 0.840

Margin for Flood Risk Warning (mm) 300.0 DVD Status OFF

Analysis Timestep Fine Inertia Status OFF

DTS Status ON

Profile(s) Summer and Winter

Duration(s) (mins) 15, 30, 60, 120, 180, 240, 360, 480, 600,

720, 960, 1440, 2160, 2880, 4320, 5760,

7200, 8640, 10080

Return Period(s) (years) 1, 30, 100

Climate Change (%) 0, 0, 40

PN Storm

Return

Period

Climate

Change

First X

Surcharge

First Y

Flood

First Z

Overflow

O/F

Act.

Lvl

Exc.

1.000 15 Winter 30 0%

1.001 15 Winter 30 0% 100/15 Winter

1.002 60 Winter 30 0% 30/15 Summer

1.003 60 Winter 30 0% 1/15 Winter

1.004 60 Winter 30 0% 1/15 Summer

PN

US/MH

Name

Water

Level

(m)

Surch'ed

Depth (m)

Flooded

Volume

(m³)

Flow /

Cap.

O'flow

(l/s)

Pipe

Flow

(l/s) Status

1.000 1 46.278 -0.072 0.000 0.52 0.0 14.5 FLOOD RISK

1.001 2 45.364 -0.136 0.000 0.33 0.0 30.1 OK

1.002 3 45.192 0.267 0.000 0.33 0.0 22.1 SURCHARGED

1.003 4 45.187 0.412 0.000 0.41 0.0 24.5 SURCHARGED

1.004 5 45.184 0.609 0.000 0.35 0.0 4.9 SURCHARGED
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No. 8 Oak Green 9861 - FERROUS

Stanley Green Business Park SURFACE WATER DRAINAGE

Earl Rd, Cheadle Hulme, SK8 6QL DESIGN - REV 02

Date MARCH 2022 Designed by KPT

File 9861 - SW - 02.MDX Checked by AW

Innovyze Network 2014.1.1

100 year Return Period Summary of Critical Results by Maximum Level (Rank

1) for Storm

©1982-2014 XP Solutions

Simulation Criteria

Areal Reduction Factor 1.000 Additional Flow - % of Total Flow 0.000

Hot Start (mins) 0 MADD Factor * 10m³/ha Storage 2.000

Hot Start Level (mm) 0 Inlet Coeffiecient 0.800

Manhole Headloss Coeff (Global) 0.500 Flow per Person per Day (l/per/day) 0.000

Foul Sewage per hectare (l/s) 0.000

Number of Input Hydrographs 0 Number of Storage Structures 1

Number of Online Controls 1 Number of Time/Area Diagrams 0

Number of Offline Controls 0 Number of Real Time Controls 0

Synthetic Rainfall Details

Rainfall Model FSR Ratio R 0.360

Region England and Wales Cv (Summer) 0.750

M5-60 (mm) 18.000 Cv (Winter) 0.840

Margin for Flood Risk Warning (mm) 300.0 DVD Status OFF

Analysis Timestep Fine Inertia Status OFF

DTS Status ON

Profile(s) Summer and Winter

Duration(s) (mins) 15, 30, 60, 120, 180, 240, 360, 480, 600,

720, 960, 1440, 2160, 2880, 4320, 5760,

7200, 8640, 10080

Return Period(s) (years) 1, 30, 100

Climate Change (%) 0, 0, 40

PN Storm

Return

Period

Climate

Change

First X

Surcharge

First Y

Flood

First Z

Overflow

O/F

Act.

Lvl

Exc.

1.000 15 Winter 100 +40%

1.001 120 Winter 100 +40% 100/15 Winter

1.002 120 Winter 100 +40% 30/15 Summer

1.003 120 Winter 100 +40% 1/15 Winter

1.004 120 Winter 100 +40% 1/15 Summer

PN

US/MH

Name

Water

Level

(m)

Surch'ed

Depth (m)

Flooded

Volume

(m³)

Flow /

Cap.

O'flow

(l/s)

Pipe

Flow

(l/s) Status

1.000 1 46.317 -0.033 0.000 0.94 0.0 26.1 FLOOD RISK

1.001 2 45.923 0.423 0.000 0.19 0.0 17.9 SURCHARGED

1.002 3 45.918 0.993 0.000 0.38 0.0 25.2 SURCHARGED

1.003 4 45.912 1.137 0.000 0.47 0.0 27.9 SURCHARGED

1.004 5 45.908 1.333 0.000 0.35 0.0 5.0 SURCHARGED
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Letter from United Utilities



  

 

 

 

 

 

 

 

 

 

 

United Utilities Water Limited 
Grasmere House 
Lingley Mere Business Park 
Lingley Green Avenue 
Great Sankey 
Warrington  WA5 3LP 
 
unitedutilities.com 
 
Planning.Liaison@uuplc.co.uk 

United Utilities Water Limited    
Registered in England & Wales No. 2366678  Registered Office: Haweswater House, Lingley Mere Business Park, Lingley Green Avenue, Great Sankey, Warrington, WA5 3LP  

 

 

 

 

 

 

Dear Sir/Madam, 
 

Location: Land South Of Chapeltown Street Manchester M1 2WH. 
Proposal: Erection of a 15 storey building to form 107 apartments (Use Class C3) at floors 1 to 
15, residential amenity facilities including a roof terrace (level 14), associated ground floor 
cycle storage (68 spaces), two ground floor commercial units (Use Class E/ Sui Generis 
(Drinking Establishment), multipurpose events Pavilion (Use Class E/ Sui Generis (Drinking 
Establishment), associated landscaping to site perimeter and rooftop PV panels. 
 
With regards to the above development proposal, United Utilities Water Limited (‘United 
Utilities’) wishes to provide the following comments.  
 
Drainage 
 
In accordance with the National Planning Policy Framework (NPPF) and the National Planning 
Practice Guidance (NPPG), the site should be drained on a separate system with foul water 
draining to the public sewer and surface water draining in the most sustainable way.  
 
Following our review of the submitted Drainage Strategy, we can confirm the proposals are 
acceptable in principle to United Utilities and therefore should planning permission be granted 
we request the following condition is attached to any subsequent Decision Notice:  
 
Condition 1  
 
The drainage for the development hereby approved, shall be carried out in accordance with 
principles set out in the submitted Foul & Surface Water Drainage Design Drawing 9861-WML-
00-XX-DR-C-1001, Rev P01 - Dated 07/10/21 which was prepared by WML. For the avoidance 
of doubt and unless otherwise agreed in writing by the Local Planning Authority, surface water 
must drain at the restricted rate of 5 l/s. The development shall be completed in accordance 
with the approved details.  
 

Chief Executive's Department Your ref: 132214/FO/2021 
Manchester City Council PO Box 463 Our ref: DC/21/5072 
Manchester Date: 24-DEC-21 
M60 3NY   



Reason: To ensure a satisfactory form of development and to prevent an undue increase in 
surface water run-off and to reduce the risk of flooding. 
 
The applicant can discuss any of the above with Developer Engineer, Graham Perry, by email at 
wastewaterdeveloperservices@uuplc.co.uk.  
 
Please note, United Utilities are not responsible for advising on rates of discharge to the local 
watercourse system.  This is a matter for discussion with the Lead Local Flood Authority and / or 
the Environment Agency (if the watercourse is classified as main river).  
 
If the applicant intends to offer wastewater assets forward for adoption by United Utilities, the 
proposed detailed design will be subject to a technical appraisal by an Adoptions Engineer as we 
need to be sure that the proposal meets the requirements of Sewers for Adoption and United 
Utilities’ Asset Standards. The detailed layout should be prepared with consideration of what is 
necessary to secure a development to an adoptable standard. This is important as drainage 
design can be a key determining factor of site levels and layout. The proposed design should give 
consideration to long term operability and give United Utilities a cost effective proposal for the 
life of the assets. Therefore, should this application be approved and the applicant wishes to 
progress a Section 104 agreement, we strongly recommend that no construction commences 
until the detailed drainage design, submitted as part of the Section 104 agreement, has been 
assessed and accepted in writing by United Utilities. Any works carried out prior to the technical 
assessment being approved is done entirely at the developers own risk and could be subject to 
change.   
 
Management and Maintenance of Sustainable Drainage Systems  
 
Without effective management and maintenance, sustainable drainage systems can fail or 
become ineffective. As a provider of wastewater services, we believe we have a duty to advise 
the Local Planning Authority of this potential risk to ensure the longevity of the surface water 
drainage system and the service it provides to people.  We also wish to minimise the risk of a 
sustainable drainage system having a detrimental impact on the public sewer network should 
the two systems interact. We therefore recommend the Local Planning Authority include a 
condition in their Decision Notice regarding a management and maintenance regime for any 
sustainable drainage system that is included as part of the proposed development.  
 
For schemes of 10 or more units and other major development, we recommend the Local 
Planning Authority consults with the Lead Local Flood Authority regarding the exact wording of 
any condition.  You may find the below a useful example: 
 
Prior to occupation of the development a sustainable drainage management and maintenance 
plan for the lifetime of the development shall be submitted to the local planning authority and 
agreed in writing.  The sustainable drainage management and maintenance plan shall include as 
a minimum:  
 

a. Arrangements for adoption by an appropriate public body or statutory undertaker, or, 
management and maintenance by a resident’s management company; and 

mailto:wastewaterdeveloperservices@uuplc.co.uk


b. Arrangements for inspection and ongoing maintenance of all elements of the sustainable 
drainage system to secure the operation of the surface water drainage scheme 
throughout its lifetime.  

 
The development shall subsequently be completed, maintained and managed in accordance with 
the approved plan. 
 
Reason: To ensure that management arrangements are in place for the sustainable drainage 
system in order to manage the risk of flooding and pollution during the lifetime of the 
development. 
                 
Please note United Utilities cannot provide comment on the management and maintenance of 
an asset that is owned by a third party management and maintenance company.  We would not 
be involved in the discharge of the management and maintenance condition in these 
circumstances.    
 
Water Supply and Metering 
 
We can readily supply water for domestic purposes, but for larger quantities for example, 
commercial/industrial we will need further information.  
   
Please note that for properties over two stories high and commercial properties we recommend 
the developer considers the installation of tanks and pumps.  
 
Our water mains may need extending to serve any development on this site and the applicant 
may be required to pay a contribution.  
 
Any necessary disconnection or diversion of the private main(s) must have the approval of the 
pipeline owner and be carried out to our standards at the applicant's expense.  
 
The applicant must undertake a complete soil survey, as and when land proposals have 
progressed to a scheme design i.e. development, and results submitted along with an application 
for water. This will aid in our design of future pipework and materials to eliminate the risk of 
contamination to the local water supply.  
 
The applicant should be instructed to lay their own private pipe, to United Utilities standards, 
back to the existing main. If this should involve passing through third party land United Utilities 
must receive a solicitor's letter confirming an easement, prior to connection.  
 
The applicant has not stated whether provision of a new water supply is required. Use of the 
existing metered supply may be considered if it meets United Utilities standards. If not, a 
separate metered supply will be required at the applicant's expense.  
 
Although water supply in the area is compliant with current regulatory standards, we 
recommend the applicant provides water storage of 24 hours capacity to guarantee an adequate 
and constant supply. 
 



If the applicant intends to obtain a water supply from United Utilities for the proposed 
development, we strongly recommend they engage with us at the earliest opportunity. If 
reinforcement of the water network is required to meet the demand, this could be a significant 
project and the design and construction period should be accounted for.  
 
In some circumstances we may require a compulsory meter is fitted. For detailed guidance on 
whether the development will require a compulsory meter please visit 
https://www.unitedutilities.com/my-account/your-bill/our-household-charges-20212022/ and 
go to section 7.7 for compulsory metering. 
 
 
To discuss a potential water supply or any of the water comments detailed above, the applicant 
can contact the team at DeveloperServicesWater@uuplc.co.uk.  
 
Please note, all internal pipework must comply with current Water Supply (water fittings) 
Regulations 1999. 
 
United Utilities’ Property, Assets and Infrastructure 
  
The applicant should be aware of water mains in the vicinity of the proposed development 
site. Whilst this infrastructure is located outside the applicant’s proposed red line boundary, the 
applicant must comply with our ‘Standard Conditions for Works Adjacent to Pipelines’. We 
provide this information to support the applicant in identifying the potential impacts from all 
construction activities on United Utilities infrastructure and to identify mitigation measures to 
protect and prevent any damage to this infrastructure both during and after construction. This 
includes advice regarding landscaping in the vicinity of pipelines.  
 
Where United Utilities’ assets exist, the level of cover to the water mains and public sewers must 
not be compromised either during or after construction. 
 
For advice regarding protection of United Utilities assets, the applicant should contact the teams 
as follows:  
 
Water assets – DeveloperServicesWater@uuplc.co.uk 
Wastewater assets – WastewaterDeveloperServices@uuplc.co.uk 
 
It is the applicant's responsibility to investigate the possibility of any United Utilities’ assets 
potentially impacted by their proposals and to demonstrate the exact relationship between 
any United Utilities' assets and the proposed development.  
 
A number of providers offer a paid for mapping service including United Utilities. To find out 
how to purchase a sewer and water plan from United Utilities, please visit the Property Searches 
website; https://www.unitedutilities.com/property-searches/ 
 
You can also view the plans for free. To make an appointment to view our sewer records at your 
local authority please contact them direct, alternatively if you wish to view the water and the 

https://www.unitedutilities.com/my-account/your-bill/our-household-charges-20212022/
mailto:DeveloperServicesWater@uuplc.co.uk
mailto:DeveloperServicesWater@uuplc.co.uk
mailto:WastewaterDeveloperServices@uuplc.co.uk
https://www.unitedutilities.com/property-searches/


sewer records at our Lingley Mere offices based in Warrington please ring 0370 751 0101 to 
book an appointment.  
 
Due to the public sewer transfer in 2011, not all sewers are currently shown on the statutory 
sewer records and we do not always show private pipes on our plans. If a sewer is discovered 
during construction; please contact a Building Control Body to discuss the matter further. 
 

Should this planning application be approved the applicant should contact United Utilities 
regarding a potential water supply or connection to public sewers. Additional information is 
available on our website http://www.unitedutilities.com/builders-developers.aspx 
 
Yours faithfully 
 
Planning, Landscape and Ecology Team 

tel:0370%20751%200101
http://www.unitedutilities.com/builders-developers.aspx
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APPENDIX 08

Typical drainage details drawings
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CONCRETE ST4 (C20P)
MIN 150 COVER. SPEC
REF R12/680

WHERE BOTTOM OF TRENCH IS LOWER THAN A
CRITICAL LEVEL USE CONCRETE SURROUND. TOP
OF CONCRETE TO BE AS DEFINED BELOW.

WHERE BOTTOM OF TRENCH IS LOWER THAN BOTTOM OF
FOUNDATIONS USE CONCRETE SURROUND. TOP OF CONCRETE
NOT TO BE LOWER THAN BOTTOM OF FOUNDATIONS

CONCRETE SURROUND
E10:113WM SPEC REF:
R12/650WM/18 TIED IN WITH
OVERLYING SLAB
OTHERWISE FLEXIBLE
BOARDS AT PIPE JOINTS.

300mm MAXIMUM.-WHERE
COVER EXCEEDS 300mm
REFER  TO THE DETAIL TITLED
'DRAIN TRENCH SUBJECTED
TO TRAFFIC'

IF ROAD IS EXISTING REFORM TO
MATCH EXISTING SPECIFICATION.

MIN 225mm OR DEPTH OF
ROAD SUB-BASE DOT
TYPE 1.

PIPE TO BE FULLY
SURROUNDED WITH A
GRANULAR MATERIAL WITH A
COMPACTION FACTOR OF >
0.2, MAXIMUM PARTICLE SIZE
20mm, CAN BE RE-CYCLED
AGGREGATE.

DRAIN TRENCH
SUBJECTED TO TRAFFIC

(BEDDING CLASS S)
[SCALE 1:10]

PIPES UNDER SLABS
[SCALE 1:10]

PIPES NEAR FOUNDATIONS
[SCALE 1:20]

NEW/EXISTING
ROAD LEVEL.

NEW SLAB

SELECTED AS DUG MATERIAL IF
SUITABLE (FREE FROM STONES >
40mm & LUMPS OF CLAY > 100mm)
OR 6F1 BACKFILL

ROAD
SUB-BASE

10
0 M

IN
BC

/4
BC

BC
/4

CONRETE SURROUND UNDER
ROADS LESS THAN 1200mm COVER

& NON-TRAFFICKED LESS THAN
900mm COVER.

[SCALE 1:10]

BC = OUTSIDE DIAMETER

E10:113WM
CONCRETE

BC + 300 MIN

FORMATION LEVEL

31
0m

m
29

5
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5

31
5

RWP DETAIL
[SCALE 1:10]

SUPERSLEVE ACCESS
GULLY CODE SG3/1

MIN. 100mm BED AND
SURROUND. CONCRETE
E10:113WH

SUPERSLEVE
PIPE OR BEND.

ALLOY GRID CODE IG2
RWP

SVP TO BE CENTRAL
ON SUPERSLEVE PIPE.

ADAPTOR SA9

SUPERSLEVE RESTBEND
CODE SBR1 100Ø CODE
SBR2 150Ø.

SOIL VENT PIPE
[SCALE 1:10]

SUPERSLEVE PIPE
OR BEND.

MIN 100mm BED AND
SURROUND. CONCRETE
E10:113WM

SVP's TO HAVE RODDING
ACCESS PANEL

GROUND LEVEL

GROUND LEVEL

G.L.

NB-
THE DEPTH OF THE GULLY CAN BE
INCREASED BY UP TO 300mm BY FITTING
A 225mm COUPLING CODE VC1/3 AND A
300mm HIGH RAISING PIECE CODE SIC3/1
BETWEEN THE FRAME AND THE GULLY
BODY.

YARD GULLY
WITH LIGHT DUTY ( 1 TONNE) GRID -
CODE RGP5
WITH MEDIUM DUTY (5 TONNE) GRID -
CODE RGP7

FILTER/SILT BUCKET
CODE IBP3

YARD GULLY DETAIL
[SCALE 1:10]

E10:113WM CONCRETE
BED &  SURROUND

150

15
0

150

10
0

GRADED AGGREGATE
> 20mm OR SUITABLE AS
DUG MATERIAL WITH A
COMPACTION FACTOR OF >
0.3.

SELECTED AS DUG
MATERIAL.

DRAIN TRENCH NOT
SUBJECTED TO TRAFFIC

(BEDDING CLASS N)
[SCALE 1:10]

GROUND LEVEL

SELECTED AS DUG MATERIAL IF
SUITABLE (FREE FROM STONES >
40mm & LUMPS OF CLAY > 100mm)
OR 6F1 BACKFILL

CONCRETE ST4 (C20P)
MIN 150 COVER. SPEC
REF R12/680

10
0 M

IN

RWP OUTLET PIPEWORK
DETAIL TO BE AS ROAD
GULLY DETAIL

RWP OUTLET PIPEWORK
DETAIL TO BE AS ROAD
GULLY DETAIL

ROAD GULLY GRATING
CODE: IHG5.

BRICKWORK
AS REQUIRED.

MINIMUM 150mm
THK CONCRETE
SURROUND. SUPERSLEEVE

PIPE OR BEND.

CONCRETE E10:113WM

SUPERSLEEVE CLAY
ROAD GULLY CODE:
RGR1 100Ø RGR2
150Ø

ROAD GULLY
(300Ø x 600Dp)

[SCALE 1:10]

GROUND LEVEL

600mm LONG ROCKER PIPEFLOW

60
°

FLOW

CHAMBER DIAMETER
TO BE ADVISED BY
 HYDRO-BRAKE SUPPLIER

300mm THK REINFORCED CONCRETE BASE
SLAB WITH 2 LAYERS A393 MESH IN TOP
WITH 50mm COVER.

FLOW CONTROL BY SPECIALIST.
HYDRO-BREAK WITH A PIVOTING
BY-PASS DOOR TO LIMIT FLOW.

HIGH STRENGTH CONCRETE TOPPING TO
BE BROUGHT UP TO A DENSE SMOOTH
FACE NEATLY SHAPED AND FINISHED TO
ALL BRANCH CONNECTIONS (MINIMUM
THICKNESS 20mm)

MIN 150mm THK CONCRETE
SURROUND E10/113A

PC COVER SLAB WITH 675
x 1200mm MIN CLEAN
OPENING

PULL HANDLE AND STEEL
ROPE TO OPERATE
PIVOTING BY-PASS DOOR.

MORTAR HAUNCHING M.H.
COVER AND FRAME.

675 x 1200mm CLEAR OPENING, REFER TO
SCHEDULE FOR COVER GRADE.

COVER FRAME TO BE
BEDDED ON MORTAR

4 COURSES (MAX)
2 COURSES (MIN)
ENGINEERING
BRICKS IN 1:3
CEMENT/SAND.

PRECAST MANHOLE
RINGS

195

GALVANIZED MILD STEEL
STEP IRONS AT 250mm
OR 300mm CTRS.

NEW HYDRO-BRAKE CHAMBER
(BACKFILL, SHAFT, ACCESS, COVER SLAB AND COVER &

FRAME AS FOR PCC MANHOLES)
 [SCALE 1:20]

IMPERMEABLE VISQUEEN URBAN DRAINAGE GEOMEMBRANE

40
0

40
0

POLYSTORM PSM1 CELLULAR ATTENUATION CRATES

100mm GRANULAR PROTECTIVE SURROUND AS PER

10
0

10
0

TYPICAL SECTION THROUGH ATTENUATION TANK
[SCALE 1:10]

PIPE CONNECTION AS PER MANUFACTURES DETAIL.

POLYSTORM PSM1 CRATE LEVEL 1

POLYSTORM PSM1 CRATE LEVEL 2

 MANUFACTURES SPECIFICATION

POLYSTORM PSM1 CRATE LEVEL 3 40
0

GENERAL NOTES
1. DO NOT SCALE FROM THIS DRAWING WORK TO FIGURED DIMENSIONS

ONLY.

2. NO DEVIATION FROM THE DETAILS SHOWN ON THIS DRAWING IS ALLOWED
WITHOUT PRIOR PERMISSION IN WRITING.

3. ALL DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL ARCHITECTS,
ENGINEERS AND SPECIALISTS DRAWINGS AND THE SPECIFICATION.

4. THE CONTRACTOR SHALL INCORPORATE ALL THE REQUIREMENTS OF THE
PRE-TENDER STAGE HEALTH & SAFETY PLAN.

RESIDUAL RISK REGISTER -
REFER TO WML CIVIL / STRUCTURAL DESIGN RISK REGISTER IN
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NOTE!
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