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DO NOT SCALE
Work to annotated dimensions only. Read drawings in 
conjunction with relevant specification, Structural Engineers ’ and 
Services Engineers’ drawings. Confirm all dimensions before 
commencement of any work on site or fabrication.
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South Elevation

The Hotspur Press

Stage 03
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HK

0655-HOD-THP-XX-DR-A-(--)201

NOTE:

- Remove vegetation growing from existing - method of 
removal to be agreed by local planning authority. 
- Existing brickwork to be cleaned and repointed with 
lime mortar - method of cleaning to be agreed by local 
planning authority. 
- All damaged lintels and cills to be repaired or replaced 
as necessary, timber and concrete lintels to be replaced 
with brick headers to suit the wider existing elevations.
- North Elevation and palisade wall to be faithfully rebuilt 
using the reclaimed bricks from the existing where 
possible - refer to the demolition drawings for more 
details. 
- Any in-fill brickwork required within the retained 
structures to be reclaimed and agreed with the planning 
authority.

LEGEND:

1: New steelframe door in existing opening cut down to 
form door. 
2: New steelframe window in existing opening.  
3: Existing palisade wall to be faithfully rebuilt and 
punched through to provide access to public square. 
4: Double height glass entrance lobby. 
5: New steel cantilever balcony with a glass balustrade. 
6: Refer to facade fragments for details on tower. 
7. Existing windows to be infilled with reclaimed brick to 
match existing.
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Existing openings

9. GlasTrösch- Combi Neutral 70/35
or similar approved

10. United Anodisers - Unicol Anolok II 
B713, or similar approved, vents on 
level 04

11. RAL- 7011 Back painted glass, or 
similar approved, on level 04

Rev: Details: Date:
P1 First Issue 15.11.2024
P2 Updated Key 09.12.2024
P3 Issued for information 12.02.2025
P4 Planning Issue 26.02.2025
P5 Entrance lobby updated 11.03.2025
P6 Material Update 29.04.2025

8. United Anodisers - Anodised 
Aluminium- Anolok 543, or similar 
approved


