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GRANITE TYPE KERB SUCH AS MARSHALLS ''CONSERVATION
KERB'' TRAFFIC ISLAND - QUADRANT KERB

(1:10)
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GRANITE TYPE KERB SUCH AS MARSHALLS
''CONSERVATION KERB''  - CONSERVATION KERB

(1:10)

145x255mm

CONCRETE ST2
BED AND HAUCH

1
1

CHANNEL LINE

DETAIL AT PEDESTRIAN CROSSING
TRANSITION AND DROPPED KERB DETAIL BN

(1:10)

145 x 145 CROSSING KERB /
CENTRE STONE KERB

ST2 CONCRETE BED AND
HAUCH

145 x 255 LEFT HAND
DROP / TRANSITION KERB

BRAKE LINE

145 x 255 RIGHT HAND
DROP / TRANSITION KERB

EXISTING FOOTWAY
FOUNDATION

NEW FULL DEPTH ROAD
CONSTRUCTION PA1

(1:10)

60mm THICK BINDER COURSE
AC20 DENSE BI/n/100/150 REC
to DFT TO S.H.W CLAUSE 910

45mm THICK HRA 35/14
DFT SURFACE COURSE
TO S.H.W CLAUSE 910

EXISTING BASE COURSE LAYER

EXISTING UNDERLYING STRATA
SUBJECT TO CBR TESTING

NATURAL STONE FLAG PAVING
PROPOSED FOOTWAY PAVING FA1

(1:10)

NATURAL STONE FLAG
PAVING 80mm*
BASE COURSE 32/40
CONCRETE 150mm

SUB-BASE TYPE 1 150mm

PROPERITARY BEDDING MORTAR WITH A BONDING
MORTAR TO TABLE 9 OF BS7533-101 THICKNESS TO BE IN
ACCORDANCE WITH MANUFACTURES REQUIREMENTS.

* PROPOSALS ARE FOR A MIXED LENGTH (600mm TO
900mm) X 600mm WIDE, NATURAL STONE PRODUCT -
THIS DESIGN IS BASED ON MIN 12.9mpa STONE
STRENGTH. PAVING TO BE 80mm THICK (STONE
STRENGTH TO BE CONFIRMED ONCE MATERIAL SOURCE
IS PROCURED)

Amendments

Title

Client

Designed By

Drawn By

Director

Date Scales @ A1

Project

Fi
le

 P
at

h 

This drawing is for engineering services only and is to be read in conjunction with all
relevant architectural, structural, Waterman Infrastructure & Environment Limited
drawings and the contract specification.

THIS IS NOT AN INSTALLATION DRAWING

All service routes and equipment locations are indicative, actual location to be determined
from site dimensions.

To whom it may concern. The requirements of the Health & Safety at Work etc. Act 1974
& subsequent amendments thereto are brought to the attention of all those who design,
install or maintain the plant and equipment shown on these drawings or who are required
to enter the areas shown on these drawings.

DO NOT SCALE FROM THIS DRAWING
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1. THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH ALL ENGINEER'S, ARCHITECT'S OR OTHER
RELEVANT DRAWINGS AND SPECIFICATIONS.

2. ALL DIMENSIONS AND LEVELS ARE TO BE CHECKED
ON SITE BY THE CONTRACTOR PRIOR TO
PREPARING ANY WORKING DRAWINGS OR
COMMENCING ON SITE.

3. ALL WORK BY THE CONTRACTOR MUST BE
CARRIED OUT IN SUCH A WAY THAT ALL
REQUIREMENTS UNDER THE HEALTH AND SAFETY
AT WORK ACT ARE SATISFIED.

4. PRIOR TO ANY EXCAVATION WORKS, THE
CONTRACTOR SHALL VERIFY, IF NECESSARY BY
GPR SURVEY AND TRAIL HOLES, THE EXACT
POSITIONS OF ALL KNOWN SERVICES ON SITE.

5. THIS DRAWING TO BE READ IN CONJUNCTION WITH
PROPOSED KERBS DRAWING WITH DRAWING
NUMBER 23C002-WSL-CS-XX-DR-C-950105.
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