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PLEASE NOTE:

Proposed design is for
External SHELL & CORE.

Internal layout subject to

tenant enhancement.

- Dimensions are all in millimeters, unless stated otherwise.
- It is the recipients responsibility to print this document to the correct scale.
- All the relevant drawings and specifications should be read in conjunction with this drawing.

Material Key

Key Value

Material

CA-01

Proposed cantilevered canopy to project 1.2m on support rods.
Frame Colour: Anthracite (RAL 7016).

EX-01

All reveals to ribbon windows, doors & roller shutter doors to be
Green Grey (RAL 150 40 10).

EX-02

Steel insulated security door & frame. Finish: Polyester powder
coated. Colour: To match adjacent cladding.

EX-03

Comar 7Pi Thermally Broken Doors. Finish: Polyester powder
coated. Glazing: Grey tinted. Frame Colour: Anthracite (RAL
7016).

EX-04

All guttering to be Anthracite (RAL 7016). All rainwater pipes to
match adjacent cladding.

LD-01

Assa Abloy OH1042P sectional doors with level access to be
electrically operated with manual override. Finish: Polyester
powder coated. Colour: Light Grey (External) RAL 9002
(Internal).

RF-01

Trapezoidal profiled roof cladding panels. Finish: Tata Colorcoat
HPS200 Ultra. Colour: Goosewing Grey (RAL 7038).

UN-01

Unit Numbering 3mm powder coated aluminium plate with
matching fixings. Colour: Albatross (RAL 240 80 05).

WA-02

Horizontally laid trapezoidal profiled cladding panel system.
Finish: Tata Colorcoat HPS200 Ultra. Colour: Albatross (RAL
240 80 05).

WA-03

Horizontally laid trapezoidal profiled cladding panel system.
Finish: Tata Colorcoat HPS200 Ultra. Colour: Green Grey (RAL
150 40 10).

WI-01

Thermally broken polyester powder coated aluminium windows.
Finish: Polyester powder coated. Glazing: Grey tinted. Frame
Colour: Anthracite (RAL 7016).

WI-02

Spandrel Panel as per specification.
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