
PLANT EQUIPMENT

PLANT EQUIPMENT

EXISTING PERIMETER GUTTER

 22
00

SCALE3 ROOF TERRACE PLANT SCREEN PLAN
1:25@A1; 1:50@A3

SCALE1 ROOF TERRACE PLANT SCREEN SECTION
1:25@A1; 1:50@A3

SCALE4 ROOF TERRACE PLANT SCREEN EXTERNAL SIDE ELEVATION
1:25@A1; 1:50@A3

SCALE2 ROOF TERRACE PLANT SCREEN INTERNAL SIDE ELEVATION
1:25@A1; 1:50@A3
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METAL BASE PLATE WELDED TO SQUARE HOLLOW
SECTION POSTS WITH 4NO BOLTS FIXING BASE
PLATE TO EXISTING MODERN CONCRETE SLAB.

100X100MM METAL SQUARE HOLLOW SECTION POST.

STRUCTURAL POSTS TO BE FIXED ONLY TO MODERN
CONCRETE SLAB AT THE BASE OF THE POST, WITH NO
HORIZONTAL FIXINGS REQUIRED TO THE MASONRY WALL.

PERFORATED METAL SHEET FIXED TO METAL POSTS TO FORM EXTERNAL
FACING COSMETIC SCREEN. SQUARE PERFORATION PATTERN TO
FOLLOW REAR FACADE PATTERN DETAIL. PERFORATED SCREEN TO BE
POWDER COATED TO RAL 7016 COLOUR TO MATCH REAR FACADE METAL
FRAMES, AS PER MANCHESTER CITY COUNCIL REQUEST.

6MM SOLID METAL SHEET FIXED TO METAL POSTS TO FORM
INTERAL FACING ACOUSTIC SCREEN. THICKNESS AND HEIGHT
FOLLOW REQUIREMENTS OUTLINED IN THE ACOUSTIC REPORT.

ROOF PLANT EQUIPMENT AREA.

ACCESS TO KING STREET
SIDE OF ROOF AREA FOR
OTHER TENANT'S PLANT.

ACCESS DOOR FROM
DECKED ROOF TERRACE
TO PLANT AREA.
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STEP UP TO DOOR THRESHOLD
ALIGNED WITH DECKING LEVEL.

PROPOSED DECKING
FINISH FLOOR LEVEL

VERTICAL STRUCTURAL POSTS AS STRUCTURAL
FIXINGS FOR METAL SHEET TO BE FIXED ONLY TO
MODERN CONCRETE SLAB AT THE BASE OF THE
POST, WITH NO HORIZONTAL FIXINGS REQUIRED TO
THE MASONRY WALL.

PERFORATED METAL SHEET FIXED TO METAL
POSTS TO FORM EXTERNAL FACING COSMETIC
SCREEN. SQUARE PERFORATION PATTERN TO
FOLLOW REAR FACADE PATTERN DETAIL.
PERFORATED SCREEN TO BE POWDER COATED
TO RAL 7016 COLOUR TO MATCH REAR FACADE
METAL FRAMES, AS PER MANCHESTER CITY
COUNCIL REQUEST.

ACCESS DOOR FROM DECKED
ROOF TERRACE TO PLANT AREA.
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PROPOSED DECKING
FINISH FLOOR LEVEL

EXISTING PLANT AREA
FINISH FLOOR LEVEL

EXISTING PLANT AREA
FINISH FLOOR LEVEL

EXISTING PERIMETER GUTTER

6MM SOLID METAL SHEET FIXED TO METAL POSTS
TO FORM INTERAL FACING ACOUSTIC SCREEN.
THICKNESS AND HEIGHT FOLLOW REQUIREMENTS
OUTLINED IN THE ACOUSTIC REPORT.

ACCESS DOOR FROM DECKED
ROOF TERRACE TO PLANT AREA.

STEP UP TO DOOR THRESHOLD ALIGNED WITH
DECKING LEVEL IN APPROVED DECKING FLOOR FINISH.

INDICATIVE LOCATION OF PERIMETER
PLANTERS IN FRONT OF SCREEN.

INDICATIVE LOCATION OF
PERIMETER PLANTERS IN
FRONT OF SCREEN.

METAL BASE PLATE WELDED TO SQUARE HOLLOW SECTION POSTS WITH
4NO BOLTS FIXING BASE PLATE TO EXISTING MODERN CONCRETE SLAB.

100X100MM METAL SQUARE HOLLOW SECTION POST.

STRUCTURAL POSTS TO BE FIXED ONLY TO MODERN
CONCRETE SLAB AT THE BASE OF THE POST, WITH NO
HORIZONTAL FIXINGS REQUIRED TO THE MASONRY WALL.

PERFORATED METAL SHEET FIXED TO METAL POSTS TO FORM EXTERNAL
FACING COSMETIC SCREEN. SQUARE PERFORATION PATTERN TO
FOLLOW REAR FACADE PATTERN DETAIL. PERFORATED SCREEN TO BE
POWDER COATED TO RAL 7016 COLOUR TO MATCH REAR FACADE METAL
FRAMES, AS PER MANCHESTER CITY COUNCIL REQUEST.

6MM SOLID METAL SHEET FIXED TO METAL POSTS TO FORM
INTERAL FACING ACOUSTIC SCREEN. THICKNESS AND HEIGHT
FOLLOW REQUIREMENTS OUTLINED IN THE ACOUSTIC REPORT.
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6MM SOLID METAL SHEET FIXED TO METAL POSTS
TO FORM INTERAL FACING ACOUSTIC SCREEN.
THICKNESS AND HEIGHT FOLLOW REQUIREMENTS
OUTLINED IN THE ACOUSTIC REPORT.

NOTES:

THE CONTRACTOR IS RESPONSIBLE FOR CHECKING DIMENSIONS,
TOLERANCES AND REFERENCES. ANY DISCREPANCIES ARE TO BE
VERIFIED WITH THE ARCHITECT BEFORE PROCEEDING WITH THE
WORKS ON SITE OR OFF SITE FABRICATION

WHERE AN ITEM OR DETAIL IS COVERED OR DESCRIBED ON DRAWINGS
OF DIFFERENT SCALES THE LARGER SCALE DRAWING IS TO BE
WORKED TO.

DO NOT SCALE FROM THIS DRAWING. FIGURED DIMENSIONS TO BE
WORKED TO IN ALL CASES.

THIS IS A COPYRIGHT (C) DRAWING AND IS NOT TO BE REPRODUCED
WITHOUT THE WRITTEN PERMISSION OF THE ARCHITECT
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markpinneyassociates.com
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PLANNING - CONDITION 9 PLANT
SCREEN GENERAL ARRANGEMENT
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NOTES

PLANNING PERMISSION CONDITION 9: DETAILS OF THE
ROOFTOP PLANT SCREENS.

A 17.02.25 ELDISCHARGE OF PLANNING CONDITIONS
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