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Manchester – Trafford Centre 
Technical Submittal Form 

AP House
Manchester  

Technical Submittal Form 



 

Designated Consultant for co-
ordination of response.
To: Ben Lawler (EMT)

TC Submittal no :  M001 

Project Name: Apple, Battersea Power Station Date: Thursday, 20th October 2022 

Job No: J756  Revision: A 

 

Location installed: Plant Room 
Specified item or 
alternative: 

  Hushon AHU

Colour / Finish:  Quantity: 1

Product description and manufacture: Air handling unit

Accessory kit required:

 

Date Approval is Required: 28/10/2022 Date Approval was Received: 

 
 Description of Technical Submittal:   

 
Data sheets for specified AHU from Hushon: 

• “Apple Battersea Power Station BHW 720 Data sheet.pdf” 

• “apple battersea rev 28-09-22.pdf” 

 

 
 CONSULTANTS COMMENTS: 

Designated Consultant to coordinate response from all parties 

 
 
 
 

 

Consultant Submittal Approval Status Signed Date 

  

A B C 
  

 
 
 
 

 
 
 



SPLIT & SKY AIR

19

Indoor Units FTXM35R FTXM50R FTXM60R

Capacity UK Total Cooling kW 3.42 4.89 5.86

UK Sensible Cooling kW 2.52 3.36 3.98

Nominal Cooling kW 3.5 5.0 6.0

Nominal Heating kW 4.0 6.0 7.0

Seasonal Efficiency 

(EN14825) 

COOLING

Energy Label A++ A++ A++

Pdesign kW 3.5 5.0 6.0

SEER 7.70 7.41 6.90

Seasonal Efficiency 

(EN14825) 

HEATING

Energy Label A++ A++ A+

Pdesign kW 2.6 4.5 4.6

SCOP 4.60 4.60 4.35

Air Flow Rate (Cooling) High / Med / Low / Silent m3/sec 0.188 / 0.130 / 0.100 / 0.070 0.263 / 0.233 / 0.190 / 0.138 0.278 / 0.233 / 0.197 / 0.152

Dimensions Height mm 295 299 299

Width mm 778 998 998

Depth mm 272 292 292

Weight kg 10 14.5 14.5

Sound Pressure (Cooling) High / Med / Low / Silent dBA 45 / 33 / 29 / 19 44 / 40 / 36 / 27 46 / 42 / 37 / 30

Sound Pressure (Heating) High / Med / Low / Silent dBA 39 / 35 / 28 / 20 43 / 39 / 34 / 31 45 / 41 / 36 / 33

Sound Power (Cooling) dBA 58 58 60

Outdoor Units RZAG35A RZAG50A RZAG60A

Dimensions Height x Width x Depth mm 734 x 870 x 373 734 x 870 x 373 734 x 870 x 373

Weight kg 52 52 52

Electrical Details Power Supply 1ph 1ph 1ph

Maximum Input Current (MCA) A 14.53 14.83 16.70

Max Fuse Size A 16 16 20

Interconnection Wiring Core / Cable Size 3+E / 1.5 3+E / 1.5 3+E / 1.5

Piping Connections Liquid / Gas inches (mm) 1/4 (6.4) / 3/8 (9.5) 1/4 (6.4) / 1/2 (12.7) 1/4 (6.4) / 1/2 (12.7)

Pipework Maximum Length m 50 50 50

Maximum Vertical Rise m 30 30 30

Precharged to m 30 30 30

Additional charge g/m 20 20 20

Holding charge kg 1.55 1.55 1.55

Sound Pressure (Cooling) Nominal dBA 48 49 50

Sound Pressure (Heating) Nominal dBA 48 49 50

Sound Power (Cooling) dBA 62 63 64

Operating Range (Cooling) Min / Max °CDB -20 / 52 -20 / 52 -20 / 52

Operating Range (Heating) Min / Max °CWB -21 / 18 -20 / 24 -20 / 24

Air Flow Rate (Cooling) High m3/sec 0.918 0.918 0.918

Meets ETL criteria l l l

Indoor Unit Trade Price £249.00 £387.00 £393.00 

Condensing Unit Trade Price £1,072.00 £1,308.00 £1,433.00 

Total System Price £1,321.00 £1,695.00 £1,826.00 

Accessory Ref Description Trade Price

EKRS21 Wire harness for S21 port for all marked (*) options £9.00 

BRC073* Wired remote control - connection cable required £112.00 

BRCW901A03 3m extension cord required for wired remote 

controller BRC073

£17.00 

BRCW901A08 8m extension cord required for wired remote 

controller BRC073

£28.00 

K.CGM Condensing unit guard (1150 x 1150 x 650) £423.00 

K.CWB90-2 Wall bracket (90kg, 500mm support arm) £48.00 

K.DT1 Condensate drip tray for use with K.CWB90-2 £74.00 

KLIC-DDV3* KNX interface for Split type systems £234.00 

KRP413A1S* Adaptor PCB for remote on/off control - constant/

pulse contact

£105.00 

KRP928A2S* Adaptor PCB for interface to Daikin centralised 

control systems

£188.00 

RTD-RA* Adaptor PCB for Modbus connection and/or 

extended system functions

£216.00 

Accessories:

Notes & Features:

›    All fan coils are supplied with infrared remote controller ARC466A67 (7-day schedule timer)

›    All fan coils have auto restart after power failure

›    Wired controller, KLIC-DDV3 and RTD-RA options cannot be combined 

›    Night set mode

›    Air purification using Flash Streamer technology

›    Presence sensor and  two-area intelligent eye

›  Five fan speeds can be selected; from high to super low

›    Heat boost function to reach set point quicker during start-up
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	project-name: AP Townhouse, Manchester
	TC-submittal-no: M003
	date: 12/9/24
	job-no: S1786
	rev: A
	location: IT Room
	item: Specified
	quantity: 1
	finish: N/A
	prod-descr: Daikin split AC system
	accessory: 
	technical submittal: Attached datasheets of proposed Daikin split system for IT Room
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