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EXISTING AVRO WALL

LEAD VERTICAL FLASHING INTO
RECEIVER AT WALL INTERFACE AND
HOOKED OVER ALUMINIUM SUPPORT

LEAD SHEET UPSTAND TO LOCK INTO VERTICAL
FLASHING TO CONCRETE

2mm THK ADJUSTABLE ALUMINIUM CHANNELS
FIXED BACK TO CONCRETE WALL

SECTION A-A - PLAN VIEW ON CHANGE IN LEVEL

STANDING SEAM TO LEAD
SHEET BELOW

SADLE DETAIL AS PER
CROSS SECTION DETAIL

LEAD RECEIVER FLASHING FIXED TO ALUMMINIUM
SUPPORT FLASHING

LEAD MASTIC SEALED TO FACE OF EXISTING WALL
FOR WEATHER TIGHTNESS COLOUR AND

SPECIFICATION TO BE CONFIRMED BY CLIENT

EXISTING AVRO WALLLEADE VERGE FLASHING RECEIVER, VERTICAL
FLASHING TO LOCK INTO RECEIVER ANGLE
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TRADITIONAL LEAD STANDING SEAM

LEAD COUNTER FLASHING CHASED INTO EXISTING
WALL MORTAR JOINT - MORTAR TO BE REPLACED
WITH LIKE FOR LIKE IN EXISTING ARVO WALL
CLIENT / ARCHITECT TO CONFIRM

CLIPS TO LEAD FIXED DIRECTLY TO PLYWOOD
2mm THK ALUMINIUM SUPPORT FLASHING FIXED
TO CHANNEL TO SUPPORT LEAD FLASHING

LEAD FLASHING TAKEN DOWN AND OVER
ALUMINIUM SUPPORT

ADJUSTABLE ALUMINIUM CHANNELS FIXED BACK
TO CONCRETE WALL
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MARINE GRADE PLYWOOD

SADDLE CAP TO SEAM WHERE IT INTERFACES
WITH RIDGE TO PROVIDE WEATHER SEAL
(SEE EXAMPLE PHOTO BELOW)

RIDGE FLASHING CHASED INTO EXISTING
MORTAR AS PER DETAIL BELOW

SECTION B-B - RIDGE DETAIL TO EXISTING WALL

ELEVATION ON CHANGE IN LEVEL
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