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PROPOSED SECOND FLOOR SUITE 1 DDA ELEVATION
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sl

NEW PLASTERBOARD CEILING TO BE PAINTED IN
SPEC: CROWN TRADE CLEAN EXTREME - COLOUR TO
MATCH: FARROW AND BALL - SCHOOL HOUSE WHITE
ALL SERVICES TO RUN THROUGH BULKHEAD. ON SITE
CONFIRMATION REQUIRED ON THE LOCATION AND
HEIGHTS OF EXISTING GLAZING TO WHETHER A
STEPPED BULKHEAD IS REQUIRED.

%

ALL ELEVATIONAL WALL AND RETURN TO RECEIVE TILE
FINISH (UP TO 1200mm) AND TO BE PAINTED ABOVE
SPEC: STICK TILE - CASA CARAMICA - CANNA - GLOSS -
GREEN INTENSE - CC/PG00329 - 20x20cm (PRE SCORED
TILE) PAINT SPEC: CROWN TRADE - CLEAN EXTREME -
COLOUR TO MATCH: FARROW AND BALL - STUDIO
GREEN

GROUT SPEC: MAPEI - KERAPOXY EASY DESIGN - LINEN

187

SWIVEL MIRROR

4

S
:
.

OVERFLOW (OR SIMILAR)

TRAP SPEC: BATHROOM BRANDS - MILLENNIUM TALL BOTTLE

TRAP - MATT BLACK OR SIMILAR

TOILET ROLL HOLDER SPEC: BATHROOM BRANDS - MPRO

TOILET ROLL HOLDER - MATT BLACK (OR SIMILAR)

GRAB RAILS TO BE IN MATT BLACK CONTRACTOR TO CONFIRM

SPECIFICATION WITH AXI

46 WHITE OR SIMILAR
CONTRACTOR TO BE BUILD ACCORDINGLY TO

HAND WC DIMENSIONS ALIGNING WITH BUILDING REGS

PART M

BLACK PRODUCTS

HOOK - MATT BLACK (OR SIMILAR)
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FLOORING TILE SPEC: CASA CERAMIVA - COMBARLA -
MATT - IVORY - CC/PG00332 - 60x60cm

GROUT SPEC: MAPEI - KERAPOXY EASY DESIGN - LINEN
187
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MIRROR SPEC: LA REDOUTE - CASSANDRE RECTANGULAR

SINK TAP SPEC: MATT BLACK - BATHROOM BRANDS - MPRO
SENSOR BASIN - MONOBLOCC MATT BLACK (OR SIMILAR)
SINK SPEC: BATHROOM BRANDS- AIR MOUNT BASIN 600 WITH

WC SPEC: BATHROOM BRANDS - GLIDE Il SOFT CLOSE SEAT

DOC M WC FITTINGS SPEC WATERBURY PROTEUS MATT

COAT HOOK SPEC: BATHROOM BRANDS - MPRO SINGLE ROBE
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NEW EXPOSED SERVICE FINISH TO BE PAINT
SPRAYED IN SPEC: CROWN TRADE CLEAN
EXTREME - COLOUR TO MATCH: FARROW AND
BALL - SCHOOL HOUSE WHITE
ALL WALLS ABOVE SERVICE DATUM TO BE
PAINTED CROWN TRADE CLEAN EXTREME -
i COLOUR TO MATCH: FARROW AND BALL -
SCHOOL HOUSE WHITE
o o NEW PLASTERBOARD CEILING TO BE PAINTED IN
u SPEC: CROWN TRADE CLEAN EXTREME - R EXISTING WALL TO BE PAINTED IN SPEC:
COLOUR TO MATCH: FARROW AND BALL - N CROWN TRADE CLEAN EXTREME - COLOUR TO
SCHOOL HOUSE WHITE MATCH - FARROW AND BALL - SHADOW WHITE
\ ALL SERVICES TO RUN THROUGH BULKHEAD.
: ON SITE CONFIRMATION REQUIRED ON THE
LOCATION AND HEIGHTS OF EXISTING GLAZING - NEW SOLID TIMBER FIRE RATED DOOR TO BE
\ TO WHETHER A STEPPED BULKHEAD IS FINISHED IN A PAINT SPEC: CROWN TRADE
REQUIRED. CLEAN EXTREME - COLOUR TO MATCH -
FARROW AND BALL - DROP CLOTH
ﬁ ﬁ ﬁ - ) ORIGINAL GLAZING TO BE REPAIRED & DOORS TO INCORPORATE MATT BLACK LEVER
SECONDARY GLAZING TO BE INSTALLED AS TURN HANDLES AND MATCHING SUITE OF
| PER SERIES 500 SERIES DRAWINGS THUMBTURN INDICATOR LOCKS.
SUBJECT TO LISTED BUILDING CONSENT DOORTO ALIGN WITH FIRE
COMPARTMENTATION MINIMUM FD30S TO BE
INSPECTED BY BUILDING CONTROL
- 3 WALL TO BE PAINTED IN SPEC: CROWN .
S TRADE - CLEAN EXTREME - COLOUR TO 8
MATCH: FARROW AND BALL - STUDIO IN L —5
GREEN
C ) C )
NEW SKIRTING SECURED ONTO NEW STUD
WALLS
TO BE PAINTED IN SPEC: CROWN TRADE - 9
CLEAN EXTREME - COLOUR TO MATCH: S
FARROW AND BALL - STUDIO GREEN
FLOORING TILE SPEC: CASA CERAMIVA -
COMBARLA - MATT - IVORY - CC/PG00332 -
o 60X60CM
S GROUT SPEC: MAPEI - KERAPOXY EASY {
DESIGN - LINEN 187 k—
810
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CEILING TO RECEIVE PAINT FINISH.
SPEC: CROWN TRADE CLEAN EXTREME,
COLOUR TO MATCH 'FARROW AND BALL
SCHOOL HOUSE WHITE'.

NEW SOLID CORE PAINTED DOOR - SPEC: CROWN
TRADE CLEAN EXTREME, COLOUR TO MATCH
FARROW AND BALL - STUDIO GREEN.

DOORS TO INCORPORATE BRUSHED BRASS LEVER
TURN HANDLES AND MATCHING SUITE OF
THUMBTURN INDICATOR LOCKS. SOLID

DOORS TO INCORPORATE TIMBER "WINDOW'
FRAMING AS SHOWN WITH BRUSHED BRASS WC
SIGNAGE

NEW WALL TO BE PAINTED IN SPEC:
CROWN TRADE - CLEAN EXTREME -
COLOUR TO MATCH FARROW AND BALL -
SHADOW WHITE

NEW SKIRTING SECURED ONTO NEW STUD
WALLS

TO BE PAINTED IN SPEC: CROWN TRADE
CLEAN EXTREME - COLOUR TO MATCH
FARROW AND BALL- DROP CLOTH
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NOTES ORIGINAL A1

DO NOT SCALE FROM THIS DRAWING.

ALL DIMENSIONS TO BE CHECKED ON SITE.

(DRAWINGS MAYBE SCALED FOR LOCAL AUTHORITY & PLANNING PURPOSE ONLY)
COPYRIGHT PROTECTED.

FORTENDER

DO NOT USE FOR CONSTRUCTION

CONSULTANT REFERENCES IN DRAWING:

STRUCTURAL - REF/REVISION

GENERAL NOTES:

THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE WRITTEN
FINISHED DIMENSIONS. ANY DISCREPANCIES BETWEEN THE DRAWING AND THE
OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A DRAWING OR
BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE ARCHITECT.

THE CONTRACTOR IS TO INSPECT THE SITE PRIOR TO TENDER AND IS RESPONSIBLE FOR
STRIPPING OUT IN ACCORDANCE WITH THE DRAWINGS ENSURING THAT THE WORK IS
UNDERTAKEN SAFELY.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE SETTING OUT OF THE WORKS.

CONTRACTOR IS TO ALLOW FOR ALL FIRE STOPPING THROUGH WALLS, CEILINGS AND
FLOORS.

THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH THE CURRENT EDITION
OF THE IEE REGULATIONS AND ALL CABLING TO BE LSF.

THE CONTRACTOR IS RESPONSIBLE FOR THE DETAILED SERVICES DESIGN INCLUDING
LOADINGS, CABLE AND PIPEWORK ROUTES AND PIPEWORK / CABLE SIZING AND
SPECIFICATION. ALL CABLE TRAY, MS CONDUIT AND OTHER SERVICES ARE TO BE
EXPOSED BELOW SLAB/ CEILINGS.

ANY H&V PROPOSAL IS INDICATIVE ONLY AND THE SPECIALIST CONTRACTOR IS TO BE
RESPONSIBLE FOR THE DETAIL DESIGN & ALL SWITCH/ SOCKET OUTLETS TO COMPLY
WITH CLIENT'S STANDARD SPECIFICATION. ANY SOCKETS IN RETAIL AREA TO BE
FINISHED BRUSHED STAINLESS STEEL.

NOTE - ALL EXISTING FIRE RESISTING ENCLOSURES TO SERVICE RISERS TO BE
MAINTAINED OR MADE GOOD WHERE DISTURBED. NEW AND EXISTING CABLES,
PIPES,AND DUCTS PASSING THROUGH FIRE RESISTING CONSTRUCTION TO BE
ADEQUATELY FIRE STOPPED. NEW AND EXISTING DUCTWORK PASSING THROUGH
FIRE RESISTING CONSTRUCTION TO HAVE FIRE DAMPERS.

ANY WALL, CEILING LININGS TO BE TO EUROCLASS A (CLASS O EQUIVALENT).

CONTRACTOR AND SUPPLIERS OF SPECIALIST JOINERY/ EQUIPMENT TO ENSURE ALL
TIMBER MATERIALS ARE TREATED WITH FIRE RETARDANT FINISH TO ACHIEVE CLASS 0
RATING. MDF TO BE ACHIEVE CLASS 0 RATED.

CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE RATING
CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED FOR NWR
APPROVAL.

ALL PAINTS TO BE WATER BASED

ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.

ALL DRAWINGS ARE SUBJECT TO LISTED BUILDING CONSENT. AXI TO BE NOTIFIED ON
DESIGN CHANGES & AMENDMENTS TO ALLOW FOR DESIGN ALTERATIONS.
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ADDRESS : 4th FLOOR CALICO 53-55 MOSLEY STREET,
MANCHESTER ,M2 3HQ

TELEPHONE +44 (0)161 879 7357

EMAIL : www.axi.studio

COMPANY No : 11847325

CLIENT

PROJECT

TOOTAL BUILDINGS
BROADHURST HOUSE,
56 OXFORD ST MANCHESTER
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