
EXISTING CUBICAL DOORS ARE TO
BE REPLACED WITH NEW FULL
HEIGHT TIMBER DOORS TO
RECEIVE PAINTED FINISH TO
MATCH FARROW AND BALL -
TRERON

EXISTING VANITY UNITS TO BE
RETAINED BUT RECEIVE NEW
SOLID SURFACE COUNTER TOP.
FINISH SPEC: VERSITAL - MOSSY
GLEN ECO

EXISTING UNDERMOUNT SINK
BASINS ARE TO BE REPLACED
WITH COUNTER TOP BASINS AND
EXTENDED TAPS TO MATCH.
SINK SPEC: AREZZO FLUTED MATT
WHITE ROUND COUNTERTOP
BASIN - 360mm
TAP SPEC: NUIE BINSEY HIGH RISE
MONO BASIN MIXER

VANITY FRONT FACE TO BE
OVERCLAD WITH TILES.
TILE SPEC: CASA CERAMICA - 37
CC/DC00/97 TRE RESIN LIX SABBIA
BRICK
GROUT SPEC: MAPEI - KERAPOXY
EASY DESIGN - 119 LONDON GREY
(STACKED VERTICALLY)

ALL EXISTING SANITARY WARE
THROUGHOUT WC'S ARE TO BE
REPLACED WITH NEW FITTINGS, WITH
DDA FITTINGS WHERE APPLICABLE.
SPEC: AREZZO BACK TO WALL TOILET
+ SOFT CLOSE SEAT
FLUSH PLATE: GEBERIT SIGMA30
DUAL FLUSH PLATE - CHROME -
115.883.KH.1
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URINALS TO BE REPLACED
WITH NEW FITTINGS.
SPEC: AREZZO MODERN
URINAL
NEW LAMINATE PANEL
TO URINAL WALL AS PER
DASHED LINE.
FINISH SPEC: POLYRAY
B116 FA BEIGE NATURE

EXISTING DDA WC TO RECEIVE
FULL NEW FITTINGS.
TOILET SPEC: DISABLED TOILETS
UK - DESIGNER CLOSE COUPLED
DOC M DISABLED TOILET PACK

NEW WALL MIRROR ABOVE SINK.
SPEC: MONTANA - MONTANA
MINI MSQ MIRROR 35x35cm -
ANTHRACITE

DASHED LINE DENOTED EXTENT
OF FULL HEIGHT WALL TILING.
TILE SPEC: CASA CERAMICA - 37
CC/DC00/97 TRE RESIN LIX
SABBIA BRICK
GROUT SPEC: MAPEI - KERAPOXY
EASY DESIGN - 119 LONDON GREY
(STACKED VERTICALLY)

EXISTING TILED WALL AND FULL
HEIGHT MIRROR TO BE REMOVED.
WALL TO RECEIVE PAINTED FINISH
WITH NEW FULL BODY MIRROR.
FINISH SPEC: CROWN TRADE CLEAN
EXTREME SCRUBBABLE MATT -
COLOUR TO MATCH FARROW AND
BALL - FRENCH GREY

MIRROR SPEC: CASA DI LEI-SLEEK
CURVE WALL - H1600 x W560 mm

CEILING THROUGHOUT WCs IS TO
REMAIN AS EXISTING BUT RECEIVE
NEW PAINTED FINISH.
FINISH SPEC: CROWN TRADE CLEAN
EXTREME SCRUBBABLE MATT -
COLOUR TO MATCH FARROW AND
BALL - SKIMMING STONE
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DO NOT USE FOR CONSTRUCTION

THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE WRITTEN
FINISHED DIMENSIONS.  ANY DISCREPANCIES BETWEEN THE DRAWING AND THE
OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A DRAWING OR
BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE ARCHITECT.

THE CONTRACTOR IS TO INSPECT THE SITE PRIOR TO TENDER AND IS RESPONSIBLE FOR
STRIPPING OUT IN ACCORDANCE WITH THE DRAWINGS ENSURING THAT THE WORK IS
UNDERTAKEN SAFELY.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE SETTING OUT OF THE WORKS.

CONTRACTOR IS TO ALLOW FOR ALL FIRE STOPPING THROUGH WALLS, CEILINGS AND
FLOORS.

THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH THE CURRENT EDITION
OF THE IEE REGULATIONS AND ALL CABLING TO BE LSF.

THE CONTRACTOR IS RESPONSIBLE FOR THE DETAILED SERVICES DESIGN INCLUDING
LOADINGS, CABLE AND PIPEWORK ROUTES AND PIPEWORK / CABLE SIZING AND
SPECIFICATION. ALL CABLE TRAY, MS CONDUIT AND OTHER SERVICES ARE TO BE
EXPOSED BELOW SLAB/ CEILINGS.

ANY H&V PROPOSAL IS INDICATIVE ONLY AND THE SPECIALIST CONTRACTOR IS TO BE
RESPONSIBLE FOR THE DETAIL DESIGN & ALL SWITCH/ SOCKET OUTLETS TO COMPLY
WITH CLIENT'S STANDARD SPECIFICATION. ANY SOCKETS IN RETAIL AREA TO BE
FINISHED BRUSHED STAINLESS STEEL.

NOTE - ALL EXISTING FIRE RESISTING ENCLOSURES TO SERVICE RISERS TO BE
MAINTAINED OR MADE GOOD WHERE DISTURBED. NEW AND EXISTING CABLES,
PIPES,AND DUCTS PASSING THROUGH FIRE RESISTING CONSTRUCTION TO BE
ADEQUATELY FIRE STOPPED. NEW AND EXISTING DUCTWORK PASSING THROUGH
FIRE RESISTING CONSTRUCTION TO HAVE FIRE DAMPERS.

ANY WALL, CEILING LININGS TO BE TO EUROCLASS A (CLASS O EQUIVALENT).

CONTRACTOR AND SUPPLIERS OF SPECIALIST JOINERY/  EQUIPMENT TO ENSURE ALL
TIMBER MATERIALS ARE TREATED WITH FIRE RETARDANT FINISH TO ACHIEVE CLASS 0
RATING. MDF TO BE ACHIEVE CLASS 0 RATED.

CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE RATING
CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED FOR NWR
APPROVAL.

ALL PAINTS TO BE WATER BASED

ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.
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