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TYPICAL ALTHON HEADWALL DETAIL

SIDE SLOPE BETWEEN
MAX 1:3 AND 1:4 GRADIENT

SHALLOW GRADIENT
FOOTPATHS TO ACT AS

PROPOSED HEADWALL MAINTENANCE ACCESS

THIS IS AN INDICATIVE DETAIL. ALTHON HEADWALL TO BE
INSTALLED TO MANUFACTURERS SPECIFICATION ONLY.

SCALE 1:10

TUMBLING BAY JUNCTION

(ACTUAL DETAILS WILL BE DEPENDENT

ON THE TYPE OF PIPE USED)

INSIDE FACE OF MANHOLE /\\///\
R/

IN-SITU CONCRETE TO BE GEN3
(DESIGNED TO BRE SPECIAL DIGEST 1
CONCRETE IN AGGRESSIVE GROUND)

STRAIGHT OUTLET PIPE FOR 150 mm
AND 225 mm DIAMETER ONLY. FOR

LARGER DIAMETERS, BENDS ARE TO BE

BUILT THROUGH THE MANHOLE WALL

TUMBLING BAY TO BE A 45° OR AR
55° OBLIQUE JUNCTION (ACTUAL /\%,
DETAILS WILL BE DEPENDENT ON ,/

THE TYPE OF PIPE USED)

100mm 40N DRY MIX CONCRETE

FOR DEPTH, REFER TO DRAWING
WET POND DETAIL UMRF-KRD-XX-XX-DR-C-00501 & 00502
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1.

NOTES

TO BE READ IN CONJUNCTION WITH ALL
RELEVANT KENNEDY REDFORD DRAWINGS AND
SPECIFICATION.

TO BE READ IN CONJUNCTION WITH EXTERNAL
ARCHITECTURAL, MEP, AND LANDSCAPE DESIGN
DRAWINGS.

ALL DIMENSIONS ARE IN mm UNLESS STATED
OTHERWISE.

THIS DRAWING SHOULD BE READ IN
CONJUNCTION WITH DRAWINGS
UMRF-KRD-XX-XX-DR-C-00501 & 00502 REV PO08.

ANY DISCREPANCIES IN THE DESIGN
INFORMATION OR CONDITIONS FOUND ON SITE
SHOULD BE RAISED TO THE ENGINEER
IMMEDIATELY.

PRIVATE DRAINS TO BE CONSTRUCTED IN
ACCORDANCE WITH BUILDING REGULATIONS.

NO CONNECTION TO BE MADE TO THE PUBLIC
SEWER UNTIL APPROVAL HAS BEEN RECEIVED
FROM THE RELEVANT AUTHORITY

FOR LOCATIONS OF POROUS PAVING REFER TO
KENNEDY REDFORD EXTERNAL WORKS
LAYOUT.SECTOR GUIDANCE. REFER TO
SEWERAGE SECTOR GUIDANCE APPENDIX C, FOR
INFORMATION.
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PLAN SECTION A-A

FOUNDATION. SOFT SPOTS AT FORMATION

LEVEL TO BE REMOVED AND REPLACED
WITH COMPACTED TYPE 1 MATERIAL.

INVERT OF RODDING EYE TO BE
NOT GREATER THAN 1.5 m ABOVE
TOP OF BENCHING (UNLESS
SPECIFIC MAN-ACCESS
~=——REQUIREMENTS ARE PROVIDED)

| ——BENCHING

TO CHANNEL
—»
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T 1. CONCRETEBASE

TYPICAL
HYDRO-BRAKE DETAIL

SCALE 1:25

o

225 TO 300 THICK UNCOURSED
RANDOM RUBBLE PITCHING ON 100
THICK GRADE FND2 CONCRETE AND
POINTED IN CLASS M1 MORTAR.
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IN-SITU CONCRETE TO BE GEN3

(DESIGNED TO BRE SPECIAL DIGEST 1
CONCRETE IN AGGRESSIVE GROUND)

45° SHORT BEND 210 mm MINIMUM

RADIUS

STRAIGHT OUTLET PIPE FOR 150 mm
AND 225 mm DIAMETERS ONLY. FOR
LARGER DIAMETERS, BENDS ARE TO BE
BUILT THROUGH THE MANHOLE WALL

External Ramped Backdrop
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NOT TO SCALE, DIMENSIONS IN MILLIMETERS

NOT GREATER THAN 1.5 m
ABOVE TOP OF BENCHING
(UNLESS SPECIFIC MAN-ACCESS
REQUIREMENTS ARE PROVIDED)

‘V INVERT OF RODDING EYE TO BE

TYPICAL VERTICAL AND RAMPED BACKDROP DETAIL

TYPE OF BACKDROP TO BE USED TO BE AGREED WITH UNDERTAKER.
NOTE: STEEPER GRADIENTS ARE PREFERRED TO THE USE OF BACKDROPS.

NOT TO SCALE

NOTES

1.  MAXIMUM DIAMETER 225mm.

2. FND2 TO BE USED FOR SOIL CONDITIONS SULPHATE
CLASS 1 ONLY. DESIGNATED MIX REFERENCES FND3,
FND4A & FND4B TO BE USED IN SOIL CONDITIONS WITH

—PERMEABLE SUB BASE IN
ACCORDANCE WITH
EXTERNAL WORKS DETAILS
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FOOTPATH/LANDSCAPING AS REQUIRED.
FLUSH OR RAISED KERB TO SUIT
EXTERNAL WORKS DESIGN.
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