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01 PLASTERBOARD PARTITION JUNCTION WITH RAISED ACCESS FLOOR

1:2

02 NON-FIRE RATED GLAZED PARTITION JUNCTION WITH RAISED ACCESS FLOOR
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03 PLASTERBOARD PARTITION JUNCTION WITH HARD FLOOR FINISH
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04 GLAZED PARTITION JUNCTION WITH HARD FLOOR FINISH
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RAF-111
RAISED ACCESS FLOOR

FLOOR FINISH ZONE ABOVE RAF TO
BE AGREED WITH CLIENT

NON-FIRE RATED GLAZED PARTITION
AS PART OF CAT-B SPACES
(IWS-525 / IWS-535)

INS-901
ACOUSTIC BARRIER AS PER
ACOUSTIC CONSULTANT'S
COMMENTS

RAF-111
RAISED ACCESS FLOOR

FLOOR FINISH ZONE ABOVE RAF TO
BE AGREED WITH CLIENT

SCREEDSCREED

NEW INDEPENDENT WALL SYSTEM
(IWS-221 / IWS-223 / IWS-225 / IWS-227)

NEW INDEPENDENT WALL SYSTEM
(IWS-221 / IWS-223 / IWS-225 / IWS-227)

IWS-515
NEW GLAZED PARTITION
SYSTEM

SCREED SCREED

- Nominated contractor to check all heights, dimensions and setting
out of partitions on site.

- Refer to finishes schedule for further information.
- Retain all existing historical details, cornice and coffers. Repair,

make good and prepare for paint finish.
- Setting out principles for all floors to be the same.
- Any new tenancy splitting partition to be IWS-227.
- DRAWING CONTAINS COLOUR
- Refer to drawing 34701, 34702 and 34703 for more detail and

information.
- Refer to Fire Engineer's information for all fire rating requirements.
- Refer to Acoustic Consultant's information for all acoustic

requirements.
- Partitions to be constructed in line with planning and heritage

applications.
- All partitions to be built in accordance with manufacturer's details

and specification.
- Requirement for head deflection details to be confirmed by the

contractor and supplier.

IWS-240

IWS-223

IWS-221

IWS-525

IWS-250

Plasterboard Partitions Glazed Partitions

IWS-225

IWS-555

IWS-515

IWS-535

IWS-545

IWS-221
High level
IWS-221
Low level

ALT-865
IN CONDITION WHERE EXISTING PARQUET
FLOORING IS BENEATH PROPOSED FIRE
RATED GLAZED PARTITION. FLOORING TO BE
MODIFIED LOCALLY TO ALLOW GLAZED
PARTITION TO EXTEND DOWN TO
SCREED/SLAB.

RAF-111
RAF TO BE CUT ON PARTITION LINE IN ORDER TO
ACHIEVE REQUIRED ACOUSTIC RATING. REFER TO
ACOUSTIC CONSULTANT INFORMATION.

ALT-861
IN CONDITION WHERE EXISTING PARQUET
FLOORING IS BENEATH PROPOSED FIRE
RATED PARTITION. FLOORING TO BE
MODIFIED LOCALLY TO ALLOW PARTITION
TO EXTEND DOWN TO SCREED/SLAB.

ALT-861
IN CONDITION WHERE EXISTING PARQUET
FLOORING IS BENEATH PROPOSED FIRE
RATED PARTITION. FLOORING TO BE
MODIFIED LOCALLY TO ALLOW PARTITION
TO EXTEND DOWN TO SCREED/SLAB.
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