
Groove cut in Brickwork 12mm wide with 

minimum Depth of 25mm

New Code 6 Catchpit - lapped into flashing detail 

as Detail #4

- Drg. Ref. 2423-RBUM-ARC-XX-RL-DR-A-2423

Overflow Spout - Condition to be reviewed -

replaced as required.

Welt to terminate flashing

Separate Code 6 Flashing 

Assumed existing 19mm Marine 

Grade Ply Boards on treated 

upstand - cut back to suit 

proposed catch pit 

New connection to overflow with 

rectangular inlet formed - size subject to 

specialist survey.

Assumed line of lead pipe through parapet 

brickwork.

Condition of spout reviewed - renewed 

where required.

Existing Hopper -To be inspected for 

corrosion- Replaced with matching cast 

iron unit to match existing as required.

Existing Structure / Rafter as assumed.
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Note: 

Existing construction to be confirmed.

All existing dimensions to be confirmed.

Tudor  UNDER-TILE venting system at 

upper end of roof- quantity / calculations 

to follow .

30

Sarking felt cut back and 

dressed over fillet 

NOTE: All laps, lengths and drips not to exceed the lengths recommended for the relevant code thickness within LSTA technical guidance. Generally all step flashings not to 
exceed 1500mm in length, Code 6 gutters max. length 2250 max. girth 850mm, Code 8 gutters max length 3000, max. girth 1000mm. Any deviations in design / installation 
against LSTA requirements to be reported to the Project Architect prior to installation. All existing timber gutter formwork to be examined and confirmed as in suitable condition 
prior to installation of new leadwork to gutters

[INSERT CLIENT / CONTRACTOR LOGO OR NAME HERE (IF REQUIRED)]

Notes:

▪ This drawing is copyright.
▪ Do not scale dimensions from this drawing.
▪ This drawing is to be read in conjunction with all other relevant drawings.
▪ All discrepancies on this drawing are to be reported to the architect.

▪ Do not modify any element of this drawing.
▪ Use drawing only for purpose(s) issued.
▪ This drawing may contain colour.
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Purpose

The following external model files are included within this drawing:

Hazard HAZ-xx

To warn of significant hazards or information that is unusual

To be read in conjunction with all other consultant's information

Refer to CDM Schedule XXXX-IBI-WB-XX-SH-A-200-XXXX
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