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EXISTING BEAM WITH HISTORIC 

PLASTERWORK PANELLING

EXISTING STRUCTURAL SOFFIT

SOUND STRIP AND CALKING FOR 

ACOUSTIC ENHANCEMENT

GYPROC SEALANT & BULK FILL 

WITH GYPROC

JOINTING MATERIAL FOR 

OPTIMUM SOUND INSULATION

CONTINUOUS GYPFRAME EXTRA 

DEEP FLANGE HEAD CHANNEL 

FIXED THROUGH TIMBER HEAD 

PLATE TO STRUCTURE AT 

SCHEDULED CENTRES.

SPECIFIED CEILING SHOWN 

INDICATIVELY. REFER TO 

REFLECTED CEILING PLANS FOR 

CEILING TYPES, HEIGHTS & 

LOCATIONS

SEE PARTITIN SCHEDULE FOR TYPE AND 

SPECIFICATION 

min. 120mm
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GYPROC SEALANT & BULK FILL WITH 

GYPROC

JOINTING MATERIAL FOR OPTIMUM 

SOUND INSULATION

GYPFRAME FLOOR CHANNEL FIXED 

AT SCHEDULED CENTRES. 

EXISTING RAISED ACCESS FLOOR

SCHEDULED FLOOR FINISH

SKIRTING APPLIED DIRECTLY TO THE 

PLASTERBOARD LAYER. TO MATCH 

EXISTING SKIRTING HEIGHT & WIDTH

EXISTING STRUCTURAL SLAB

METAL STUD - GYPFRAME 70 S 50 'C' 

STUDS AT 600MM CENTRES

2 LAYERS OF GYPROC SOUNDBLOC 

12.5mmTHK

122

PLYWOOD PATRESSING BETWEEN 

VERTICAL STUDS, WHERE REQUIRED. 

NEW PARTITION TO MATCH EXISTING 

DETAIL AS DESCRIBED

EXISTING BEAM WITH HISTORIC 

PLASTERWORK PANELLING

EXISTING STRUCTURAL SOFFIT

SOUND STRIP AND CALKING FOR 

ACOUSTIC ENHANCEMENT

GYPROC SEALANT & BULK FILL WITH 

GYPROC

JOINTING MATERIAL FOR OPTIMUM 

SOUND INSULATION

CONTINUOUS GYPFRAME EXTRA DEEP 

FLANGE HEAD CHANNEL FIXED 

THROUGH TIMBER HEAD PLATE TO 

STRUCTURE AT SCHEDULED CENTRES.

SPECIFIED CEILING SHOWN 

INDICATIVELY. REFER TO REFLECTED 

CEILING PLANS FOR CEILING TYPES, 

HEIGHTS & LOCATIONS

SEE PARTITIN SCHEDULE FOR TYPE 

AND SPECIFICATION 

STEEL ANGLE AREA TO BE PACKED TO 

MAINTAIN ACOUSTIC RATING AND 

DEFLECTION IF APPLICABLE. 

60

min
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GYPROC SEALANT & BULK FILL WITH 

GYPROC

JOINTING MATERIAL FOR OPTIMUM 

SOUND INSULATION

GYPFRAME FLOOR CHANNEL FIXED 

AT SCHEDULED CENTRES. 

EXISTING RAISED ACCESS FLOOR

SCHEDULED FLOOR FINISH

SKIRTING APPLIED DIRECTLY TO THE 

PLASTERBOARD LAYER. TO MATCH 

EXISTING SKIRTING HEIGHT & WIDTH

EXISTING STRUCTURAL SLAB

METAL STUD - GYPFRAME 70 S 50 'C' 

STUDS AT 600MM CENTRES

2 LAYERS OF GYPROC SOUNDBLOC 

12.5mmTHK

122

PLYWOOD PATRESSING BETWEEN 

VERTICAL STUDS, WHERE REQUIRED. 

NEW PARTITION TO MATCH EXISTING 

DETAIL AS DESCRIBED OR TO BE 

RETAINED

EXISTING BEAM WITH HISTORIC 

PLASTERWORK PANELLING

EXISTING STRUCTURAL SOFFIT

SOUND STRIP AND CALKING FOR ACOUSTIC 

ENHANCEMENT

GYPROC SEALANT & BULK FILL WITH 

GYPROC

JOINTING MATERIAL FOR OPTIMUM SOUND 

INSULATION

CONTINUOUS GYPFRAME EXTRA DEEP 

FLANGE HEAD CHANNEL FIXED THROUGH 

TIMBER HEAD PLATE TO STRUCTURE AT 

SCHEDULED CENTRES.

SPECIFIED CEILING SHOWN 

INDICATIVELY. REFER TO REFLECTED 

CEILING PLANS FOR CEILING TYPES, 

HEIGHTS & LOCATIONS

SEE PARTITIN SCHEDULE FOR TYPE AND 

SPECIFICATION 

NEW PARTITION TO BE CENTRED ON THE 

BEAM
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GYPROC SEALANT & BULK FILL WITH 

GYPROC

JOINTING MATERIAL FOR OPTIMUM 

SOUND INSULATION

GYPFRAME FLOOR CHANNEL FIXED 

AT SCHEDULED CENTRES. 

EXISTING RAISED ACCESS FLOOR

SCHEDULED FLOOR FINISH

SKIRTING APPLIED DIRECTLY TO THE 

PLASTERBOARD LAYER. TO MATCH 

EXISTING SKIRTING HEIGHT & WIDTH

EXISTING STRUCTURAL SLAB

METAL STUD - GYPFRAME 70 S 50 'C' 

STUDS AT 600MM CENTRES

2 LAYERS OF GYPROC SOUNDBLOC 

12.5mmTHK

122

PLYWOOD PATRESSING BETWEEN 

VERTICAL STUDS, WHERE REQUIRED. 

EXISTING STRUCTURAL COLUMN TO BE 

ENCLOSED BY PLASTERBOARD

EXISTING STRUCTURAL SOFFIT

SOUND STRIP AND CALKING FOR 

ACOUSTIC ENHANCEMENT

GYPROC SEALANT & BULK FILL WITH GYPROC

JOINTING MATERIAL FOR OPTIMUM SOUND 

INSULATION

CONTINUOUS GYPFRAME EXTRA DEEP 

FLANGE HEAD CHANNEL FIXED THROUGH 

TIMBER HEAD PLATE TO STRUCTURE AT 

SCHEDULED CENTRES. 

SPECIFIED CEILING SHOWN 

INDICATIVELY. REFER TO REFLECTED 

CEILING PLANS FOR CEILING TYPES, 

HEIGHTS & LOCATIONS

SEE PARTITIN SCHEDULE FOR TYPE 

AND SPECIFICATION 

PROVIDE PACKING IN UNDERSIDE OF 

RIBBED STRUCTURAL SLAB IF REQUIRED

STEEL ANGLE AREA TO BE PACKED TO 

MAINTAIN ACOUSTIC RATING AND 

DEFLECTION IF APPLICABLE. 

3 NO LAYERS GLASSROC F MULIBOARD 10 

MM TO ACHIEVE 90 MIN FIRE INTEGRITY

BEAM ENCASEMENT TO MEET OR EXCEED 

PARTITION ACOUSTIC REQUIREMENTS.
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GYPROC SEALANT & BULK FILL WITH 

GYPROC

JOINTING MATERIAL FOR OPTIMUM 

SOUND INSULATION

GYPFRAME FLOOR CHANNEL FIXED 

AT SCHEDULED CENTRES. 

EXISTING RAISED ACCESS FLOOR

SCHEDULED FLOOR FINISH

SKIRTING APPLIED DIRECTLY TO THE 

PLASTERBOARD LAYER. TO MATCH 

EXISTING SKIRTING HEIGHT & WIDTH

EXISTING STRUCTURAL SLAB

METAL STUD - GYPFRAME 70 S 50 'C' 

STUDS AT 600MM CENTRES

2 LAYERS OF GYPROC SOUNDBLOC 

12.5mmTHK

122

PLYWOOD PATRESSING BETWEEN 

VERTICAL STUDS, WHERE REQUIRED. 

WHERE PARTITIONS ALIGN WITH BEAMS, AND ONLY WHERE THE BEAMS ARE 

ALREADY ENCLOSED WITHIN THE SUSPENDED CEILING VOID, BEAMS TO BE 

ENCASED IN A FIRE-RATED ENCLOSURE THAT MEETS OR EXCEEDS THE 

PERFORMANCE OF THE INTUMESCENT PAINT.
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DESCRIPTION DATE

txt

1

26
/0

2/
20

25
 1

5:
39

:2
7

As indicated

2024

AMAZON

MAN11 GF+L2

Hanover St., Manchester
Hanover Building

Enter project number

H20.01

DETAILS 2

LONDON
HARELLA HOUSE, 4TH FLOOR,

90-98 GOSWELL ROAD, LONDON,  EC1V 7DF
P+44(0)20.7979.8100
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ALL DRAWINGS AND WRITTEN MATERIAL  HEREIN CONSTITUTE  THE ORIGINAL AND UNPUBLISHED  WORK  OF  
THE  ARCHITECT,  AND  THE  SAME   MAY  NOT  BE DUPLICATED,  USED,  OR DISCLOSED  WITHOUT THE WRITTEN 

CONSENT OF THE ARCHITECT.

1 LISTED BUILDING CONSENT APPLICATION 17/02/2025


