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50MM KOOLTHERM K12 - BETWEEN
TIMBER STUDS & 32.5MM
KOOLTHERM K118 (12.5MM
PLASTERBOARD INTERNAL FINISH
�U� VALUE � 0.27W�MàK

RIDGE BEAM100mm KINGSPAN
KOOLTHERM K107
(SEE SECTION FOR BUILD UP)
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1: Small dormer window
(rear elevation) to serve WC
at second floor level shall be
obscure glazed to a
specification of no less than
level 5 of the Pilkington
Glass Scale.

2: Dormer cheeks to be finished
in vertically hanging roof tiles,
matching the material, color, and
style of the original
dwellinghouse, to ensure visual
consistency and compliance with
planning requirements.
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RSJ & ROOF STRUCTURE
TO STRUCTURAL
ENGINEERS DESIGN

NATURAL
ROOF SLATE TO MATCH EXISTING

WITH MINIMUM 75MM HEADLAP

KOOLTHERM K7
100mm BETWEEN
RAFTERS
LEVEL WITH BOTTOM OF
RAFTER

KLOBER PERMO
FORTE BREATHER
UNDERLAY
(OR SIMILAR)

EXISTING RIDGE TILES
REPLACED WITH VENTILATED

DRY RIDGE SYSTEM
FLAT ROOF BUILT UP ROOF
FINISH DRESSED UP ROOF OVER
TIMBER FILLET. FELT UNDERLAY
FROM PITCHED ROOF DRESSED
OVER BUILT UP FLAT ROOF
FINISH OVER TIMBER FILLET

OUTLINE OF SLOPING
PART OF ROOF

FLOOR JOISTS
OFF JOIST

75mm (MIN 50mm) AIRGAP
OVER TOP OF INSULATION

KOOLTHERM K118 42mm
OVER RAFTERS PURLIN REMOVED
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3722

Drawings and associated specification documents are to
obtain planning / building regulations approval. All
drawings are based upon information provided by the
client. All work is to be carried out in accordance with local
authority/approved inspector requirements, to
manufacturers recommendations and instructions, all
relevant British standard codes of practice and good
building practices generally. No work to be carried out until
planning permission has been approved and building
regulations have been approved / conditionally approved.

All heating appliances are to be installed in accordance
with the relevant regulations and certificates of installation
shall be provided upon completion of the works by a GAS
SAFE or OFTEC approved engineer.

All electrical works are to be completed by a competent
Part P qualified electrician. All existing services within the
vicinity of the works are to be located and suitably

The contractor is to check and verify all building conditions,
dimensions, levels and sewer invert levels before the
commencement of works on site. This drawing must be
read in conjunction and checked against any structural or
other specialist drawings provided. All structural works
must be checked by a qualified structural engineer.

The safety requirements of the health and safety at work
act 1974, the management of health and safety at work
regulations 1992 and the construction (health, safety and
welfare) regulations 1996 are to be adhered to where
appropriate. At all times on site operatives at work must
wear full protective clothing in accordance with the
regulations. The contractor is to comply in all respects with
the current building regulations whether specifically stated
on this drawing or not. Approved inspector/Building
control must be notified at each stage of the building
operation. All planning approval conditions, whether stated
on the drawing or not must be complied with (client to be
Any constructional variation must have the approval of
planning, building control and the client. The client is to be
notified by the nominated contractor of any cost variation
to building work before it is carried out. Any deviations
from the drawings are carried out at the risk of the
contractor/client.

All dimensions are indicative, and to be checked on site
first. Client is responsible for fulfilling their obligations
under the party wall act.

Construction of the following requires notice as specified;
1) New walls or buildings on boundaries between adjoining
properties or land, and or 2) carry out repairs or
modifications etc to existing party wall including
underpinning or inserting a damp proof course (DPC) and
3) Excavations near to a neighbours buildings or wall and
excavate deeper than the adjacent structures, foundation,
or base of the structure. The owner should give notice
using the appropriate letter format, within the specified
time to the neighbour or parties involved prior to work
commencing. Failure to comply with the terms of the party
wall act 1997 may result in prosecution for a fine and/or
paying compensation to the adjacent owner. Further
information on the party wall act can be found at
www.gov.uk/party-wall-etc-act-1996-guidance.

Similarly, the client is responsible for fulfilling their
obligations of a build over or near to agreement with the
necessary utility authority if works are to be carried out on,
or near to the drain run, inspection chamber or manhole
that is a public sewer.

Client/contractor to investigate prior to commencement of
works on site, and liaise with the client, relevant
authorities and Approved Inspector/Building Control, as
required. Existing foundations, walls, roof and associated
structural support, and all other necessary aspects of
existing construction to be investigated by the contractor
on site and where required proved to be adequate/suitable
prior to commencement of works.
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Note:

1- Ex Grd Floor Plan. 2- Prop Floor Plan. 3- Ex First Floor Plan. 4- Prop First Floor Plan. 5- Prop Loft Floor Plan

6- Exist. Fr. Elev. 7- Ex R. Elev. 8 - Prop. Fr. Elev. 9- Prop R. Elev. 10- Ex. Side A Elev.

11- Ex. Side B Elev. 12- Prop Side A Elev 13- Prop Side B Elev.

ABUUMAR DESIGN ₂

Mob:07882809746, Chandoshadi@gmail.com

Proposed Dormer Loft Conversion, Hip to Gable
Wall Extension and Single Storey Rear Extension.

Single storey rear extension size amended 06/12/24A

Dormer windows size amended 06/12/24B

Dormer windows size amended 23/01/25C

External Section of the chimney
to be retained as existing

14- Existing front elevation
with side gate added

Scale 1:500 at A1

Elevation and floor plans amended
for consistency

25/01/25D REVNO

Side Elevation amended
E 28/01/25
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