Technical Specification

Original Setting Minimum Setting

Maximum Setting

A WIrcC

Control Point |Head (m)|Flow (l/s)|Head (m)|Flow (l/s)|Head (m)| Flow (I/s)
Primary Design | 1.500 5.000 1.500 4.499 1.500 5.425 f.ré’.:‘é’e’#.‘ém Y
Flush-Flo™ 0431 | 4879 | 0562 | 3.946 | 0395 | 5615 B&A °;;{;;;g“"°'“ Bl
Kick-Flo® 0.878 3.900 0.875 3.500 0.877 4.240
Mean Flow 4.321 3.684 4.819
hydro-int.com/patents
Head (m) Flow (Is)
0.000 0.000
0.052 1.259
“v 0.103 3.316
0.155 4.142
0.207 4.464
0.259 4.667
0.310 4.789
15 0.362 4.853
0.414 4.878
0.466 4.874
0.517 4.850
= 0.569 4.809
T 10 0.621 4.750
T 0672 | 4.668
0.724 4.555
0.776 4.398
0.828 4.184
05 0.879 3.914
0.931 4.007
0.983 4.108
1.034 4.206
1.086 4.302
00 s 1.138 4.396
0 ! 2 3 4 5 ¢ 1.190 4.487
Row(s) 1241 | 4576
1.293 4.664
1.345 4.749
1.397 4.833
1.448 4.915
1.500 4.996
DESIGN The head/flow charqcteristics of .this SHE-.0098-500.0-1500-5000 Hydro-Brake® Optimum
ADVICE ELc;v:a (gtoerrlitgtt)ilCa(r:elzJ rL\ng-que. Dynamic hydraulic modelling evaluates the full head/flow H d r o§
| The use of any other flow control will invalidate any design based on this data Intemgﬂgﬂgyl
= and could constitute a flood risk.
DATE 06/02/2025 15:39
Site British Legion Site SHE-0098-5000-1500-5000
geEfS'GNER ;gg?ogﬂsrsm" Hydro-Brake® Optimum
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