. 2.0m WIDE VEHICLE CROSSING/ FOOTWAY . . CARRIAGEWAY (WIDTH VARIES) . 2.0m WIDE FOOTWAY . . CARRIAGEWAY (WIDTH VARIES) SUBGRADE OVERALL SUB -BASE
| | CBR CAPPING LAYER SUB-BASE THICKNESS AS CAPPING

(%) mm mm mm mm

2 600 150 750 N/A

25 400 150 550 350

125x255mm HALF BATTERED

50x200mm FLAT TOP P.C.C EDGING P.C.C. KERB TO BS 7263 PART 1 3 370 150 520 310
KERB TO BS 7263 PART 1. 50mm

50x200mm FLAT TOP P.C.C EDGING 125 x 150 mm BULLNOSED KERB g:g%ﬁﬁq;";gsiigg'ﬁ&g s,\(l:%m . 4 310 150 460 270
KERB TO BS 7263 PART 1. 50mm
UPSTAND WHERE EDGING IS NOT A 1:40 9 5 250 150 400 230
RESTRAINED BY HARD LANDSCAPING 140 7 - 7]
- D ;) %{; - 8 220 150 370 200
4t R 72
= — 300
L / 4 300 10 190 150 340 180
& W{r — 7300 |- PR 300 -
PR 300 S 15 150 150 300 150
NOTES: THE TABLE IS BASED ON FIGURE 3.1 OF THE DESIGN MANUAL FOR ROADS AND BRIDGES -
VOLUME 7 SECTION 2 -PART 2 AND IS FOR GUIDANCE PURPOSES ONLY. CBR TESTS WILL BE
REQUIRED ON TOP OF THE SUB BASE LAYER AND A MINIMUM VALUE OF 30% MUST BE ACHIEVED AT
20mm AG 6 DENSE SURF (NO LIMESTONE AGGREGATE) EACH TEST LOCATION. KERB FACE NORMALLY 125MM GULLY GRATE AND FRAME TO BE SET 5-6MM
20mm AC 6 DENSE SURF (NO LIMESTONE AGGREGATE) BELOW ADJACENT CARRIAGEWAY OVERBREAK IN EXCAVATION FOR GULLY TO BE BACKFILLED WITH
L 60mm AC 20 DENSE BIN 100 PEN CONCRETE GARDE ST4 ALL CONCRETE BED AND BACKING TO COMPLY WITH BS:8500 AND BE EN
60mm AC 20 DENSE BIN 100 PEN 206-1 KERBS TO BE HYDRAULICALLY PRESSED TO BS 340 STREET LIGHTING SHALL BE PROVIDED IN
150mm DEPTH TYPE 1 MOT SUB-BASE TO CLAUSE 803 OF DOT SPECIFICATION ACCORDANCE WITH MANCHESTER CITY COUNCIL'S REQUIREMENTS. FORMWORK TO BE USED FOR
200mm (VEHICLE CROSSING) DEPTH TYPE 1 MOT SUB-BASE TO CLAUSE 803 OF DOT SPECIFICATION ALL VERTICAL FACES OF CONCRETE.

ref. Ga2 450 (EN 124 ref. D400) Single piece grating, anti- theft

|
|
|
|
Heavy duty ductile iron gully grating and frame to be BS 479 1976 i
j
llI

captive hinge, black bitumen coated. Minimum weight 31Kg 1935
bedded in accordance with specification in Part 5 HA 104/02 = 1744
= 1406
450 2 COURSES MINIMUM OF CLASS "B" 225mm < 1080
THK. ENGINEERING BRICK 10mm MORTAR s NEW CONSTRUCTION EXISTING ROAD
JOINTS 1:3 MIX L 3 776
A NEW ROAD
o RAEDe CONSTRUCTION TO BE
MERGED IN TO 300 300 _
" \ /\ /\\‘ 7 /\\T\ d /\ \ d d d /\ EXlSTlNG
' UT Z | iz |281 |& g | 3 | Cway
25mm FLEXCELL OR SIMILIAR m =1 =2 @ T
@506 | l B
\ Ses Q675 < 4
150mm INT. DIAM OUTLET PIPE BED o000 Y0Y0Y00%0Y0
AND SURROUND WITH ST4 O e 1013
CONCRETE WHERE COVER IS LESS e
Fillets to be filled and THAN 1.2m BELOW FRL O o B Q SURFACE COURSE AND
Pointed with Class 1 mortar 450mm X 900mm P.C.C GULLY TO BS5911 BED HY BINDER COURSES TO
AND SURROUND WITH ST4 CONCRETE ALL TO LAP OVER EXISTING
150mm ST4 Concrete surround R — CL. 508 OF THE DTP SPEC 1 ROAD

Hinged & lockable gully grate and frame type GA1. grade D400 to BSEN124,
bed and haunched with a 1:3 cement to sharp sand mortar mix to a level of

6mm below frl. the thickness of the bed shall be 10-25mm, any adjustment
shall be made by modifying the brickwork SERVICE STRIP ARRANGMENTS

CARRIAGEWAY MERGING DETAIL

GULLY DETAILS

EXISTING KERB &

SERVICE MARGIN TO

BE REMOVED

125 X150mm
BULLNOSED KERB 1:40 i NOTE: ZERO 50mm upstand
- e - UPSTAND FOR
\; S v iL PEDESTRIAN -
N - CROSSINGS ~
0 CLASS 1 MORTAR TO - i a8l -
o EEIRSE CLAUSE 2404 O\\ Sy—— e i
e i 3 ! —CLASS 1 MORTAR TO
' a o . CLAUSE 2404 -
~ v ..V.P' Z, g KP. {V V .
CONCRETE CLASS ST1 ! 325 ! -y CONCRETE CLASS ST4 s CONCRETE CLASS ST4 250
NEW KERB DETAIL FOR EXISTING 125X255mm HALF BATTERED 125X255/150mm HALF BATTERED DROP 125X150mm BULLNOSED DROPPED KERB 50X150mm FLAT TOP EDGING
SERVICE MARGIN KERB KERB AT VEHICLE CROSSINGS
Co1 22.10.2024 RIBA STAGE 5 (CONSTRUCTION) ISSUE JIR JCM JCM
P01 11.12.2023 PRELIMINARY ISSUE JPR JCM JCM
KERB DETAILS REV DATE DESCRIPTION BY CHK APP

DRAWING STATUS:

CONSTRUCTION

CLIENT:

CASEY

ARCHITECT:

JOHN MCCALL ARCHITECTS

PALGRAVE AVENUE P500
MANCHESTER

S278 HIGHWAY DETAILS
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