REFER TO UNITED UTILITIES STANDARD DRAWINGS
FOR CONSTRUCTION DETAILS

e STND/19/001 - TYPE 1 MANHOLE
STND/19/002 - TYPE 2 MANHOLE & INVERT

ACCESS DETAIL
o i o = e  STND/19/003 - SHALLOW MANHOLE DETAIL FOR
MANHOLE DIAMETER (mm) 2400 MANHOLE DIAMETER (mm) 2400 SMALL DIAMETER PIPES
COVER LEVEL (m) 63.860 COVER LEVEL (m) 63.850 ° STND/19/004 - SHALLOW SW MANHOLE DETAIL
PIPE @ (mm) | INVERT LEVEL (m) | 660 57.060 PIPE @ (mm) | INVERT LEVEL (m) | 660 57.000 S’;g?glg/ggé - EXTERNAL AND INTERNAL

19080 | 623 19080 | 62108 STND//19/008 - PIPE EMBEDMENT DETAILS

STND/19/010 - VARIABLE MANHOLE GUIDANCE

NOTES
MANHOLE TYPE A2 MANHOLE TYPE A2
DEPTH TO SOFFIT (m) 5.360 DEPTH TO SOFFIT (m) 6.190
DEPTH TO INVERT (m) 6.020 DEPTH TO INVERT (m) 6.850
COVER SIZE (mm) 600 x 600 COVER SIZE (mm) 600 x 600
COVER DEPTH (mm) 150 COVER DEPTH (mm) 150
COVER SPEC D400 COVER SPEC D400
HOLE SIZE IN COVER SLAB 750 x 600 E.O. HOLE SIZE IN COVER SLAB 750 x 600 E.O.
LADDER OR DOUBLE STEPS? LADDER &?‘\OF\IQHFOT_(;,\&S? LADDER OR DOUBLE STEPS? LADDER
SAFETY CHAIN YES SAFETY CHAIN YES
SAFETY RAILS YES SAFETY RAILS YES
INVERT ACCESS STEPS YES INVERT ACCESS STEPS YES
ROCKER PIPE LENGTH (mm) 1000 ROCKER PIPE LENGTH (mm) 1000
MINIMUM BENCHING WIDTH (mm) | 1100 MINIMUM BENCHING WIDTH (mm) | 1100
EASTING 385866.2591 EASTING 385861.3105
NORTHING 400326.5886 NORTHING 400335.0605
MANHOLE REF c3 MANHOLE REF c4
MANHOLE DIAMETER (mm) 3000 MANHOLE DIAMETER (mm) 2400
COVER LEVEL (m) 63.870 COVER LEVEL (m) 63.870
PIPE @ (mm) | INVERT LEVEL (m) | 660 56.981 PIPE @ (mm) | INVERT LEVEL (m) | 6600 56.859
MANHOLE TYPE A2 MANHOLE TYPE A2
DEPTH TO SOFFIT (m) 6.230 DEPTH TO SOFFIT (m) 5719
DEPTH TO INVERT (m) 6.890 DEPTH TO INVERT (m) N/A
COVER SIZE (mm) 600 x 600 COVER SIZE (mm) 600 x 600
COVER DEPTH (mm) 150 COVER DEPTH (mm) 150 6600 TO EX
COVER SPEC D400 COVER SPEC D400 MANHOLE 8304
HOLE SIZE IN COVER SLAB 750 x 600 E.O. HOLE SIZE IN COVER SLAB 750 x 600 E.O.
LADDER OR DOUBLE STEPS? LADDER LADDER OR DOUBLE STEPS? LADDER
SAFETY CHAIN YES SAFETY CHAIN YES
SAFETY RAILS YES SAFETY RAILS YES
INVERT ACCESS STEPS YES INVERT ACCESS STEPS YES
ROCKER PIPE LENGTH (mm) 1000 ROCKER PIPE LENGTH (mm) 1000 C01 22.10.2024 | RIBA STAGE 5 (CONSTRUCTION) ISSUE JJR JCM JCM
MINIMUM BENCHING WIDTH (mm) 1100 MINIMUM BENCHING WIDTH (mm) 1100 P01 13.12.2023 | PRELIMINARY ISSUE JPR JCM JCM
N S ST 4658350780 REV DATE DESCRIPTION BY CHK | APP
NORTHING 400340.7202 NORTHING 400328 4676 ,; o~ PRAVING STATLS: CONSTRUCTION

CLIENT:
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ARCHITECT:
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1:20 MANHOLE SCHEDULES
MINIMUM LENGTH
OF CHANNEL FEATURE RELATED TO DIAMETER OF LARGER PIPES STATUS: PROJECT No. PROJECT  [ORIGINATOR [VOL/SYS[LEVEL [TYPE [ROLE [DRAWING No.
CHAMBER ["*" MIN. PIPE DIAMETER 225 | 30 | 375 | 40 | 525 | 600 675 | 750 825 & ABOVE

S2 223-150 | PAL - AJP -ZZ -00 -DR-C - 1100
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ALL PRIVATE CONNECTIONS INTO ROCKER PIPES TO BE INSTALLED TO ALL MANHOLES SENCHING WoTh D — VTV T~ MNNUN 750 — T VINHUM 1100

ADOPTABLE SURFACE WATER MANHOLES AS SEWERS FOR ADOPTION 6TH EDITION AND UNITED T SENCHING RALNGS = o7 REURED - COURED - . .
WILL BE MADE AT SOFFIT LEVEL UTILITIES REQUIREMENTS IN TABLE BELOW 2000 | 1450 SEWER SAFETY CHANS | NOT REQUIRED — SEQURED — A P consulting engineers
i;gg 1§§8 lNVERT ACCESS STEP NOT REQU'RED s REQUlRED WlTH DOUBLE STEPS = ver 1978 ] L0151 227 1462 ®info@ajpltd.co.uk ©1 Dale Street, Liverpool, L2 2ET
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