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NEW 300x260x10mm
STEEL CONNECTION
PLATE

DETAIL 1
SCALE 1:5 AT A1

NEW CONNECTION PLATE
TO BE BOLTED TO WALL
USING 3 No. HILTI
HUS4-H10 ANCHORS.
EACH ANCHOR MUST BE
INSTALLED INTO THE
BRICKS AS SHOWN IN
DETAIL 3.

DETAIL 2
SCALE 1:5 AT A1
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NEW 150x150x10 EQUAL
ANGLE 600mm LONG

NEW 150x150x10 STEEL
ANGLE TO BE BOLTED TO
WALL USING 6 No. HILTI
HUS4-H10 ANCHORS.
EACH ANCHOR MUST BE
INSTALLED INTO THE
BRICKS AS SHOWN IN
DETAIL 3.

DETAIL 3
SCALE 1:5 AT A1

40 2
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ALL ANCHORS MUST BE
INSTALLED INTO THE
BRICK WITHIN THE
DASHED LINE TO OBTAIN
FULL STRENGTH OF FIXING

MINIMUM EDGE
DISTANCES FOR THE
ANCHORS IN THE BRICK.
20mm VERTICALLY
40mm HORIZONTALLY

PRIOR TO INSTALLATION PULL OUT TESTS ARE
REQUIRED IN 5 No. DIFFERENT ANCHORS ACCORDING
TO BS8539 ANNEX B2.2.1 TO FAILURE.

QUALITY TEST REQUIRED IN 5 No. DIFFERENT
ANCHORS WITH A MINIMUM LOAD OF 1.80kN TENSION
AS PER BS 8539 CLAUSE 9.3 AND TESTING REGIME
OUTLINED BY ANNEX B3.

150mm MIN.

KEY:
INDICATES LOCATION OF 
DETAIL 1 CONNECTION PLATE.
INDICATES LOCATION OF 
DETAIL 2 CONNECTION PLATE.

PROPOSED ELEVATION ON PROS WALL
SHOWING CONNECTION DETAIL LOCATIONS

(SCALE 1:100 AT A1)
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GENERAL

G1. ALL DIMENSIONS SHOWN ARE IN mm 
UNLESS NOTED OTHERWISE.

G2. ALL DIMENSIONS SHOWN ARE 
APPROXIMATE ONLY AND MUST BE 
CHECKED AND CONFIRMED BY THE 
CONTRACTOR VIA A FULL DIMENSIONAL 
SURVEY OF THE AREA OF THE WORKS 
PRIOR TO UNDERTAKING OF THE WORKS. 
THE ENGINEER MUST BE NOTIFIED 
IMMEDIATELY SHOULD ANY 
DISCREPANCIES BECOME APPARENT.

G3. ALL DETAILS AND DIMENSIONS SHOWN 
RELATING TO THE EXISTING STRUCTURE 
ARE SCHEMATIC AND APPROXIMATE ONLY,
BASED UPON NO EXPOSURE PRIOR TO 
COMMENCEMENT OF THE PREPARATION OF
THESE DETAILS.

G4. THE DEPTH AND LOCATION OF ANY 
SERVICES HAS NOT BEEN ESTABLISHED. 
THE CONTRACTOR IS RESPONSIBLE FOR 
LOCATING AND PROTECTING THEM.

G5. ALL WORKMANSHIP AND MATERIALS TO 
COMPLY WITH THE CURRENT BUILDING 
REGULATIONS AND RELEVANT CURRENT 
BRITISH STANDARDS.

G6. THE CONTRACTOR SHALL ALLOW FOR ALL
WORK NECESSARY TO OBTAIN FULL 
APPROVAL AND SATISFACTION OF THE 
BUILDING INSPECTOR.

G7. THE CONTRACTOR SHALL COMPLY WITH 
ALL REQUIREMENTS OF THE CURRENT 
HEALTH & SAFETY AT WORK ACT AND 
CONSTRUCTION REGULATIONS.

G8. THE CONTRACTOR IS RESPONSIBLE FOR 
ENSURING THAT HIS OPERATIONS DO NOT
IN ANY WAY IMPAIR THE SAFETY OR 
CONDITION OF THE EXISTING STRUCTURE 
OR ADJACENT STRUCTURES. HE IS TO 
PROVIDE ANY TEMPORARY SUPPORTS, 
SHORING, ETC REQUIRED FOR THIS 
PURPOSE AND HE IS TO CAREFULLY 
INSPECT THE CONDITION OF THE 
STRUCTURES BOTH BEFORE AND DURING 
THE EXECUTION OF THE WORK. THE 
ENGINEER IS TO BE NOTIFIED 
IMMEDIATELY SHOULD ANY DAMAGE 
OCCUR.

G9. ALL PROPRIETARY PRODUCTS TO BE USED
IN STRICT ACCORDANCE WITH 
MANUFACTURERS INSTRUCTIONS AND 
RECOMMENDATIONS.

STEEL GRADE

S1. PLATES AND OPEN SECTIONS ALL S275 JR
HOLLOW SECTION S355 JOH

NUTS & BOLTS

NB1. ALL NUTS ARE NYLOCKS U.N.O.

NB2. ALL BOLTS GRADE 8.8 U.N.O.

WELDS

W1. ALL WELDS ARE 5mm FULL WELDS U.N.O.
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