
BUILDERSWORK REFERENCING SCHEDULE
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A:
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B01-GF-020
Plant Area / Circ.

48.8
3.49

A:
CH:

B01-GF-019
Circ.

41.2
3.49

A:
CH:

B01-GF-016
Circ.

12.0
2.93

A:
CH:

B01-GF-015
Staff Room

10.7
2.95

A:
CH:

B01-GF-018
Staff W.C.

4.4
2.94

A:
CH:

B01-GF-017
Shower Area

2.3
2.94

A:
CH:

B01-GF-022
Elec. Cubd.

0.7
2.96

A:
CH:

B01-GF-021
Plant Room

33.1
2.96

A:
CH:

B01-GF-003
Female W.C.

7.4
2.83

A:
CH:

B01-GF-002
Male W.C.

7.8
2.83

A:
CH:

B01-GF-004
East Chapel

112.9
5.54

A:
CH:

B01-GF-001
Circ.

94.5
2.63

A:
CH:

B01-GF-038
Vestry

10.8
2.66

A:
CH:

B01-GF-009
Store / Elec. Room

8.7
3.72

A:
CH:

B01-GF-007
Circ.

17.0
3.74

A:
CH:

B01-GF-011
Changing Area

7.3
3.43

A:
CH:

B01-GF-006
Electric Room

2.6
3.44

A:
CH:

B01-GF-005
Circ.

5.6
3.44

A:
CH:

B01-GF-013
Cremulator Room

13.5
2.64

A:
CH:

B01-GF-012
Cremator Room

95.1
5.16

A:
CH:

B01-GF-014
Circ.

9.0
2.79

A:
CH:

B01-GF-023
Store

1.3
3.43

A:
CH:

B01-GF-010
Circ.

86.2
3.42

A:
CH:

B01-GF-024
Elec. Room

4.4
2.60

A:
CH:

B01-GF-025
Plant Room / Air Ventilation Room

12.6
2.60

A:
CH:

B01-GF-033
Female W.C.

7.4
2.85

A:
CH:

B01-GF-034
Male W.C.

7.8
2.85

A:
CH:

B01-GF-026
Circ.

5.6
3.43

A:
CH:

B01-GF-027
Electric Room

2.6
3.43

A:
CH:

B01-GF-028
Coffin Store

7.3
3.42

A:
CH:

B01-GF-030
Store

8.9
3.74

A:
CH:

B01-GF-029
Circ.

16.8
3.73

A:
CH:

B01-GF-008
Centre Chapel

252.3
6.44

A:
CH:

B01-GF-032
West Chapel

112.8
5.55

A:
CH:

B01-GF-031
Circ.

74.2
2.65

A:
CH:

B01-GF-035
Vestry

9.7
2.65

A:
CH:

B01-GF-036
Vestry

8.0
2.70

A:
CH:

B01-GF-037
Accessible W.C.

11.4
2.83

SECTION DETAIL

SERVICE PENETRATION THROUGH SLAB

WITH FIRE BATT AND FIRESTOP COMPOUND

(OPENINGS GREATER THAN 500mm)

F.F.L.
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'LETTERBOX' DETAIL AROUND SERVICE

PENETRATIONS IN PARTY WALL PARTITIONS

TO CORRIDOR/APARTMENT WALLS

PLAN

INTUMESCENT MASTIC BEADS

SERVICE PENETRATIONS

ROCKWOOL INSULATED FIRE
SLEEVE

2no. 60mm ROCKWOOL ABLATIVE
BATTS

INTUMESCENT MASTIC

INTUMESCENT MASTIC

2no. 60mm ROCKWOOL ABLATIVE
BATTS

DETAIL

SERVICE PENETRATION THROUGH SLAB

FIRE BATT AND COMPOUND

(OPENINGS LESS THAN 500mm)

F.F.L.

250mm INSITU CONCRETE SLAB

400 Opening

75

75mm METAL GRATE

OVER OPENING

SERVICES PENETRATING THROUGH

SLAB

DETAIL

SERVICE PENETRATION THROUGH SLAB

WITH CAST- IN FIRE COLLAR

F.F.L.

HILTI FIRE STOP CAST-IN

COLLAR CFS-CID

25mm ACOUSTIC

MINERAL WOOL

INSULATION

INSITU FLOOR SLAB
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1. THIS DRAWING HAS BEEN DEVELOPED TO

RIBA STAGE 4 IN ACCORDANCE WITH

BSRIA BG 6 (2018) TECHNICAL DESIGN

DRAWING DEFINITIONS.

2. THE DRAWING DOES NOT INDICATE THE

PRECISE POSITION OF SERVICES AND

SHOWS THE INTENDED LOCATIONS OF

BUILDING SERVICES ITEMS AND SERVICE

ROUTES IN SUCH DETAIL AS TO INDICATE

THE DESIGN. THE DRAWING DOES NOT

SHOW ALL COMPONENTS THAT MAY BE

NECESSARY TO LOCATE SERVICES IN A

FULLY COORDINATED MANNER.

3. THE ATTACHED DRAWING TO BE READ

FULLY IN CONJUNCTION WITH CWC MEP

SPECIFICATION, EQUIPMENT SCHEDULES

AND RIBA STAGE 4 TECHNICAL DESIGN

DRAWINGS, AS WELL AS OTHER DESIGN

TEAM INFORMATION INCLUDING (BUT NOT

LIMITED TO) ARCHITECTURE, STRUCTURE

AND FIRE ENGINEER.

4. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR THE FULL

COORDINATION OF THE INSTALLATION

AND SHALL ACCOUNT FOR ALL OTHER

WORKS AND TRADES DURING AND

BEFORE THEIR INCORPORATION INTO THE

WORKS.

5. COORDINATION WORKING DRAWINGS,

INSTALLATION DRAWINGS AND BUILDERS

WORK DRAWINGS SHALL BE PREPARED BY

THE CONTRACTOR.

6. CWC IS NOT RESPONSIBLE FOR THE

DESIGN AND COORDINATION OF ACCESS

PLATFORMS, ACCESS COVERS, GRATINGS,

LADDERS, STAIRS, RAILS AND

PROTECTING ELEMENTS REQUIRED FOR

FUTURE ACCESS, MAINTENANCE AND

OPERATION OF THE WORKS.
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BUILDERS WORK FIRESTOPPING DETAIL A B
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BUILDERS WORK FIRESTOPPING DETAIL B C
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BUILDERS WORK FIRESTOPPING DETAIL C
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BUILDERS WORK FIRESTOPPING DETAIL D


