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CEILING SUSPENSION SYSTEM. M&E ITEMS
TO BE INDEPENDENTLY SUPPORTED.

FFL + 2.850
U/S OF SUSPENDED CEILING

75

BAKERY SHELVING. 
SHOP FITTING BY LIDL

15mm FLOOR TILE ON 60mm
SCREED. TOTAL BUILD UP 75mm

BAKERY PREP AREA
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DRS ROOM

ACCESS DOOR TO STAFF WELFARE AREA. 
TO MAINTAIN 60 MINUTES FIRE RESISTANCE

IWL WALL AND BULKHEAD SURROUND TO 
CONCEAL SPACE AROUND FREEZER

100 x 200mm GALVANISED STEEL SHS
BUMP PROTECTION TO FRONT OF FREEZER

ROCHLING PVC RAM PROTECTION AT
850mm AFFL TO ALL INTERNAL WALLS

70mm METAL STUD WITH 15mm WALL 
BOARD TO SALES FLOOR SIDE

27
5

275mm HIGH RC UPSTAND IN
ACCORDANCE WITH THE STRUCTURAL

ENGINEERS DESIGN AND SPECIFICATION.

244 1344 3639 392 5102 166

BAKERY WENGE TIMBER SUROUND BY LIDL/SPECIALIST
FABRICATOR. STRUCTURE TO BE DESIGNED TO
SUPPORT 20KG PER LINEAR METRE.

GALVANISED STEEL BALLAST GUARDRAIL TO EXPOSED SIDES OF 
THE TOP OF THE FREEZER AND CHILLER, MINIMUM 1100mm 
HIGH. TO BE POSITIONED DIRECTLY TO FREEZER AND CHILLER 
BOXES STRICTLY IN ACCORDANCE WITH COLDROOM 
MANUFACTURERS INSTRUCTIONS & DETAILS.

NEW VISQUEEN (OR SIMILAR APPROVED) CAVITY 
TRAY FORMED USING DPC

NEW TIMLOC INVISIWEEP (OR SIMILAR 
APPROVED) WEEP HOLES AT 450mm CENTRES

STRUCTURAL CONCRETE SLAB AND
FOUNDATIONS TO STRUCTURAL ENGINEERS'

DRAWINGS, DETAILS AND SPECIFICATION

DPM POSITIONED UNDER FLOOR SLAB TO BE
MINIMUM 2000 GAUGE POLYTHENE. TO PROVIDE

CS2 LEVEL GAS PROTECTION IN LINE WITH
BROWNFIELD PHASE II SITE INVESTIGATION

UNDER SLAB INSULATION TO ACHIEVE MININUM
U-VALUE TO WHOLE FLOOR OF 0.18 W/m²K.

SUBJECT TO SITE-SPECIFIC CALCULATIONS

102.540

10015

457.5

75

125

GARLAND DOUBLE Z PROFILE STEEL DECK R-MER LOC ROOF PANEL LPCB APPROVED, TO 
ACHIEVE MIN U-VALUE OF 0.16 W/m²K. 
EXTERNAL SHEET: ALUMINIUM 0.9mm "ZINC LOOK" WITH 67mm STANDING SEAM
INSULATION: 340mm GLASS WOOL INSULATION COMPRESSED TO 320mm OVERALL DEPTH
INTERNAL SHEET: R-MER 85-280-1120 TRAPEZOIDAL 0.88 GAUGE PROFILED STEEL DECK
INTERNAL COLOUR: WHITE (RAL 9010)

GARLAND PREFABRICATED MILL FINISH ALUMINIUM GUTTER, ON MINIMUM 40mm 
NON-FACED HARDROCK INSULATION, TO ACHIEVE MIN U-VALUE OF 0.16 W/m²K. 
EXTERNAL FINISH: ALUMINIUM 0.9mm "ZINC LOOK" TO MATCH ROOF PANELS
INTERNAL COLOUR: WHITE (RAL 9010)

102.5mm FORTERRA SOUTHDOWN MULTI FACING (OR SIMILAR 
APPROVED) BRICK, WITH PARTIAL FILL CAVITY, AND 100mm 
BLOCKWORK INNER LEAF. 
20mm PROJECTING BRICK PATTERN IN ENGLISH BOND TO MASONRY 
PANELS ON NORTH-WEST AND SOUTH-EAST ELEVATIONS. 
CAVITY WALL TO ACHIEVE MIN U-VALUE OF 0.25 W/m²K

INSULATION PACKED INTO WEBBING OF STRUCTURAL STEEL TO 
ENSURE OVERALL WALL U-VALUE OF 0.25 W/m²K
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INTERNAL UNDERSLUNG SIPHONIC 
DRAINAGE BY SPECIALIST SUB-CONTRACTOR.

RIDGE
FFL + 7.080

U/S CLADDING DRIP
FFL + 3.190

SHOWN AS c. FFL + 3.200
IN PLANNING ELEVATIONS

STEELWORK DRAWN IN LINE WITH TOPPING
ENGINEERS DRAWINGS 22598-DR-S-0002 TO

0360 DATED 04.11.2022

SUBSTRUCTURE DRAWN IN LINE WITH TOPPING
ENGINEERS DRAWINGS 22598-DR-S-0200 TO 0207

DATED 04.11.2022 Rev. Date Description Drawn
job no.

date

status

scale

drawn checked

rev.dwg no.

DO NOT SCALE!
ALL DIMENSIONS SHOULD BE CHECKED ON SITE BEFORE 

WORK COMMENCES

THIS DRAWING IS COPYRIGHT, AND REMAINS THE PROPERTY
OF HTC ARCHITECTS.  IT MUST NOT BE REPRODUCED, USED,

DISCLOSED OR  TRANSMITTED TO THIRD PARTIES IN ANY
FORM,  IN WHOLE OR IN PART,  WITHOUT PRIOR WRITTEN

PERMISSION.
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T:(0113) 244 3457

York Place Studio
8 Britannia Street

Leeds
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Lidl GB Ltd

LAYOUT DRAWN IN LINE WITH LIDL STOCK
LAYOUT "2134 CHORLTON 18_09_24"FOR INFORMATION ONLY

LAYOUT BASED ON THE 2023 T1500 LIDL
SPECIFICATION AND SPACE ARCHITECTS FLOOR

PLAN "GF_PLAN-2403993" DATED 17.10.2023

THE EMPLOYER GIVES NO WARRANTY IN RELATION TO THE
ACCURACY OR COMPLETENESS OF ANY DOCUMENTS OR

REPORTS INCLUDED WITH THE TENDER PACK. THE
CONTRACTOR IS LIABLE FOR THE DESIGN OF THE WORKS

STRUCTURAL STEELWORK SHOWN IN LINE WITH
TOPPING ENGINEERS' DRAWINGS

"24246-DR-S-0300-P1" TO "24246-DR-S-0390-P1"
DATED 25.09.2024

SUBSTRUCTURE SHOWN IN LINE WITH
TOPPING ENGINEERS' DRAWINGS

"24246-DR-S-0002-P1" TO
"24246-DR-S-0221-P1" DATED 25.09.2024

A 06/12/2024 Entrance layout updated to reposition doors central to ridge. Sales floor amended to 22.6m, canopy, soffit, and timber 
fascia detail updated in line with comments received
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