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DO NOT SCALE FROM THIS DRAWING.

IF THIS DRAWING HAS BEEN RECEIVED ELECTRONICALLY, IT
IS THE RECIPIENTS RESPONSIBILITY TO PRINT THE
DOCUMENT TO THE CORRECT SCALE.

ALL DIMENSIONS ARE IN METRES UNLESS OTHERWISE
STATED.

THIS DRAWING SHOULD BE READ IN CONJUNCTION WITH
ALL RELEVANT ENGINEER AND SPECIALIST DRAWINGS AND
SPECIFICATIONS.

ALL WORK TO BE COMPLETED IN LINE WITH MANCHESTER
CITY COUNCIL GUIDANCE, AND TO THE SATISFACTION OF
THE MANCHESTER CITY COUNCIL.

IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
EXECUTE THE WORKS AT ALL TIMES IN STRICT
ACCORDANCE WITH THE REQUIREMENTS OF THE HEALTH
AND SAFETY AT WORK ACT 1974, AND THE C.D.M.
REGULATIONS 2015. THE CONTRACTOR WILL BE DEEMED TO
HAVE ALLOWED FOR FULL COMPLIANCE WITHIN THEIR
RATES.

THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT
ALL WORKS ARE TO THE SATISFACTION OF THE ENGINEER,
AND SHALL BE DEEMED TO HAVE INCLUDED WITHIN THEIR
RATES FOR ANY NECESSARY TESTING.

ALL ROAD MARKINGS TO COMPLY WITH TRAFFIC SIGNS
MANUAL (TSM) CHAPTER 5 AND THE TRAFFIC SIGNS AND
GENERAL DIRECTIONS (TSRGD) 2016.

PROPOSED ROAD MARKINGS AND STUDS TO TIE IN WITH
EXISTING ROAD MARKINGS.

ALL GULLIES ARE TO BE PROTECTED WITH SPILL STOPS
WHILE LINING WORKS ARE CARRIED OUT.

EXACT LOCATIONS OF EXISTING ROAD MARKINGS SHOWN
INDICATIVELY AND SUBJECT TO CHANGE UNTIL RECEIPT OF
FULL TOPOGRAPHICAL SURVEY. LOCATIONS ESTIMATED
FROM OS INFORMATION.

KEY:

PROPOSED ROAD MARKINGS

EXISTING ROAD MARKINGS TO BE REFRESHED
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