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Date: Ref:

Project:

     Tel: 01256 766207   Email: sales@noico.co.uk

Wt. Noise Vol. PD

W H L Kg Criteria m³/s Pa 63 125 250 500 1K 2K 4K 8K

1 ATT01 - EF01 A 20/900 600 600 900 39 0.5 20 1 9 13 20 35 50 45 38 36

2 ATT02 - SF01 A 20/900 500 500 900 31 0.41 28 1 9 13 20 35 50 45 38 36

3 ATT03 - FF-01 F TA/900 /ME 250 Dia 900 13 0 1 5 8 11 22 26 24 17 9.8

Note: ATT03 to be made in 316 Stainless Steel

fully welded with melinex infil

Painted Matt Black to external surfaces

Type A: Rectangular attenuator. Flanged. Type E: Cylindrical attenuator with tapped inserts. CODES:

Type B: Rectangular attenuator. Spigot ends. Type F: Cylindrical attenuator with spigot connections. ME: Melinex wrapped infill. H: Horizontal splitters.

Type C: Vertical Bend attenuator. TA = straight though   TAP = with internal pod. CRP: Chlorinated rubber paint (internal surfaces only) S/S: Stepped spigots.

Type D: Horizontal Bend attenuator. Type G: Louvre. P: Plenum section.

 INSERTION LOSS 

SCHEDULE

Item Location Type Model
Dimensions mm

2406007-4B

Qty

5 June 2024

86 Cross Street - Manchester

Insertion Loss (Hz)


