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d Ceramic fibre
based glazing
tape

Mild steel glazing bead

Drop Seal

Mild steel profile

Minimum 50mm non
combustible threshold
strip to break floor finish -
indicative only - by others10

25mm Pyroguard T-EI60 25-3
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25

FLF - 515
Terrazzo Tile
FLF - 515
Adhesive

Bonded Screed

Existing Structure

5mm min / 30mm max. Pack fixings with
hardwood or steel packers/ shims. Tightly
fill the space between the packers with
Corofil C144 mineral woolstrips. Back-fill to
the Corofil with continuous bead of fire
rated silicone sealant (e.g. Dowsil 700 or
Kerafix)
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Ceramic fibre based
glazing tape

Mild steel glazing bead
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Dome Head Screw

±2
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50

25mm Pyroguard T-EI60 25-3

Mild steel profile

69
65

Gypsum-based system with
steel channel - Ø6.3 self
tapping screw or Ø6.3 Tek Self
Drilling screw or M6 Machine
Screw Embedment depth -
through steel

2mm thick steel channel fitted
inside standard stud to be full
height of glazed fire rated screen -
by others

Insulation to bulkhead cavity must
suit fire rating period. Min 2x12.5mm
thick Type F board to all sides of
drywall. Minimum stud width 48mm
- indicative only - by others
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25 Ceramic Fibre Based
Glazing Tape

Mild Steel Bead

ED250 Power Assisted Door
Closer: Finish to be powder
coated to match the frame

Mild Steel Profile

Thermal Dictator Bolt

Ceramic Fibre Based
Glazing Tape

Mild Steel Bead
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25mm Pyroguard T-EI60 25-3
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50mm x 3.18mm
Shoreditch Bar
bonded to glass - See
elevation for setting out

50

Fire door
Keep shut

Fire door
Keep shut

Thermal
Bolt
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1818 Visible glass
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1978 Min. S/O Width TBC

3 hinges required for
POWER ASSIST
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Fire door signage
to be set at 1500 -
2000mm high.
(Location to be
confirmed by
architects)

1no Fire Alarm Interface - by others

1no 240V 13 amp switched fused plug socket
with clean supply. Localized to door - by others

1978 Min. S/O Width TBC

1958 Overall Door Frame Width

933 Door Leaf Width 933 Door Leaf Width

800 Part M Compliant 800 Part M Compliant

Door Stop - Location TBC to
prevent trip hazard

FIRE SIDE TBC

00.C2
SOUTH LIFT CORE

00.C1
NORTH LIFT CORE

FIRE SIDE TBC

00.03
RECEPTION

D.7
DRG-0004

D.7
DRG-0004

D.8
DRG-0004

D.8
DRG-0004

D.9
DRG-0004
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25

65

5-30mm packing
zone consisting of
metal packer (to
fixing locations),
mineral insulation to
cavity and fire
resistant silicone cap
to either side

Ceramic
fibre based
glazing tape.

25mm
Pyroguard
T-EI60/25-3
Glass

Mild steel
glazing
bead

Hinge:
Finish TBC

70

Gypsum-based system with steel
channel - Ø6.3 self tapping screw or
M6 Machine Screw Embedment depth
- through steel

12
3

2

12
7

Insulation to drywall cavity must suit
fire rating period. Min 2x12.5mm
thick Type F board to all sides of
drywall. Minimum stud width 48mm
- indicative only - by others

2mm thick steel channel (inside dimension
to suit stud width) to outside of standard
stud to be full height of glazed fire rated
screen - with optional timber noggin-  by
others

25mm x 3.18mm
Shoreditch Bar
bonded to glass

25

1mm minimum
expansion gap filled
with silicone - to all
four corners of doors
and screens.

Glazing beads that
are up to  1500mm
long will be cut 2mm
short of tight,
allowing 1mm for
expansion at each
end when centred.
Beads that are
longer than 1500mm
will be cut for 2mm
expansion at each
end. The resulting
gaps should be filled
using the same
silicone as for the
bead perimeter with
the glass.
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25

25
25

Ceramic fibre based
glazing tape.

25mm Pyroguard
T-EI60/25-3 Glass

Mild steel glazing
bead

Cranked Pull
Handle

1978 Min. S/O Width TBC

FIRE SIDE TBC

00.C2
SOUTH LIFT CORE

00.C1
NORTH LIFT CORE

FIRE SIDE TBC

00.03
RECEPTION

1818 Visible Glass

EQ EQ

D.5
DRG-0004

D.6
DRG-0004

D.6
DRG-0004

D.5
DRG-0004

D.10
DRG-0004

EQ EQ

70

10
Mild steel glazing bead

Ceramic fibre based glazing tape.

25mm Pyroguard T-EI60/25-3 Glass

50 20

25

70

65

25

5-30mm packing zone consisting of metal
packer (to fixing locations), mineral
insulation to cavity and fire resistant
silicone cap to either side
Gypsum-based system with steel
channel - Ø6.3 self tapping screw or
M6 Machine Screw Embedment depth
- through steel

12
3

2

12
7

Insulation to drywall cavity must suit
fire rating period. Min 2x12.5mm
thick Type F board to all sides of
drywall. Minimum stud width 48mm
- indicative only - by others

2mm thick steel channel (inside dimension
to suit stud width) to outside of standard
stud to be full height of glazed fire rated
screen - with optional timber noggin-  by
others

25mm x 3.18mm
Shoreditch Bar
bonded to glass

25

90mm x 3.18mm
Shoreditch Bar
bonded to glass

90
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Safety Health & Environmental Information Box

Construction Risks

This project uses only materials that have been used in this manner before. From a
Designers viewpoint,
Optima do not envisage any specific Construction issues to communicate.

Maintenance / Cleaning Risks

Optima, in the main, provide office partitioning. The components (specifically the glass
are tested to the relevant national or international standards of the day). As such
CLEANING and MAINTENANCE of this product reveal no specific risks. However, Optima
would point out that all persons involved with maintenance and cleaning should
themselves be subject to their own employer's specific risk assessment process. Special
care should be taken if working at height. In such cases the regulations of the day apply.
Optima do not recommend any loadings against its products.

Demolition / Adaptation Risks

From the viewpoint of a Designer, Optima have identified no significant risks for
demolition and adaptation.
However, the usual risk assessments are presumed as implemented by the company
proposing demolition and/or adaptation.

Environmental / Recycling

Much of the Optima range of project is relocate- able. See original terms and conditions
for clarification.
Environmental issues are subject to the law of the day.

In addition to the hazards / risks normally associated with the types of work detailed on this drawing take note of the
above.

It is assumed that all works on this drawing will be carried out by a competent contractor working where appropriate,
to an approved method statement.
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Technishield 65
60/60 FR NR Double Leaf Door

with Overpanels

1:2/1:10 50489-OPN-ZZ-GF-DR-X-0004 P03

60/60 FR NR Door with Overpanel1 SECTION - Technishield 65
Scale 1:2

60/60 Double Leaf NR Door with Overpanel2 ELEVATION - Technishield 65
Scale 1:10

60/60 Double Leaf NR Door with Overpanel3 PLAN - Technishield 65
Scale 1:10

Hinge7 PLAN DETAIL
Scale 1:2 Shoreditch Bar8 PLAN DETAIL

Scale 1:2 Meeting Stile9 PLAN DETAIL
Scale 1:260/60 Overpanel4 PLAN - Technishield 65

Scale 1:10

Wall Abutment5 PLAN DETAIL
Scale 1:2 Shoreditch Bar6 PLAN DETAIL

Scale 1:2

Fire Specification
Fire Rating

Partition Door

Fire Certificate Reference

Partition Door

CF5204 (Page 48) CF5204 (Page 48)

Technical Guide Reference

Partition Door

Page 216 (23.03.20) Page 216 (23.03.20)

60/60

i
CDM Communication Symbols

System with fire rating of 60/60

60/60

General Information Table
Type Reference

Partition Door

N/A Technishield 65

Floors GF

Reference No.

Partition No. Door No.

N/A D-01-01 and D-00-05

Acoustic Rating

Partition Door

N/A Rw30dB Max.

Ironmongery Set Reference
Cranked pull handle, power
assist, access control, door stops
and hinges

Framework Finish

Partition Door

RAL 6020 RAL 6020

Door Leaf Finish RAL 6020/Glass

Trim finish RAL 6020

Deflection N/A

Structural Loads N/A

Glass Specification

Partition Door
25mm Pyroguard T-EI60/25-3
Glass

25mm Pyroguard T-EI60/25-3
Glass

Glass Edge Cover 15mm minimum

Manifestation
Part K Manifestation BY OTHERS
(Indicative Only)

Please Note:
All measurements to be taken from site prior to
manufacture.
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Shoreditch Bar10 PLAN DETAIL
Scale 1:2
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