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PLEASE REFER TO LULULEMON FINISHES SCHEDULE. ALL FINISHES x
TO BE VALIDATED BY LULULEMON

ALL WALLPAPER AND WALL COVERING FABRICS TO BE FIRE RATED
AND APPROVED BY THE LANDLORD PRIOR TO INSTALLATION

THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE
WRITTEN FINISHED DIMENSIONS. ANY DISCREPANCIES BETWEEN THE DRAWING
AND THE OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A
DRAWING OR BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE
ARCHITECT/CA.

ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.
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gi— — — CLASS 0 RATING. MDF TO BE ACHIEVE CLASS 0 RATED.
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S m ™ T o CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE
RATING CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED
E— FOR H&FBC APPROVAL.
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‘ ‘ ‘ ‘ ‘ REMOVED SHOULD BE DONE WITH CARE SO NOT TO DISTURB EXISTING FIRE
PROTECTION
WHERE EXISTING FLOORING REMOVED, EXISTING SLAB / SCREED TO BE
SCARIFIED AND PREPARED TO RECEIVED NEW LEVELLING COMPOUND
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WORKS OR PENETRATIONS TO THE EXISTING STRUCTURE TO BE CARRIED OUT
30001/ 1 .50 TO SE DETAIL AND SPECIFICATIONS.
PLEASE REFER TO LULULEMON FINISHES SCHEDULE
PLEASE REFER TO DRAWINGS SERIES 11 FOR MILLWORK PLANS AND
DESCRIPTIONS
PLEASE REFER TO LULULEMON MILLWORK DRAWINGS FOR FURNITURE
DIMENSIONS AND SETTING OUT
NOTE: UNIT LAYOUT AND DIMENSIONS SUBJECT TO REVIEW OF SHELL AND
CORE HANDOVER AND SURVEY. SET-OUT DRAWINGS TO BE UPDATED
FOLLOWING STRIP-OUT. MILLWORK AND WALL PANELS SETOUT TO BE
UPDATED FOLLOWING MILLWORKERS UPDATED DRAWINGS.
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