
4
5
6
7
8
9
10
11
12
13

4
5
6
7
8
9
10
11
12
13

456789
101112

456789
10111213

456789
10111213

4
5
6
7
8
9
10
11
12
13

4 5 6 7 8 9 10 11 12 13

4 5 6 7 8 9 10 11 12 13

4 5 6 7 8 9 10 11 12 13

4 5 6 7 8 9 10 11 12 13

4 5 6 7 8 9 10 11 12 13

4 5 6 7 8 9 10 11 12 13

4
5
6
7
8
9
10
11
12
13

4
5
6
7
8
9
10
11
12
13

FFL 95.15m

FF
L 

95
.3

0m

FFL
94.50m

FFL 96.30m

FF
L

96
.1

5m

FFL 95.80m

FF
L 

95
.1

0m

FF
L 

94
.5

0m

F

F

F

F

F

F

EX C.W MH 4302
C.L 94.400
I.L N/A

EX C.W MH 4415
C.L 95.000
I.L 93.150

EX C.W MH 4307
C.L 96.050
I.L 92.610

EX C.W MH 4305
C.L 91.680
I.L 87.730

EX C.W MH 4301
C.L 94.450
I.L N/A

Diam 1050
Grad 1 in 400

CONC
17.466m

PN1.002

I.L92.333

Diam 1050
Grad 1 in 400

CONC

10.433m

PN1.003

I.L92.290

Diam 1050

Grad 1 in 400

CONC
44.324m

PN1.004

I.L92.264

Di
am

 2
25

Gr
ad

 1
 in

 1
70

CL
AY

9.
03

1m
PN

1.
00

5
I.L

92
.1

53

Diam 225 Grad 1 in 170

CLAY 11.009m PN1.006

I.L92.035
I.L92.100

S6
C.L95.246
2400Ø

S5
C.L94.464
2700Ø

C2
C.L95.695
1200ØC1

C.L96.054
1500Ø

Di
am

 1
05

0

Gr
ad

 1
 in

 4
00

CO
NC

15
.4

09
m

PN
2.

00
0 I.L

92
.3

03

S9
C.L95.204
2700Ø

S4
C.L94.318
3000Ø

Di
am

 2
25

Gr
ad

 1
 in

 1
00

CL
AY

16
.5

00
m

PN
3.

00
0

I.L
93

.3
78

Diam 225 Grad 1 in 91

CLAY 21.319m
PN3.001

I.L92.978

I.L93.213

S11
C.L94.738
1200Ø

S10
C.L95.284
1200Ø

S3
C.L96.275
2700Ø

Diam 150
Grad 1 in 150

CLAY
16.096m

PN1.001

I.L93.492

Diam 150

Grad 1 in 150

CLAY
10.151m

PN1.002

I.L93.385

Diam 150 Grad 1 in 150

CLAY 29.863m
PN1.003

I.L93.317

Diam 150
Grad 1 in 150

CLAY
4.623m
PN1.004

I.L93.087

I.L93.118

F5
C.L95.046
1200Ø

F4
C.L94.442
1200Ø

F3
C.L94.386
1200Ø

F2
C.L96.157
1200Ø

F1
C.L96.090
1500Ø

Di
am

 1
50

Gr
ad

 1
 in

 8
0

CL
AY

11
.9

24
m

PN
1.

00
0

I.L
93

.0
00

Diam 150 Grad 1 in 80

CLAY
18.035m

PN1.001

I.L92.626

I.L92.851

F9
C.L95.024
1200Ø

F8
C.L95.190
1200Ø

F7
C.L96.355
1200Ø

150Ø

150Ø

150Ø

C.L 98.400
I.L  94.430

G
G

G
G

G

GG

G

Diam 150
Grad 1 in 80

CLAY
18.035m

PN1.002

15
0Ø

150Ø

150Ø

15
0Ø

 VC

22
5Ø

 VC
2700mmØ PCC Control MH S3
with Optimum type Hydrobrake control
2.05m head @ 6.0/s Orifice Size =
100mm
MD-SHE-0100-6000-2050-6000
I.L 92.153m AOD   C.L 96.275m AOD

86m² x 0.8m Offline Aquacell Tank  (or similar) to be set
above the 30yr W.L @ I.L 93.400m AOD and soffit level
94.200m AOD to provide an attenuation volume
equivalent to 68.8m³

C1 to be formed on existing combined
water sewer as part of S104 agreement
I.L to be confirmed through slot trench
prior to start of works

Connection into existing MH 4307.
Manhole may require rebuilding if
benching isn't suitable - to be agreed with
U.U
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PRELIMINARY

GENERAL NOTES

1. SETTING OUT SHALL BE UNDERTAKEN USING ONLY THE INFORMATION GIVEN. DISTANCES SHOULD NOT BE SCALED FROM THIS DRAWING.

2. ALL SEWERS SHALL BE CONSTRUCTED IN ACCORDANCE WITH DCG AND UNITED UTILITIES DETAILS & GUIDELINES.

3. THE MINIMUM GRAVITY PIPE DIAMETER UNDER ADOPTABLE HIGHWAYS SHALL BE 150MM

4. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO VERIFY ALL INFORMATION GIVEN WITH REGARDS TO EXISTING SERVICES AND
DRAINAGE CONNECTIONS ETC. PRIOR  TO COMMENCING THE WORKS. THE RATES SHALL INCLUDE FOR HAND DIG AROUND SERVICES
WHERE NECESSARY. THE CONTRACTOR SHALL ADHERE TO THE CDM REGULATIONS AT ALL TIMES

5. THE OUTSIDES OF ALL SEWERS SHALL BE A MINIMUM OF 1.0M FROM KERB LINES AND THE OUTSIDE OF MANHOLES SHALL BE A MINIMUM
OF 0.5M FROM KERB LINES

6. EXISTING FLOWS IN WATERCOURSES, SEWERS AND LAND DRAINS SHALL BE MAINTAINED AT ALL TIMES 7. ONLY TRAINED PERSONNEL
SHALL BE PERMITTED TO  ENTER CONFINED SPACES

7. ALL MATERIALS TO BEAR THE RELEVANT B.S. KITEMARK AND COMPLY FULLY WITH THE SPECIFICATIONS. ALL CONCRETE & CONCRETE
PRODUCTS MUST USE SULPHATE RESISTANT CEMENT (UNLESS THE SITE INVESTIGATION REPORT PROVES THAT SULPHATE ATTACK
FROM SOILS AND GROUNDWATER WILL NOT OCCUR TO WITHSTAND A CLASS

8. ALL OPENING NOTICES ETC. AS REQUIRED UNDER HIGHWAYS ACTS ETC. ARE TO BE OBTAINED PRIOR TO COMMENCEMENT OF WORKS.
ALL WORKS ARE TO BE INSPECTED BY L.A., NHBC OR THE NETWORK OPERATOR AS APPLICABLE.

9. WHERE "ULTRA RIB" UPVC PIPES (OR SIMILAR APPROVED) ARE USED  IN ADOPTABLE DRAINAGE THEY SHALL STILL BE HANDLED AND
LAID IN  ACCORDANCE WITH THE SPECIFICATION AND GUIDANCE ISSUED BY THE  HIGH PERFORMANCE PIPE ASSOCIATION.

10. A CLASS S BED AND SURROUND MUST BE USED FOR SUCH PIPES. TRENCH BACKFILL IN HIGHWAYS TO WITHIN 1M OF HIGHWAY SHALL,
AS DIRECTED BY THE HIGHWAY AUTHORITY BE A SUITABLE GRANULAR MATERIAL ALL IN ACCORDANCE WITH SEWERS FOR ADOPTION
CL. 4.3.4. 12. SLAB LEVELS SHALL NOT BE VARIED WITHOUT REFERENCE TO THE ENGINEER FOR GUIDANCE

11. DOMESTIC DRAINAGE SHALL BE TO BUILDING REGULATIONS APPROVED DOCUMENT H. 110MM U.P.V.C. PIPES LAID TO THE FOLLOWING
MINIMUM FALLS UNLESS OTHERWISE SHOWN.

 FOUL         S.W.
HEAD RUN   1 IN 40      1 IN 60
ELSEWHERE   1 IN 80      1 IN 100

   12. POLYPROPYLENE INSPECTION CHAMBERS TO BE PROVIDED TO ALL PRIVATE DRAINAGE LESS  THAN 1.10m DEEP. WHERE PRIVATE
DRAINAGE RUNS ARE DEEPER THAN 1.10m, REDUCED ACCESS CHAMBERS TO BE PROVIDED.

   13.     WHEREVER PLASTIC PIPES ARE TO BE USED FOR THE CONSTRUCTION OF ADOPTABLE DRAINAGE, STRUCTURED WALL PLASTIC PIPES MUST BE USED WHICH MUST
COMPLY WITH BS EN 13476-1 AND WIS 4-35-01

LEGEND

PROPOSED SURFACE WATER SEWER MANHOLE - TO BE ADOPTED UNDER A S104 AGREEMENT  

PROPOSED FOUL WATER SEWER  MANHOLE      -  TO BE ADOPTED UNDER A S104 AGREEMENT  

EXISTING COMBINED WATER MANHOLE

PROPOSED FOUL WATER SEWER

PROPOSED SURFACE WATER SEWER

PROPOSED FOUL 1200mmØ PCC DRAG OUT MH 
(TO BE AGREED WITH UU FIELD INSPECTOR)
PROPOSED SURFACE WATER 1200mmØ PCC DRAG OUT MH 
(TO BE AGREED WITH UU FIELD INSPECTOR)

HIGHWAY GULLYG

53.000 FINISHED FLOOR LEVEL 

ACO CHANNEL (OR SIMILAR)
ACO

SUBJECT TO TECHNICAL APPROVAL

SUBJECT TO TECHNICAL APPROVAL

POROUS PAVING - FOR WATER QUALITY ONLY

EXISTING SEWER EASEMENT

RED LINE BOUNDARY 

PROPOSED COMBINED WATER SEWER  MANHOLE   -  TO BE ADOPTED UNDER A S104 AGREEMENT  
SUBJECT TO TECHNICAL APPROVAL
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