
LOUNGE

HALL

KITCHEN

DINING ROOM

WC

18
70

3750

1040

10
60

17
40

17
40

58
0

880

65
0

3450

53
0

15
95

67
0

13
30

3230 150

58
0

P ro p o s e d
G ro u n d F lo o r P la n

Scale
1:50 @ A3

Drawing No.
089_L12_01

Notes
 
© Editional Studio Ltd. All rights as per the 
Copywrite and petents Design Act 1988 have 
been asserted.

All dimensions to be checked on site.

Existing Walls

Key

New Walls

External / Internal Wall Insulation

New External Walls

Steels above

Demolition

Project

Drawing

0.50 1 m

E D I T I O N A L
S T U D I O

Contact
post@editionalstudio.com

7 B R O O K B U R N  R O A D

Date
15.10.24

F O R  P L A N N I N G

NOTES

- Window dimensions are to the structural 
opening sizes. Dimensions are for quotation 
purposes only - not for manufacturer. To be 
checked on site.

REVISIONS

15.10.24 * Planning Submission
11.11.24 A Flood Risk info added.
18.11.24 B Boundary treatment + 
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Living / 
Play room

Kitchen

Dining Room

WCdryerWM

bench

fridge /
freezer

oven 
stack

rooflight above

Covered external area

boundary line

New sash window to match existing ground floor 
windows

site boundary

High-performing timber-clad glazed extension

Timber, triple glazed sliding 
windows, painted green to 
finish

Timber + triple glazed double 
door,  painted green to finish. 
Existing opening adjusted.

Step up into new kitchen / dining area, to 
accommodate added floor insulation and UFH 
throughout kitchen, dining & lounge.

New beam to support opening between existing 
+ extension

rooflight above

New beam to support enlarged opening

50 x 100 Timber posts @580mm c/c to suppoort 
roof above. TBC by SE.

ASHP

Existing brick wall of 'Manchester Window' 
built up to provide ledge for roof light to afix 
to. 

Step +200

50 x 150mm roof joists @580mm c/c to suppoort 
roof above. TBC by SE.

50 x 100 Timber posts @580mm c/c to suppoort 
roof above. TBC by SE.

Timber sliding windows

Existng wall extended beyond full length of 
extension and raised to 1.8m high with 0.7m 
trellis above for screening up to 2.5m.

External steps down to 
garden level

WMWater
Tank

External wall insulation with 
lime render. Finish: white

Internal woodfibre insulation 
with lime plaster finish

10KW Midea ASHP -  945H x 410 D x 1385W. Raised +350mm 
from ground level for flood protection.
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Glazed roof to provide light to kitchen / 
dinner below.

rooflight

External wall insulation with 
lime render. Finish: white

Internal woodfibre insulation 
with lime plaster finish

Existing Walls

Key

New Walls

External / Internal Wall Insulation

New External Walls

Steels above

Demolition

Small portion of flat roof / flashed over to 
cover existing Manchester Window.

Timber structure @580mm c/c to suppoort 
roof above.
Finish. : painted green

Slate

Window opening adjusted.
New window triple galzed, white uPVC to match 
existing house
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Roof line extended to cover 
external wall insulation
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Glazed roof cover to side extension / sheltered 
canopy. Timber framed glazing finshed in green 
to match windows to extension. 

50 x 100 Timber posts @580mm c/c to suppoort 
roof above. TBC by SE.

Existing brick wall extended by 300mm to 1.8m 
high to provide privacy to neighbours.

150mm Woodfibre External wall 
insulation with lime render. 
Finish: white

Slate roof extended to cover 
external wall insulation.

100mm Timber trellis with 50mm gaps up to 2.5m 
high to provide screening to neighbours



Notes
 
© Editional Studio Ltd. All rights as per the 
Copywrite and petents Design Act 1988 have 
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All dimensions to be checked on site.
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Glazed roof cover to side extension / sheltered canopy. Timber 
framed glazing finshed in green to match windows to 
extension. 

150mm Woodfibre External wall insulation with lime render. 
Finish: white

Slate roof extended to cover 
external wall insulation.

New window triple galzed, white uPVC to match existing house. 
Window opening adjusted (from existing red dashed outline). 

50 x 100 Timber posts @580mm c/c to suppoort 
roof above. TBC by SE.

Timber + triple glazed double door, painted green to finish. Existing 
opening adjusted (from existing red dashed outline). 

FFL raised by 200mm to account for insulation + UFH.
Floor levels raised by +350 from external gournd level to ensure 
flooding risk is mitigated. 
All floor fnished on the ground floor to be waterproof eg. tiles to 
reduce potential flood damage.

External steps down to garden level High-performing timber-clad glazed 
extension

Timber + triple glazed double door, painted 
green to finish.

Timber cladding, natural finish, stained white

GROUND LEVEL +24m 

GFL+24.35m 

10KW Midea ASHP -  945H x 410 D x 1385W. Raised +350mm 
from ground level for flood protection.

Existing brick wall extended to 1.8m high to 
provide privacy to neighbours. 
1.8m high timber fencing to run along full length 
of boundary down to brook.

100mm Timber trellis with 50mm gaps up to 2.5m 
high to provide screening to neighbours
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High-performing timber-clad glazed 
extension

New sash window to match existing ground 
floor windows

Glazed roof cover to side extension / sheltered canopy. Timber 
framed glazing finshed in green to match windows to 
extension. 

150mm Woodfibre External wall insulation with lime render. 
Finish: white

50 x 100 Timber posts @580mm c/c to suppoort 
roof above. TBC by SE.

Timber + triple glazed window, painted 
green to finish. 

External steps down to garden level

Timber cladding, natural finish, 
stained white

Slate roof to match existing with projecting roof light finsihed in 
lead flashing

10KW Midea ASHP -  
945H x 410 D x 1385W. 
Raised +350mm from 
ground level for flood 
protection.
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Glazed roof cover to side extension / sheltered canopy. Timber 
framed glazing finshed in green to match windows to 
extension. 

50 x 100 Timber posts @580mm c/c to suppoort 
roof above. TBC by SE.

10KW Midea ASHP -  945H x 410 D x 1385W. 
Raised +350mm from ground level for flood 
protection.
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purposes only - not for manufacturer. To be 
checked on site.
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Glazed roof cover to side extension / sheltered canopy. Timber 
framed glazing finshed in green to match windows to 
extension. 

150mm Woodfibre External wall insulation with lime render. 
Finish: white

50 x 100 Timber posts @580mm c/c to suppoort 
roof above. TBC by SE.

Slate roof to match existing with projecting roof light finsihed in 
lead flashing

Proposed brick wall extended by 300mm to 1.8m 
high and along the full length of extension to 
provide privacy to neighbours.

100mm Timber trellis with 50mm gaps up to 2.5m 
high to provide screening to neighbours

Existing 1.5m high brick wall.

1.8m high timber fence panels along boundary 
line to brook.
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