SURFACE WATER MANHOLE SCHEDULE

NOTES

FOUL WATER MANHOLE SCHEDULE

MH 1D Easting (m) NORTHING (m) L (m) CL (m) DEPTH (m) MH ¢ (mm) | COVER TYPE
1 385051814 398316.440 46,850 0.750 300 | D400
RECESSED
46.100
52 385042.002 398304.346 45950 46,850 0.900 300 | D400
RECESSED
45.950
53 385038.296 398301.936 45850 46.850 1,000 300 | D400
RECESSED
45,850
S4 385042.002 398296.218 45.750 46,600 0.850 450 | D400
RECESSED
45750
$5 385043.139 398294.485 45.250 46,550 1.300 1200 | D400
RECESSED
45.250
57 385037.957 398301.213 46.100 46,850 0.750 450 | D400
RECESSED
46.100
58 385041.776 398295.330 45750 46.600 0.850 450 | D400
RECESSED
45750

MH 1D Easting (m) NORTHING (m) L (m) CL (m) DEPTH (m) MH ¢ (mm) | COVER TYPE
F1 385051.759 398317.027 46.850 1.350 300 | D400
RECESSED
45,500
F2 385042.112 398305.160 45.350 46.850 1,500 300 | D400
RECESSED
45.350
F3 385036338 398301.608 45.280 46.850 1570 450 | D400
RECESSED
45.280
F4 385040.701 398295.437 45.200 46,610 1.410 450 | D400
RECESSED
45.200
COMBINED MANHOLE SCHEDULE
MH 1D Easting (m) NORTHING (m) L (m) CL (m) DEPTH (m) MH ¢ (mm) | COVER TYPE
1 385042.675 398293.279 £5.150 46,550 1.450 450 | D400
45.150 RECESSED
45.100

GENERAL

1. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED OTHERWISE.

ALL LEVELS ARE IN METRES UNLESS NOTED OTHERWISE.

2. ALL LEVELS RELATE TO ORDNANCE DATUM UNLESS NOTED OTHERWISE.

3. DO NOT SCALE FROM THIS DRAWING. USE FIGURED DIMENSIONS ONLY.

4. ANY DISCREPANCIES TO BE REPORTED IMMEDIATELY TO THE ENGINEER.

5. THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECTS, SUBCONTRACTORS AND SPECIALISTS DRAWINGS AND SPECIFICATIONS.
6. THIS DRAWING IS COPYRIGHT © PROPERTY OF SHEAR DESIGN LIMITED.

SURVEY: THE BACKGROUND TOPOGRAPHICAL SURVEY IS BASED ON ADVANCED
SITE ENGINEERING SURVEYS (ASES) DRAWING '24321-T' DATED MARCH 2021

LAYOUT: THE BACKGROUND SITE LAYOUT IS BASED ON SIMPSON HAUGH ROOF
LAYOUT DRAWING

HIGHWAY AUTHORITY CONSULTATION: ALL WORKS WITHIN THE ADOPTED HIGHWAY
ARE TO BE CARRIED QUT IN ACCORDANCE WITH THE MANCHESTER CITY COUNCIL
REQUIREMENTS

EXISTING UTILITIES: FURTHER TO ANY AVAILABLE UTILITY INFORMATION,
CONTRACTOR IS TO UNDERTAKE FURTHER SCANS / SURVEYS TO VERIFY THE
LOCATION AND DEPTHS OF ANY EXISTING SERVICES PRIOR TO COMMENCEMENT
OF ANY CONSTRUCTION WORKS.

THE CONTRACTOR IS RESPONSIBLE FOR CONFIRMING ALL ONSITE

LEVELS/BENCHMARKS PRIOR TO CONSTRUCTION AND/OR ORDERING OF
MATERIALS.

ALL SETTING OUT OF RWP/SVP POSITIONS IS THE RESPONSIBILITY OF THE
ARCHITECT.

NOTES:

1. EXISTING LEVELS, CONTOURS AND SITE INFORMATION TAKEN FROM
TOPOGRAPHICAL SURVEY.

2. AL EXISTING LEVELS & DRAINAGE LEVELS TO BE CONFIRMED ON SITE
PRIOR TO COMMENCEMENT OF WORKS. ALL FINDINGS TO BE REPORTED TO
THE ENGINEER.

2.1. LEVEL OF PROPOSED OUTFALLS / CONNECTIONS TO SEWER/S TAKEN
AND/OR EXTRAPOLATED FROM EXISTING SEWER RECORDS. INVERT
LEVEL, PIPE SIZE & CONDITION OF ALL OUTFALL CHAMBERS TO BE
SURVEYED BY CONTRACTOR ON SITE AND ALL FINDINGS REPORTED TO
THE ENGINEER.

3. REFER TO SITE TOPOGRAPHICAL SURVEY FOR DETAILS OF EXISTING SITE
CONDITIONS AND BENCH MARKS.

4. PRIOR TO COMMENCEMENT OF THE WORKS THE CONTRACTOR SHALL LIAISE
WITH ALL RELEVANT AUTHORITIES TO LOCATE, PROTECT AND WHERE
NECESSARY DIVERT ALL EXISTING SERVICES AFFECTED BY THE WORKS:

5. POSITION, ROUTE OF AND IMPACT TO EXISTING SERVICES FOLLOWING THE
DEVELOPMENT TO BE CONFIRMED BY CLIENT.

6. CLIENT / CONTRACTOR TO SEEK PERMISSION FOR ALL WORKS WITHIN
PUBLIC LAND OR WITHIN LAND NOT WITHIN THE CLIENTS OWNERSHIP.

7. SCHEMATIC CONNECTION PLANS ARE NOT TO BE USED FOR TENDER OR
CONSTRUCTION PURPOSES.

8.  ALL SETTING OUT OF DRAINAGE POINTS (RWPs/SVPs ETC) BY ARCHITECT
OR M&E ENGINEER.

9. ABOVE-GROUND SURFACE WATER DRAINAGE DESIGNED BY OTHERS.

10.  NUMBER AND POSITION OF RWP OUTLETS FROM HIGH LEVEL, ARE SUBJECT
TO DETAILED DESIGN BY OTHERS

11. NUMBER AND POSITION OF BLUE ROOF OUTLETS TO BE CO—ORDINATED
WITH SPECIALIST DESIGNER AT DETAILED DESIGN STAGE.

12. FOUL DRAINAGE IS SHOWN INDICATIVELY AND IS SUBJECT TO DETAILED
DESIGN.

13. THIS DRAWING IS FOR TENDER PURPOSES ONLY AND SHOULD NOT BE
USED FOR CONSTRUCTION.

14, THE PROPOSED DISCHARGE RATE OF 5 L/s HAS BEEN AGREED IN
PRINCIPLE WITH THE LEAD LOCAL FLOOD AUTHORITY AND UNITED UTILITIES.

15. MANHOLE TYPES:

15.1. 300mm¢ - TYPE E
15.2.  450mm¢ - TYPE D
15.3. 1200mm¢ - TYPE B
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AMENDMENTS

CLIENT:

ANCOATS MANCHESTER LTD

PROJECT:

BANKSIDE HILTON MOTTO
ANCOATS, LAYSTALL STREET

TITLE:

PROPOSED MANHOLE SCHEDULES
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Consulting Civil and Structural Engineers

7 Ashtree Court - Woodsy Close - Cardiff Gate Business Park - Cardiff - CF23 8RW
Tel: 029 2054 7000 - Fax: 029 2054 7001 - www.shear-design.com - enquiries @ shear-design.com
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