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Wall Finishes
AMB-Finishes-Existing 
Exposed Brick

AMB-Finishes-Existing 
Plaster (Localised 
Repairs)

AMB-Proposed-Finishes
-Paint

F7 C1

F7 C1

F7 C1

F7 C1

F7 C1

F11

1

2

Floor Finishes
F1

F2

F3

F4

F5

F6

F7

F8

F9

F10

F11

Cat B fit-out finishes on 
new timber boarding on 
new raised timber framed 
floor.
Cat B fit-out finishes on 
replacement timber floor.
Cat B fit-out finishes on 
repaired existing timber 
floor.
Cat B fit-out finishes on 
new levelling screed on 
existing concrete.
New tiled/vinyl finish on 
existing boarded floor.
Cat B fit-out finishes on 
new levelling screed on 
existing timber/concrete 
floor
Cat B fit-out finishes on 
acoustic treatment on 
repaired timber floor.
New vinyl/tiled finish on 
repaired existing timber 
floor.
Repaired existing timber 
floor
Tiling/timber finish on new 
raised timber floor.
Cat B fit-out finishes on 
acoustic treatment on 
repaired timber floor. New 
finishes in this location to 
have perpendicular 
orientation to indicate 
former stair position.

Ceiling Finishes
C1

C2

3

Ceiling boarded with 2 no. 
layers of plasterboard 
between downstand 
beams. To upgrade fire 
resistance.
Plasterboard trim to new 
glazed lantern light
N/A
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HW HWFinishes corrected.
01/07/2024
A

HW HWUpdated to indicate 
treatment of former 
stair location following 
Planner comments.

12/08/24
B

RGPlan revised following 
duct relocation23/10/2024

C

HW HWAdditional notes.
28/11/2024
D

Notes
1

2

Existing lift enclosure -carefully remove 
existing mesh infil and replace with new. 
Paintwork to be carefully brushed down and 
cleaned of any lose/friable paint.
Existing openings - frame retained and 
redecorated. New painted partition inserted 
to suit fire and acoustic separation 
requirements.
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