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DOMESTIC WATER SUPPLY NOTES:

1. DRAWING TO BE READ IN CONJUNCTION WITH SPECIFICATIONS &
SCHEMATICS.

2. REPORT ANY DISCREPANCIES TO THE DRAWING ORIGINATOR
IMMEDIATELY.

3. ALL DIMS ARE IN MM UNLESS STATED OTHERWISE.

4. DOMESTIC SERVICES SHALL COMPLY WITH BS EN 806, CIBSE
GUIDE G, THE BUILDING REGULATIONS & HSE ACOP L8 FOR
LEGIONELLA PROTECTION.

5. SUITABLE BACKFLOW PREVENTION MUST BE PROVIDED.

6. ALL DOMESTIC PIPEWORK SHALL BE COPPER TO BS EN 1057
(FORMALLY TABLE X).

7. ALL FINAL CONNECTIONS TO BE 15MM UNLESS STATED
OTHERWISE.

8. ALL FINAL CONNECTIONS SHALL BE COMPLETE WITH FINAL
SERVICE VALVE.

9. FLOW RESTRICTORS SHALL BE FITTED TO ALL TAPS TO ACHIEVE
FLOW RATES DETAILED IN THE ARCHITECTS N13 SPECIFICATION.

10. TMV'S (THERMOSTATIC MIXING VALVES) SHALL BE PROVIDED TO
ALL WASH BASINS. APPLIANCES WITHOUT TMV'S SHALL HAVE
WARNING NOTICES TO INFORM USERS THAT WATER IS HOT AND
MAY SCOLD.

11. ALL LOW POINTS SHALL BE PROVIDED WITH DRAIN COCKS.

12. PIPEWORK SHALL BE THERMALLY INSULATED, EXCEPT ON
EXPOSED FINAL CONNECTIONS, WITH VAPOUR BARRIERS FOR
COLD SERVICES.

13. ANY EXTERNAL PIPEWORK SHALL BE TRACE HEATED.

14. ALL METERS SHALL BE REMOVED DURING FLUSHING &
REPLACED WITH STOOL PIECE.

15. ALL PIPEWORK SHALL BE BOXED IN.

16. VALVES LOCATED ABOVE SOLID CEILINGS SHALL BE PROVIDED
WITH SUITABLE ACCESS.

17. ALL PENETRATIONS OF FIRE COMPARTMENTS SHALL BE
SUITABLY TREATED AND SEALED.

18. KITCHENNETTE & TEAPOINT CONNECTIONS SHALL BE
TERMINATED WITHIN 1M OF FINAL APPLIANCE, WITH FINAL
CONNECTION BY OTHERS.
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