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2nd September 2024   
 
Brunswick Mill, Manchester - Heritage Methodology: Condition 7 – Repair works to interior and 
exterior masonry and stonework 
 
This note seeks discharge of Condition 7 of the consent (Listed Building Consent reference 
130395/LO/2021) regarding the repair works to the interior and exterior masonry and stonework at 
the Grade II listed Brunswick Mill, Manchester. Condition 7 stipulates: 

7) Prior to the commencement of repair works to the interior and exterior masonry and 
stonework including insertion of terracotta vents, a detailed method statement and 
specification (including material specification) for the removal, alteration, repair, repointing, 
cleaning and replacement works shall be submitted for approval in writing by the City Council, 
as Local Planning Authority. 

The approved details and method statement shall be implemented as part of the 
development and completed prior to the first occupation of the development. 

Best endeavours shall be made to use salvage brick work and stonework and other materials 
wherever possible in the works associated with the development. Should it not be possible to 
use salvage material in the restoration then notification shall be made to the City Council, as 
Local Planning Authority, prior to the starting of the works. 

Suitable materials shall then be agreed with the City Council, as Local Authority, and used 
where necessary. 

Heritage Architecture Ltd have provided advice and reviewed the method statement provided by 
Henley Stone Remedials to ensure that good conservation practice is being followed.  

The following heritage methodology applies to the following works: Cleaning of interior and exterior 
brick and stonework. 

As per the consented scheme, the interior and exterior brickwork and stonework will undergo 
cleaning. Initially a DOFF cleaning system was trialled on various floor levels within the main mill 
building, however, due to the many layers of whitewash, emulsion and gloss paint within the mill 
interiors, the DOFF system was only able to remove partial top layers of paint in some trial locations, 
leaving some paint layers and paint residue of various colours remaining on the brickwork.  

A TORC system of fine glass media and steam was then trialled, however, again this system resulted 
in areas of paint remaining on the brick surface. Subsequently, a low-pressure shotblasting machine 
fitted with fine glass media was trilled, with the operative standing 1.5M away from the brick surface. 
These trials successfully removed almost all paint layers from the internal brickwork and did not 
damage the face of the brick nor eat into the historic lime mortar, whilst allowing small particles of 
paint to remain within a number of gaps within the face of the brickwork.  

Paint removal system methodology  
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The process will start with the lowest pressure setting and gradually increase, if necessary, while 
monitoring the surface condition continuously. The operative will stand 1.5 meters away from the 
wall surface and move the nozzle in a consistent, sweeping motion to avoid over-blasting any one 
area. Paint removal will start at the top of the area to be cleaned working downwards. Stubborn 
areas may need to be agitated with the nozzle and subsequently at a slightly closer distance.  

Areas of cleaning will be frequently inspected to ensure no damage is occurring and to allow for the 
technique to be reviewed and adjusted as required. 

 
General principles 

• All works should be performed by a contractor with proven experience with the material 
substrates affected.  

• Prior to commencement of any works, the appointed contractor/operative must receive an 
induction on the heritage significance and sensitivity of the building and made aware of the 
implications of the listed status of the building prior to undertaking any works to ensure that 
the works do not result in any damage or loss of important fabric outside of the agreed 
scope. 

• The submitted Heritage Statement of the consented scheme for Brunswick Mill by Heritage 
Architecture Ltd must be provided for operatives’ perusal before any works commence. 

• All works shall be completed in the most careful manner preventing unnecessary destruction 
of adjacent surfaces and materials where applicable. 

• All operatives must be made aware that only elements that form part of their works should 
be removed/altered. Any necessary removal outside of these works must be checked by the 
project manager and heritage advisor before commencing.  

• Prior to the commencement of any works all operatives will be inducted and trained in the 
careful removal of relevant building elements to ensure no unnecessary/accidental damage 
is caused to retained fabric and features of the building. 

• When removing building fabric from the listed building, care must always be taken for careful 
removal in order to not damage surrounding historic fabric, such as retained brickwork. 

• All work to be performed on the building should be executed in a professional manner so as 
to cause minimum disturbance to remaining historic features and building materials. 

• The contractor will remain responsible for the work executed and for the application of this 
methodology.  

• Any damage occasioned at any time is to be completely repaired to the Heritage 
Advisor’s/LPA’s satisfaction. 

• Ensure, once any works are completed, that any areas exposed left are protected from wind 
and weatherproofed to prevent further degrading of existing fabric.  
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Health and safety – Dust, burning on site, gas, vapour risks, noise  
• Dust – Reduce dust by properly protecting areas of work with plastic and tarpaulin as 

necessary.  

• Noise – Works that cannot be executed without undue noise or vibration will be agreed in 
advance with the client.  

 
 


