
SCALE1 PROPOSED - BUILDING SECTION A

FCU

FCU

FCU SECOND FLOOR MECHANICAL SERVICES
AND CONTAINMENT TO RUN WITHIN
ROOF VOID

FIRST FLOOR MECHANICAL SERVICES
AND CONTAINMENT TO RUN WITHIN
CEILING VOID

GROUND FLOOR MECHANICAL SERVICES
AND CONTAINMENT TO RUN WITHIN
CEILING VOID

BASEMENT CONTAINMENT TO BE
SUSPENDED FROM SOFFIT (EXPOSED)

TYPICAL LOW LEVEL SOCKET AND DATA OUTLETS TO
BE INSTALLED AT 450mm FFL TO UNDERSIDE. BACK
BOXES TO BE RECESSED WITHIN NEW WALL COVERING
AND NOT RECESSED INTO BUILDING FABRIC

TYPICAL LOW LEVEL SOCKET AND DATA OUTLETS TO
BE INSTALLED AT 450mm FFL TO UNDERSIDE. BACK
BOXES TO BE RECESSED WITHIN NEW WALL COVERING
AND NOT RECESSED INTO BUILDING FABRIC

TYPICAL LIGHTING CONTROLLER TO BE INSTALLED AT
1200mm FFL TO TOP. BACK BOXES TO BE RECESSED
WITHIN NEW WALL COVERING AND NOT RECESSED
INTO BUILDING FABRIC
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