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/04 WINDOW LOCATION ELEVATIONS
SCALE - 1:200 @ A1 AS EXISTING

T

Ironmongery:

Specification

Aluminium 6063-T6 alloy to BS EN 755-9 standard, powder coated to BS
6496 to 60 - 80 micron finish.

Aluminium Finish: White - RAL 9003 Satin.

Sub-Frame: Primed high quality with 2 coats, FSC Mix credit radiata pine
clear grade, FSC mix credit TT-COC-002 157.

Timber Size: 62mm x 16mm.
Glazing: All frames are factory glazed.
Gasket colour: White.

Trim: 20mm uPVC Single Bullnosed White.

Reverse option also available
In line with our company policy of continuous product development and

improvement, Granada reserves the right to make minor alterations to
specification without notice.

TO FIT REQUIRED FRAME WIDTH

Integrated button included.
Locking button as a extra option.

TO FIT REQUIRED FRAME HEIGHT

55
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Section 3

/03", SECONDARY GLAZING SPECIFICATION DETAILS

SCALE - 1:2 @ A1

AS PROPOSED

—=———— EXISTING PAINTED TIMBER

FRAME SASH WINDOWS.

EXISTING COTTON TABLES
/ DIFFER SLIGHTLY BETWEEN
FLOORS / SUITES WITH

COVERINGS AND STRUCTURE.

NOTES ORIGINALA1

DO NOT SCALE FROM THIS DRAWING.

ALL DIMENSIONS TO BE CHECKED ON SITE.

(DRAWINGS MAYBE SCALED FOR LOCAL AUTHORITY & PLANNING PURPOSE ONLY)
COPYRIGHT PROTECTED.

FOR PLANNING

DO NOT USE FOR CONSTRUCTION

CONSULTANT REFERENCES IN DRAWING:

STRUCTURAL - REF/REVISION

GENERAL NOTES:

/01, WINDOW TYPE 03 ELEVATION / SECTION

SCALE - 1:50 @ A1

TIMBER BLOCK TO CREATE
SURFACE TO FAX HEAD
RESTRAINT INTO.

SIZE AND SPEC TO BE
DETERMINED BY SPECIALIST.

PATTRESSING WITHIN EXISTING
COTTON TABLES TO BE
ALLOWED FOR IF REQUIRED TO
SECURE SECONDARY GLAZING
SYSTEM INTO.

AS EXISTING

/02>, WINDOW TYPE 03 ELEVATION / SECTION

SCALE - 1:50 @ A1

/05, WINDOW TYPE 03 IMAGE

AS PROPOSED

THE CONTRACTOR IS NOT TO SCALE FROM THIS DRAWING BUT FOLLOW THE WRITTEN
FINISHED DIMENSIONS. ANY DISCREPANCIES BETWEEN THE DRAWING AND THE
OTHER CONTRACT DOCUMENTS OR ANY DISCREPANCIES WITHIN A DRAWING OR
BETWEEN DRAWINGS MUST BE REPORTED IMMEDIATELY TO THE ARCHITECT.

THE CONTRACTOR IS TO INSPECT THE SITE PRIOR TO TENDER AND IS RESPONSIBLE FOR
STRIPPING OUT IN ACCORDANCE WITH THE DRAWINGS ENSURING THAT THE WORK IS
UNDERTAKEN SAFELY.

THE CONTRACTOR WILL BE RESPONSIBLE FOR THE SETTING OUT OF THE WORKS.

CONTRACTOR IS TO ALLOW FOR ALL FIRE STOPPING THROUGH WALLS, CEILINGS AND
FLOORS.

THE ELECTRICAL INSTALLATION IS TO BE IN ACCORDANCE WITH THE CURRENT EDITION
OF THE IEE REGULATIONS AND ALL CABLING TO BE LSF.

THE CONTRACTOR IS RESPONSIBLE FOR THE DETAILED SERVICES DESIGN INCLUDING
LOADINGS, CABLE AND PIPEWORK ROUTES AND PIPEWORK / CABLE SIZING AND
SPECIFICATION. ALL CABLE TRAY, MS CONDUIT AND OTHER SERVICES ARE TO BE
EXPOSED BELOW SLAB/ CEILINGS.

ANY H&V PROPOSAL IS INDICATIVE ONLY AND THE SPECIALIST CONTRACTOR IS TO BE
RESPONSIBLE FOR THE DETAIL DESIGN & ALL SWITCH/ SOCKET OUTLETS TO COMPLY
WITH CLIENT'S STANDARD SPECIFICATION. ANY SOCKETS IN RETAIL AREA TO BE
FINISHED BRUSHED STAINLESS STEEL.

NOTE - ALL EXISTING FIRE RESISTING ENCLOSURES TO SERVICE RISERS TO BE
MAINTAINED OR MADE GOOD WHERE DISTURBED. NEW AND EXISTING CABLES,
PIPES,AND DUCTS PASSING THROUGH FIRE RESISTING CONSTRUCTION TO BE
ADEQUATELY FIRE STOPPED. NEW AND EXISTING DUCTWORK PASSING THROUGH
FIRE RESISTING CONSTRUCTION TO HAVE FIRE DAMPERS.

ANY WALL, CEILING LININGS TO BE TO EUROCLASS A (CLASS O EQUIVALENT).
CONTRACTOR AND SUPPLIERS OF SPECIALIST JOINERY/ EQUIPMENT TO ENSURE ALL
TIMBER MATERIALS ARE TREATED WITH FIRE RETARDANT FINISH TO ACHIEVE CLASS 0
RATING. MDF TO BE ACHIEVE CLASS 0 RATED.

CONTRACTOR AND SUPPLIERS OF SPECIALIST EQUIPMENT TO PROVIDE FIRE RATING
CERTIFICATES FOR ALL SPECIALIST LININGS AND LAMINATES TO BE USED FOR NWR
APPROVAL.

ALL PAINTS TO BE WATER BASED

ALL DIMENSIONS TO BE CHECKED ON SITE PRIOR TO ANY MANUFACTURE OR
CONSTRUCTION OF EQUIPMENT, FINISH, SIGNAGE ETC.
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AS EXISTING

DETAILS AND SPECIFICATIONS
HAVE BEEN PROVIDED BY
GRENADA SECONDARY GLAZING.
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