
New Zinc Cladding
H74 / 130

Obex 0200 FR 
Cortex EPDM (A2)

Obex Breather Membrane Cortex 0223 FR (A2)
P10 / 320

D32 galvanised steel profiled deck

Reinstate Existing Window

Allow making good and decoration 
to existing plasterboard dry lining

Silicone 
Sealant

Additional horizontal cold rolled steel cladding 
support designed by SFS specialist

40mm Air Gap Zone

Existing Building Line

Exterior

Interior

VARIES

12.5mm Plasterboard

Construction of existing compartment 
wall between apartments to be confirmed 

further to site investigation

Vertical steel support for fixing steel deck 
to be designed by cladding specialist

Allow additional  horizontal studs 
where required for fixing vertical 

support

New Siderise RV90/60 vertical 
closed state fire cavity barriers

H74 / 204

Horizontal Siderise TW fire stop 
for profiled deck (custom 

profiles) at compartment walls

New Siderise RV90/60 vertical 
closed state fire cavity barriers
H74 / 204

New 12mm thick Y Wall Sheathing Board
K11 / 485

Preformed zinc receiver profile

Zinc jamb flashing

Galvanized closer angle

Vertical closed state fire cavity 
barriers to be confirmed by 

Building Control

1mm Zinc Cladding

12.5mm Plasterboard

Interior
Steel Framing System with 
Glass Wool Insulation

21mm thick Plywood 
Sheathing Board

45mm wide cavity formed 
by timber cavity battens

45mm Timber Batten

Existing Window

Exterior

Construction of existing compartment 
wall between apartments to be confirmed 

further to site investigation

VARIES

Remove 1mm Zinc Cladding

Remove 21mm thick Plywood 
Sheathing Board

Remove 45mm Timber Batten

Existing Window Removed 
and set aside for re-
installation

Interior

Exterior

12.5mm Plasterboard

Steel Framing System with 
Glass Wool Insulation

Construction of existing compartment 
wall between apartments to be confirmed 

further to site investigation

VARIES

Notes - Cladding Structural Performance 

• The structural design and detailing of the cladding shall be the responsibility of the cladding contractor. The contractor will 
be responsible for the integrity of the cladding system and detailing of all fixings back to the primary frame. 

• Wind pressures shall be calculated in accordance with Eurocode 1. Funnelling shall be considered where appropriate for 
negative external pressures to all faces. Due consideration shall be given to all external features such as re-entrant 
corners that may adversely affect the calculated pressures.

• No allowance shall be taken for size effect factors in the design of the cladding elements and their fixings back to the 
primary structure. In addition to supporting wind load the cladding system may need to be designed to withstand a 
horizontal imposed balustrade loading to be determined in accordance with Eurocode 1, as appropriate to the use of the 
internal space.

• The cladding design shall recognise the deflections associated with the construction technique and the cladding system 
needs to be flexible enough to tolerate the anticipated vertical movement during and post construction.

• The anticipated movements are in addition to the construction tolerances of the as-built structural frame. The cladding 
contractor is to make an allowance for the surveying the as-built frame to the determine the accuracy of the stated frame 
construction when detailing the fixings.

• Cladding movement joints shall be provided at all structural movement joints within the building. In addition, movement 
joints are to be provided within the cladding system for the anticipated thermal effects on the cladding.

• The contractor is responsible for the coordinating the interface between the cladding and existing structure.

• The contractor is responsible to survey existing structure (including SFS frame) and verify all new cladding systems to be 
supported by existing structure.

Notes - Proposed External Wall Details for Planning Application

All proposed external wall details are prepared for RIBA Stage 3/ HRB Gateway One submission and Planning Application only. 
The proposed details are required to be further developed by cladding designers and reviewed by Fire Engineer for RIBA Stage 4 
/ HRB Gateway Two & Three submissions and Building Regulations application and Construction in next stage. 

KEY

Existing Combustible Materials

Proposed Recladding Works

Existing External Wall Materials to be 
Replaced

Unknown Construction 
(Further Survey to be Carried out by  Contractor)

Existing Building / Cladding Line
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Plan Details as Proposed - Window Reveal (Wall Type 5-Zinc
Cladding)
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Plan Details as Existing - Window Reveal (Wall Type 5-Zinc
Cladding)
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Strip out Treatment - Window Reveal (Wall Type 5-Zinc
Cladding)
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