
SCALE1 ROOF TERRACE PLANT SCREEN SECTION DETAIL
1:5@A1; 1:10@A3

ACOUSTIC LOUVRE SCREEN WITH
INTEGRATED DOOR FOR PLANT
EQUIPMENT ACCESS. POWDER
COATED FINISH ON ALL SIDES, REFER
TO EXTERNAL MATERIALS SCHEDULE.

PLANT EQUIPMENT, REFER TO MECHANICAL
DRAWINGS FOR DETAILS AND SPECIFICATIONS.
TALLEST CONDENSER = 1345MM HIGH.

PLANT EQUIPMENT ON
EXISTING CONCRETE SLAB.
CONDITION TO BE SURVEYED
AND MADE GOOD AS REQUIRED.

MOUNTING SYSTEM, 305MM HIGH.
REFER TO MECHANICAL DRAWINGS
FOR DETAILS AND SPECIFICATIONS.
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100X150 TIMBER BEAM SPANNING
BETWEEN STUBS FOR NEW TIMBER
FLOOR JOISTS TO FIX INTO. SPECIFIED
BY STRUCTURAL ENGINEER.

NOGGINS BETWEEN JOISTS TO
PROVIDE SUPPORT TO PLANTERS.
SPECIFIED BY STRUCTURAL ENGINEER.

15
0

7.840 - FFL
TERRACE

32MM THICK MILLBOARD
ENHANCED GRAIN BOARD

PROPOSED POST FIXED TO STUB
FOR ADDITIONAL STRUCTURAL
SUPPORT FOR PLANT SCREEN.

NOTES:

THE CONTRACTOR IS RESPONSIBLE FOR CHECKING DIMENSIONS,
TOLERANCES AND REFERENCES. ANY DISCREPANCIES ARE TO BE
VERIFIED WITH THE ARCHITECT BEFORE PROCEEDING WITH THE
WORKS ON SITE OR OFF SITE FABRICATION

WHERE AN ITEM OR DETAIL IS COVERED OR DESCRIBED ON DRAWINGS
OF DIFFERENT SCALES THE LARGER SCALE DRAWING IS TO BE
WORKED TO.

DO NOT SCALE FROM THIS DRAWING. FIGURED DIMENSIONS TO BE
WORKED TO IN ALL CASES.

THIS IS A COPYRIGHT (C) DRAWING AND IS NOT TO BE REPRODUCED
WITHOUT THE WRITTEN PERMISSION OF THE ARCHITECT
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PLANNING - CONDITION 9 ROOF
PLANT SCREEN DETAILS
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NOTES

PLANNING PERMISSION CONDITION 9: DETAILS OF THE
ROOFTOP PLANT SCREENS.
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