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For Ductwork Drops Refer to 

M&E Information.

Existing Walkway retained, 
New up and overs allowed to 
connect into existing route.

Proposed up and 
over stairs to allow 
easier access of pipe 49450.0
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Ventilation works form part 

of separate Hand Therapies 

Scheme.

Escape Core & 

Roof Access 

Note: Ductwork to be installed down elevation to 

level 0 in this location - refer to drawing DAY-XX-

XX-DR-A-070002-Existing & Proposed Elevations 

R O O F   P L A N   L E G E N D

The following notes are to be read in conjunction with the symbol references denoted on the plan aside:

Denotes localised up and over platforms -  For safe access/Egress.

1100mm edge protection to the full extent of roof as indicated, 

Denotes the escape route from the plant deck area and connectionn into existing escape route strategy.

Ductwork pop up areas - 5no.  Penetrating Roof slab

Roofbox M Series - to weatherproof duct penetrations & provide access

New denoted walkway - To connect into existing strategies 

Indicates high level ductwork - 2100mm height from metal decking should be maintained and the ductwork support should 
not obstruct the access route under the ductwork   

Scope of Works

• Inverted insulation and pebble ballast to be removed back to existing waterproofing (to be retained)

• If maintenance is required to roof before works; Remove all ducting to allow the upstand kerb to be raised and waterproofed.
• Ducting to be modified and reinstated with suitable weathering cowling over the waterproofing.

• If maintenance is required to roof before works; to enable access for the re-waterproofing works, all roof mounted plant will
• require temporary disconnection and be set aside for later reinstatement / Replacement were necessary.

• The lightning conductor system is to be reinstated upon completion and secured to the new waterproofing system using Bauder 
lightening conductor pads. All reconnection and testing of this system to be carried out by specialist tradesmen.

• Pops ups of ducts from level 1- see M&E and Stuctural drawings for detail

• Remove any existing hand rails that clash with plant decking and reinstate where necessary

• All up and over stair risers must be 170mm and goings must be 300mm- site dimensions must be taken before order/ installation

BIGFOOT SYSTEMS TO SUPPORT  DUCTWORK AND  UP&OVERS ARE NOT SHOWN - to be coodinated on site. 
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NOTES

DAY Architectural Ltd does not warrant or take responsibility for any costs, losses or 
claims whatsoever arising from these drawings, specifications and related 
documents unless there is full compliance by the intended recipient or user with the 
following:

1. All boundaries, dimensions and levels are to be checked on site before 
construction and any discrepancies reported to the Architect / Designer prior to 
commencement of any works.

2. Partial Service: Any discrepancies with site or other information is to be advised 
to the Architect / Designer and direction and / or approval is to be sought before 
the implementation of the detail.

3. Block and site plans are reproduced under license from the Ordnance Survey.
4. For the purpose of coordination, all relevant parties must check this information 

prior to implementation and report any discrepancies to the Architect / Designer. 
The information must solely and only be used for the coordination and/or 
construction of the current project.

5. The copyright of the original documents belongs to DAY Architectural Limited. 
The information is only for use in preparation of documents for this project.  The 
information issued may be confidential and must not be used other than by the 
intended recipient.

6. The recipient is responsible for verifying the correctness and completeness of the 
information issued. This should be done by consulting all relevant associated 
documents including but not limited to information provided by the Civil / 
Structural Engineer, MEP Engineer(s), Fire Engineer, Acoustician, Highways 
Consultant, Flood Risk Assessor, Party Wall Assessor and any other project 
designers / consultants supplied during the course of the project and by 
confirming dimensions on site.

7. It is the responsibility of the recipient to ensure they have the most up to date 
information. 

8. If altered or added to in any way, all references to DAY Architectural Limited must 
be removed and those making the changes assume total responsibility for the 
information thereon.

9. The Architect does not warrant that planning permission, Building 
Control/Building Safety Regulator Approval and other approvals from third parties 
shall be granted at all or, if granted, will be granted in accordance with any 
anticipated timescale. All designs provided are subject to such approval.

10. Any façade/cladding design provided by DAY Architectural Limited is in relation 
to indicative design intent only and DAY Architectural Limited shall have no 
contractual or insurance liability for such design howsoever provided.

11. This drawing must not be used for 'tender' or 'construction' purposes unless 
noted otherwise.

12. Do not scale off drawings. Any measurements taken from information which is 
not dimensioned on the electronic copy are at the risk of the recipient.
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