Render board detail 100mm High

Top glazing channel

Spec steel Channel 3mm thick 50mm in height

as per drawing
Powder coated 7016 Matt
Gazing seal Arbo 1096 Black

Propose

External elevation

Label operator

Weather seals and brush strips were possible

Glazing

Toughened glass laminated panels

Spec 17.5mm thick 8mm tough HST 1.5 PVB interlayer 8mm

tough HST

Silicone butt joints to glazing 10mm in Dia
Arbo structural silicone 1096 Clear

Bottom glazing section

Channel detail 50x30mm as per drawing

Powder coated 7016 Matt
Gazing seal Arbo 1096 Black

—_

FIRE ALARM CONNECTION
(SEE SPECIFICATION SHEET)

FUSED SPUR

MAIN CONTRACTOR TO

SUPPLY & FIT

e 1No. 240V, 13amp
SWITCHED FUSED
SPUR WITH CLEAN

SUPPLY
No. FIRE ALARM
INTERFACE  MOUNTING LOGATION REQD

(SEE SPECIFICATION SHEET)

BMIM X 45MM STAINLESS STEEL COUNTERSUNK SLEEVE
ANCHOR fixng point every 400mm

FFL

SPECIFICATION:/NOTES
Supply Ex-works to quotation Ref-
As per drawing

REVISION / AMENDMENTS

BI-PARTER DOORS LOCKS
SINGLE SLIDING DOOR| FLUSH BOLT
DOUBLE DOORS HANDLES
SINGLE DOOR MID-RAIL
SINGLE GLAZED
PRAMEWORK THRESHOLD
DOUBLE GLAZED CLOSER
FRAMEWORK
EXTRA METALS GLASS DG
|Aluminium sheet to stall-riser
GLASS SG
Hinges
Electric Strike
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Propose

External elevation

Render board detail 100mm High

Top glazing channel

Spec steel Channel 3mm thick 100mm in height
as per drawing

Powder coated 9010 white

Gazing seal Arbo 1096 Black

Glazing

Toughened glass laminated panels

Spec 17.5mm thick 8mm tough HST 1.5 PVB interlayer 8mm
tough HST

Silicone butt joints to glazing 10mm in Dia

Arbo structural silicone 1096 Clear

Bottom glazing section

Spec 2no steel angles each being 3mm thick forming a
F-shaped detail 75mm in height as per drawing
Powder coated 7011

Gazing seal Arbo 1096 Black
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A ONTRACTOR OR
COPY FOR:

MATERIAL ORDER / FILE
CLIENT

INSTALLER

SITE FOREMAN

WORKSHOP

WHERE APPLICABLE ALL FLOOR CUT
OUTS BY MAIN CONTRACTOR (INC FLOOR
SPRINGS, U CHANNEL, OPERATORS ETC)
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