GENERAL NOTES

1. DO NOT SCALE OFF THESE DRAWINGS. WORK TO STATED
DIMENSIONS ONLY.

2. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS NOTED
OTHERWISE.

3. THESE DRAWINGS SHOULD BE READ IN CONJUNCTION WITH ALL
OTHER RELEVANT DRAWINGS, SPECIFICATIONS, SCHEDULES AND
OTHER INFORMATION INCLUDING ALL OTHER CONSULTANTS
DRAWINGS.

4. THE CONTRACTOR IS RESPONSIBLE FOR THE TEMPORARY
STABILITY OF ALL STRUCTURES INCLUDING THE GROUND
DURING THE WORKS AND IS TO UNDERTAKE THE NECESSARY
TEMPORARY WORKS DESIGNS AS REQUIRED.

5. THE CONTRACTOR AND CONTRACTOR'S SUPPLIERS ARE TO
UNDERTAKE DESIGN OF SPECIALIST SUPPLIER'S DESIGN ITEMS
INCLUDING:

A. ENGINEERED FLOOR JOISTS

6. DETAILS AND LEVELS SHOWN ON THESE DRAWINGS ARE
NORMALISED WITH FFL 0 = OMM.

ALL WORKS ARE SUBJECT TO ALL NECESSARY APPROVALS.
\ 8. SETTING OUT INFORMATION TO BE CO-ORDINATED BY LEAD
DESIGNER.
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5. ENGINEERED FLOOR JOISTS ARE TO BE DESIGNED TO SUPPORT
THE FOLLOWING CHARACTERISTIC LOADS:
VARIABLE: 1.5 kN/m2
TOP CHORD PERMANENT: 0.25 kN/m2
BOTTOM CHORD PERMANENT: 0.15 kN/m2

DENOTES EXISTING ROOF TRUSS, TYPICAL.

DENOTES EXISTING TIE RODS TO BE LEFT
IN-SITU, TYPICAL.
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