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BUILT IN WINE WALL DISPLAY IN RAISED
FLOOR BEHIND. SEE SEPARATE DETAIL
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SEE SEPARATE DETAIL
FOR ILLUMINATED TABLES

MARBLE UPSTAND TO WRAP
AROUND ENTIRE DISPLAY UNIT

FAUX DRAWERS AND PANELED
FRONT - DRAWERS TO BE FIXED

SHUT. PROPORTIONS AND FINISHES
TO MATCH OPPOSITE SIDE - SEE

ELEVATION A-A
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MARBLE UPSTAND TO WRAP
AROUND ENTIRE UNIT

30MM STEEL FRAMED DOORS

30MM STEEL FIXED FRAME

INDICATED WAITRESS STATION
CUPBOARDS
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20MM ONYX TO TOP. L1000MM TOP X
W700MM (20MM DOWNSTAND WITH
3MM CHAMFER DETAIL TO THE CENTRE
WHERE THE PIECES JOIN.)

TOP TO BE FIXED BACK TO HALF-HEIGHT
WALL VIA DISCREET FIXINGS.

MARBLE DOME TOP BASE SAT ON
500MM DIA. AGED BRASS PLINTH. SEE
REF. IMAGE

BASE TO BE SECURELY FIXED TO FLOOR.
SCREW FIXINGS TO BE CONCEALED

500

50MM DIA AGED ANTIQUE BRASS POLE.
HOLLOW TO ALLOW FOR CABLING.
CONTRACTOR TO ENSURE BASE AD POLE
SUITABLE TO FOR THE WEIGHT OF THE
ONYX TOP.

INTERNALLY ILLUMINATED TABLE TOP TO
BE MANUFACTURED BY MAIN
CONTRACTOR.
ALL LIGHTING INTERNALLY TO BE WARM
WHITE. LIGHT SHEET BY APPELEC -
CONTACT: David.Mullaney@applelec.co.uk
DESIGNER TO DISCUSS WITH MC ON HOW
LIGHT SHEETS ARE INSTALLED. ALL DRIVERS TO
BE HOUSED REMOTELY
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Historic Artwork /
Artefact

FEATURE 3D HISTORIC ARTWORK/ARTEFACT TO BE
SUSPENDED VIA ANTIQUE BRASS RODS/POLE FIXING AS PER
REF. IMAGE - BY DIRECT SUPPLIER. POLE TO BE SECURELY
FIXED TO TIMBER CEILING OF CABINET. CONTRACTOR AND
DIRECT SUPPLIER TO ADVISE ON DISCREET FIXING METHOD
AND INSTALLATION

TIMBER CORNICE TO
TOP OF DISPLAY UNIT
STAINED TO MATCH
APPROVED SAMPLE

CURVED
TOUGHENED GLASS
END TO DISPLAY
UNIT AS INDICATED
ON PLAN

4NO. RECESSED CENTRALISED
PIN SPOT DOWNLIGHTERS TO
TIMBER CEILING

FINISHED METAL 30MM BOX SECTION FRAMED DOORS
WITH CLEAR GLAZED FINISH TO MATCH OTHER
ELEMENTS. GLAZING TO BE TOUGHENED GLASS.
DOORS TO BE FIXED ON SUITABLE HEAVY DUTY (NOT
VISIBLE FROM CUSTOMER SIDE) HINGES TO ENSURE
WEIGHT/ DURABILITY IS MET. ALL HINGES IN ANTIQUE
BRASS FINISH
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30MM MARBLE COUNTER TOP
WITH OGEE PROFILE EDGE.
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970MM - WIDTH OF BOOTH SEATING
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30MM MARBLE UP STAND WITH
OGEE PROFILE TO TOP EDGE.
UPSTAND TO WRAP AROUND
THE BASE OF THE DISPLAY UNIT
INCLUDING CURVED END AND
CONTINUE ON TO THE REAR OF
THE WAITRESS STATION

MARBLE BOXING TO UP
STAND TO HOUSE TILL
SOCKETS. SOCKETS IN

BRUSHED BRASS FINISH

JOINERY UNIT TO BE SCRIBED
AROUND THE EXISTING
COLUMN DETAIL. MARBLE
UPSTAND TO STOP SHORT OF
COLUMN

CUPBOARD DOOR TO SIT FLUSH WITH
SLATTED PANEL OT THE REST OF THE UNIT.
DOORS TO RECEIVE BRASS PULL HANDLE

INTERNAL END CHEEK NEAREST THE
COLUMN TO BE CLEAR GLASS (IN
TIMBER FRAME) TO ALLOW COLUMN
TO BE VISIBLE THROUGH CABINET
DISPLAY

UPPER UNIT TO SIT
PROUD OF HISTORIC
COLUMNS (NO
FIXINGS)

100

DRAWER FRONTS AND TOP BAND
OF THE CONSOLE TO RECEIVE A

HAMMERED BRONZE FINISH .
SHADOW GAP BETWEEN THE TOP

OF THE DRAWERS AND THE
UNDERSIDE OF THE TOP. TOP LIP OF

DRAW PULLS TO BE H/W LIPPED
FOR MAINTENANCE. ALLOW FOR
DRAWERS AND CUP'DS ON SOFT

CLOSE HINGES.

30MM BOX SECTION STEEL
FRAME FINISHED IN ANTIQUE

BRASS

STEEL FRAME WORK TO SIT
WITHIN THE JOINERY UNIT FOR

THE WAITRESS STATION AND TO
BE SECURELY FIXED TO THE

FLOOR USING SUITABLE FIXINGS

FAUX DRAWER FRONT TO MATCH
OTHER WHERE STEEL FRAME RUNS

THROUGH JOINERY UNIT

CONTRACTOR TO ADVISE ON
SPACING AND POSITIONING OF
STEEL FRAME TO SUIT WEIGHT OF

UNIT AND ENSURE STABILITY

FIXED PANEL TO
MATCH CUPBOARD

DOORS

MARBLE UPSTAND WITH
OGEE PROFILE TO TOP

EDGE.
UP STAND TO WRAP

AROUND THE BASE OF THE
DISPLAY UNIT INCL. CURVED

END

MARBLE BASE PLINTH TO
DISPLAY -

SPEC TO MATCH TOP TO THE
DRESSER UNIT

SEE REF. IMAGE

FINISHED METAL BOX SECTION FRAMED
DOORS WITH CLEAR GLAZED FINISH TO
MATCH OTHER ELEMENTS. GLAZING TO

BE TOUGHENED GLASS AND  DOORS
TO BE FIXED ON SUITABLE HEAVY DUTY

(NOT VISIBLE FROM CUSTOMER SIDE)
HINGES TO ENSURE WEIGHT/

DURABILITY IS MET. ALL HINGES IN
ANTIQUE BRASS FINISH

DOORS TO HAVE ANTIQUE BRASS
FINISH

SAMPLE TO BE APPROVED BY
DESIGNER PRIOR TO MANUFACTURE

5MM SHADOW
GAP STAINED TO
MATCH SLATTED

PANEL
WAITRESS STATION TO BE FITTED ALL

AROUND WITH SLATTED TIMBER
PANELS. ALL TO RECEIVE  OAK

VENEER, STAINED TO DESIGNERS
APPROVED SAMPLE.

150MM TIMBER SKIRTING TO THE
BOTTOM OF THE UNIT TO BE STAINED

TO MATCH THE SLATTED PANELS

CURVED END TO
TILL SIDE OF DOWN

STAND

MARBLE BOXING FOR
TILL SOCKETS

15
0

90

34

13
50

30
0

730

FAUX DRAWERS
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FRONT - DRAWERS
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PROPORTIONS
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MATCH WAITRESS
STATION SIDE - SEE

ELEVATION A-A

4NO. RECESSED
CENTRALISED PIN SPOT

DOWNLIGHTERS TO
TIMBER CEILING

4NO. RECESSED
CENTRALISED PIN SPOT

UPLIGHTERS TO
MARBLE COUNTER

FEATURE 3D HISTORIC
ARTWORK/ARTEFACT TO BE

SUSPENDED VIA ANTIQUE BRASS
RODS/POLE FIXING AS PER REF.

IMAGE - BY DIRECT SUPPLIER.
POLE TO BE SECURELY FIXED TO

TIMBER CEILING OF CABINET.
CONTRACTOR AND DIRECT

SUPPLIER TO ADVISE ON
DISCREET FIXING METHOD AND

INSTALLATION

INTERNAL END CHEEK NEAREST THE
COLUMN TO RECEIVE BRONZE

TINTED MIRROR FINISH - REF: L.F.
MOON LTD BRONZE SILVERED

MIRROR.
CONTACT:

info@lfmoon.co.uk
0151 480 5848

30MM MARBLE COUNTER TOP
WITH OGEE PROFILE EDGE.

MARBLE REF: MIDLAND
MARBLE FUSION WOW

TIMBER CORNICE TO TOP
OF DISPLAY UNIT STAINED

TO MATCH APPROVED
SAMPLE

ROUTED FINGER
PULL TO TOP OF

THE DRAWER
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DO NOT SCALE. ALL DIMENSIONS TO BE CHECKED ON SITE BY CONTRACTOR.
ALL MEASUREMENTS ARE IN MM UNLESS OTHERWISE SPECIFIED.  WRITTEN
DIMENSIONS TO BE USED IN PREFERENCE TO SCALED DIMENSIONS & ALL
DISCREPANCIES TO BE REPORTED TO STUDIO TWO. THE DESIGN SHOWN ON
THIS DRAWING IS THE PROPERTY OF STUDIO TWO AND IS NOT TO BE USED OR
ITS CONTENTS COPIED, COMMUNICATED OR DISCLOSED, IN WHOLE OR IN PART.
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SIDE OF DISPLAY CABINETS CHANGED TO CLEAR
GLASS TO ALLOW FULL VISUAL OF HISTORIC COLUMNS
THROUGH DISPLAY AS PER PLANNERS COMMENTS.
SPACING OF 100MM FROM EDGE OF COLUMN TO
HIGHLIGHT PHYSICAL GAP
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