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Indoor Lighting

Key features Part No. Lm w Lm/W
e Track mounted spotlight
ol LEI/M/1266/15D/ 4 1266 1 112
e |P20 suitable for internal environments
e Impact rating of IKO2 LEI/M/2000/15D/ 4 2000 19 103
e ffficacy of up to 117Im/W LEI/M/2647/15D/ 4 2647 28 95
e Nominal life-time of 50,000 h (L80/B10)
LEI/M/1285/24D/ 4 1285 1 114
e Colour stability with 3 step MacAdam
Options LEI/M/2030/24D/ 4 2030 19 104
e for 15° reflector suffix: /15D LEI/M/ 2686/ 24D/ 4 2686 28 o7
e For 24° reflector suffix: /24D
LEl/M/1295/36D/ 4 11 11
e For 36° reflector suffix: /36D /M / / 1295 >
e For 45° reflector suffix: /45D LEI/M/2045/36D/ 4 2045 19 105
e For black finish suffix: /BLK LEI/M/2706/36D/ 4 2706 28 o7
e For white finish suffix: WHI
/ LEI/M/1323/45D/ 4 1323 11 117
e For DALl dimmable suffix: /DIM
e For Casambi enabled suffix: ~ /CAS LEl/M/2090/45D/4 2090 19 108
e For Surface mounted: / SURF LEI/M/2765/45D/ 4 2765 28 99

i.e.: Leila Medium Trackspot, 1TW, 1295Im, 4000K, 36° reflector, black
finish, Casambi enabled =
LEI/M/ 1295/ 4,/36D,/BLK/CAS

For more information, please contact Sales@Idl.lighting

CRI 80 as standard, CRI 90 available on request.

LDL Lighting Lid @ +44 (0) 1942 629179 @ sales@ldllighting @ LDLlighting Please note Due fo the confinuous development in LED fechnology, specification values

may change and we reserve the right to amend the details without prior nofification.
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