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Clear debris from downpipes and box gutter and Allow to use a a poultice paint
ensure drainage is operational. Form bespoke leaf remover as NBS C40/375
|:| catch to sit within sump to prevent future blockages. and Doff clean as NBS C40/315. ®

Note:
Do not scale from this drawing.

Dimensions are to be checked on site.

If in doubt please ask.
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| Refer to drawing 2004 for all general notes and allowances.
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Lt Note. repairs and works to
+ + . .
this elevation should be
:' limited to aesthetic upgrades
S only to improve the V|sua.|
RPN appearance of the elevation
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|: juxtaposing the Orangery.
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" . a4 o 4 4 4 i 4 4 4 4 4 O S S T S S S S S S N S he|ght both S|de5 Of door and -|
replace with new to match
Allow for Torc clean to remove ——Allow for full redecoration of emove tree stump and atural bed of planting adjacent stone colour.
paint residue and soiling from facade to match existing. secure existing grate. adjacent to building currently Om 1m 2m 3m 4m
. . . . . o e ] ] ] 1 1
quoin stones following trials as soil causing staining to [TITTTTTTT] | | | | |
per NBS C40/316 elevation. Introduce new ' ' ' ' '
olden gravel boundary to )
ST Y VISUAL SCALE 1:50 @ A2
—Repair damage to cast iron ———Remove all redundant wiring, .
vent caused by previous lighting and fittings. Mortar Rev Date/Intls Details
— penetration. repair previous fixing points.
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This drawing and design is the sole property of Buttress Ltd and must not be reproduced without permission.
—_— Buttress Ltd is Registered in England and Wales: 5363573
Fill crack to— —Damaged architrave to both  ——O0n return wall: To all parapet walls, doff clean all Evidence of previous structural—-— )
column capital. sides of door. Cut back - Remove cracked render to surfaces. Rake out and repoint movement. Allow provisional Repair Key
damaged sections and rebuild door head and replace with new. 100% of joints all sides. Where sum for assessment by M R .
in plaster to match existing - Sand, fill and redecorate door inner face is rendered, remove all Structural Engineer. Allow for asonry Repairs
profile. and fan light to match existing. Fracked render and replace in rake out of previous mortar Carefully remove existing render where loose and re-render as
- Replace 1no. glass light to door ime as NBS M20/330. repair, pin crack with stainless NBS M20/310 for the Orangery.
bottom right pane). steel bar, and repoint joint.
( ght pane) Allow to re-instate 20 no loose point) | stone Indent to stonework as NBS C41/331 (G)
L T T T LY stainless steel cramps, and . y/j Rake out and repoint with lime mortar as NBS BUT25
+++ +++++++++++++++++++++++++++++++++++++++++++++++++++++++ r.ep|ace 20 no ferrous cramps with
PR SV T P T | A PO T T T AP FRTLTL P N stainless steel. - Lift and re-bed stone. Repoint with lime mortar.
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+ + + + + + 4+ 4+ 4+ + + o+ + + + + + + 4+ 4+ 4+ 4+ I T T T T T T I I T T S S T I e e N N S S S N N N S S S S S R I I N T B Manchester
A Cllciiiictitiiitiiciiiticiccecces
- el — M4 6AF
-1 | S—
3% Metal Repairs
lrjl 3% P T 01612363303
iéi - Carefully remove render and allow to stitch crack with stainless E contact@buttress.net
— é steel bars and lime pointing as NBS C41/331J W www.buttress.net
%
7 . .
v Timber Repairs L
- Project Title Heaton Hall Orangery
a Cut out timber and complete splice repair as NBS BUT13/150 . ) .
® 4 P ) P P . / Client Manchester City Council
1 - Prep and Redecorate previously decorated windows / doors as
NBS M60 /150 (paint), NBS M60 (varnish) Location Heaton Hall, Manchester
% E Remove defective putty and re-putty window as NBS BUT15
|X| Replace broken/cracked glazing as NBS BUT15. Drawing Title Existing Elevation with Repairs
Note: majority of glazing is modern. Elevation 01 & 02
Other Repairs
| Remove/cut back vegetation as NBS BUT10 Date 09/02/2024 Scale 1:50

Doff clean areas identified prior to all other repair works as NBS
C40/315
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Remove fixing and make good substrate as relevant specification
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Checked DW Orig Paper Size A2

T

status Issued for LBC

Repair existing rendered profile section as NBS CM20/350

On return wall:
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Allowance to repair cementitious render panel following analysi

_R.efno"e poor quality rendered —Defrgss stone to underside of stone Treat cc')rros'ion to - To parapet, architrave and coping stones, doff clegn, A”.OW to replace cast of material and tap test. Repairs to be in lime based render. Project:  Origin:  Zone: Level:  Type:  Disc:  Number: Rev:
finish to niche domes and architrave to central and RHS bay. metal pin prior to rake out and repoint. iron grate cover to ) . ! & vp
prepare surfaces. Rerender and Repair plaster cornice detail to installing indent. - Sand, fill and redecorate door. match pattern of Remove burnt sand mastic and replace with new to match
apply skim coat to refinish. internal face in 2no. locations - Defrass underside of stone architrave. original adjacent grate. adjacent stone colour as NBS BUT13/150 9752-BA -7ZZ -00 -DR-A - (ZO)OO]_ - P2
Redecorate to match existing. (approx 0.5m total length) . - Remove cracked sand and cement render at high level
02 Elevation 02 - part 1 of 2 (South Elevation) both sides of door and rerender.

- To plinth doff clean, rake our and repoint all joints.
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