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Area of concern: Structure to
advise. Willneed to make an

opening for services.

Span containment
across the roof lights.

Existing ductwork to be removed
(refer to mechanical services package).

Services to rise from
5th floor ceiling void.

Services to rise from
5th floor ceiling void.

New insulation here.

Area of reduced height.

The ESI is to investigate further services
entry into this room - i.e through roof
void / what is existing route. proposal
currently to serve from above.

Area on this side to be served
by Distribution Board B

Area on this side to be served
by Distribution Board A

Area on this side to be served
by Distribution Board B

Area on this side to be served
by Distribution Board A

Containment
Connection UP.

Containment
Connection UP.

Containment
Connection UP.Containment

Connection UP.

Contractor to review and
coordinate containment

Proposed containment route at roof level
(external)

Proposed containment route
(no access available at time of survey - TBC

Area of concern subject to additional
survey works / structural engineers review

Area of reduced height
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Read this drawing in conjunction with the latest architectural and structural drawings.

Verify dimensions by site measurement.

Do not scale from this drawing.
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Royal London House
196 Deansgate, Manchester
5th Floor Refurbishment Works

Revised Tender Issue With Minor
Coordination Modifications.
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Notes:

1. This drawing shall be read in conjunction with all Engineering Services
drawings for this contract.

2. All works indicated on this drawing shall be carried out in accordance with
the relevant Engineering Services specification.

3. This drawing has been produced from a limited-access site survey by an
engineer. The contractor shall therefore verify via their own intrusive site
survey that the drawing reflects the installations at the commencement of
works.

4. The electrical services, equipment and installations which are to remain
located in the area of works shall be protected for the duration of works.

5. As part  of this project, new accessible 'boarding' shall be installed
throughout the roof void to allow future access and maintenance of plant.
The ESI shall fully coordinate with the main contractor.

6. It is proposed that where possible , all ceiling mounted services are to be
routed within the roof void and supplied.

7. This ESI shall provide new LED lighting throughout the roof void area for
maintenance purposes.

8. The ESI shall employ a FA specialist to design and install new FA detection
throughout the rood void.

9. Any services that are to remain, but inadvertently stripped out or damaged
shall be re-instated by the ESI at no cost to the Employer, and to the
satisfaction of the Engineer.

10.  Refurbishment works will be undertaken within an occupied building. The
ESI shall therefore ensure noisy works including drilling,etc shall be
completed out of normal working hours.

11. The ESI shall dispose of all redundant materials utilising their own skips etc in
accordance with the building landlord's access conditions.

12. All works on site shall be undertaken in liaison with the site managers; no
works shall be commenced without a permit to work and without
comprehensive method statements and risk assessments.

13. Works shall be arranged such that there is no disruption to occupied staff. All
works shall be undertaken in accordance with the Employers and building
landlord's site rules and restrictions

14. The ESI shall allow for full liaison and co-ordination with other parties
regarding the extent of provision and interfacing, to ensure that the delivery
/site assembly ae co-ordinated on site.

15. Services requiring maintenance shall be kept within accessible areas.

16. New builderwork holes shall be formed by the ESI or Principal Contractor
including fire stoppage where necessary.

17. All new plants shall be supported independently and not utilise ceiling for
support.

18. The lighting/lighting control shall be coordinated with all other services.

19. Final locations of all ceiling penetrations for electrical services shall be
co-ordinated with the roof joists by the ESI.

20. The ESI shall employ a structural engineer to check for the suitability of the
existing structure to support new plant items and distribution services.

21. This issue is for draft purposes and for initial information purposes only and
is to be developed and coordinated further for future revisions.

22. It is proposed that elements of this project will be CDP (Contractor Design
Portions) which will be clearly identified within the tender documentation.
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