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NOTES:
1. Do not scale from this drawing.
2. Always work to noted dimensions.
3. All dimensions are in millimetres unless otherwise stated.
4. All setting out, levels and dimensions to be agreed on site.
5. The dimensions of all materials must be checked on site before being 
laid out.
6. This drawing must be read with the relevant specification clauses and 
detail drawings.
7. Order of construction and setting out to be agreed on site.

This drawing is copyright protected and may not be 
reproduced in whole or part without written authority 
from the owner.
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DESIGN INTENT ONLY
NOTES:
- Foundations and fixings to engineers specification. 
Subject to approval of manufacturers drawings, all 
measurements to be checked on site prior to ordering and 
fabrication.
- Special Units: Refer to the drawing for dimentions of 
special coping and cladding units
- Refer to retaining wall details on drawing 
63068-PLA-EX-ZZ-DR-L-5012.

36.025 SSL

Type 2 -Typical Retaining Wall - with glass balustrade
Scale: 1:82
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36.725 SSL

Type 1 - Typical Retaining Wall
Scale: 1:81
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KEY

- Refer to detail retaining wall drawings 
63068-PLA-EX-ZZ-DR-L-5112 for full dimensions.

1 - Limestone cladding 
Material: Cenia Beige
F21/119A

2 - Limestone coping
Material: Cenia Beige
F21/119A

3 - Vertical cladding fixings
To cladding panel sides & coping. Quantities and numbers to 
be confirmed with supplier and engineers. 
Supplier: ACS stainless steel or equal approved

4 - Lateral cladding fixings
To cladding panel bottoms. Quantities and numbers to be 
confirmed with supplier and engineers. 
Supplier: ACS stainless steel or equal and approved

5 - Bedding mortar
Steintec tufbond mortar or equal and approved.

6 - Concrete retaining wall
To engineer's specification.   

7- Glass balustrade
Product: Vista or equal and approved. 
Material: Laminated glass
Supplier: Delta Balustrades or equal and approved.
Others: Engineers to advise on technical specification and 
loading requirements.
L37/151

8- Capping rail
Material: Stainless steel cap rail
Supplier: Delta Balustrades or equal and approved.
L37/151

9- Metal channel balustrade fixing
Product: V511F(M) Pre-manufactured F Profile Side Fix
Material: Stainless steel
Supplier: Delta Balustrades or equal and approved.
Others: Fixing with countersunk bolts.
L37/151

10- Coping stone fixing 
Dowel or other mechanical fixing. To be confirmed by 
engineers.

11- Slot drain
ACO MultiDrain Brickslot. Refer to Curtins drawing 
63068-CUR-XX-GF-DR-C-5201-C11 for location and 
details.

12- Joint seal - Otto Seal S70
To all joints to cladding and coping stones. Colour to be 
bespoke colour matched to limestone. Matt finish.

DESIGN INTENT

Coping Detail
Scale: Half Actual Size5

10
0Coping Stone

Dowel or other mechanical 
fixings for limestone cladding; 
exact method to be 
confirmed. 

TO ALL COPINGS 1:100

6mm pencil round to all 
outer edges of coping 
stones. 

Ottoseal S70 to all joints 
in cladding and coping 
(colour matched with 
matt finish)
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36.725 SSL

Type 4 - Typical Retaining Wall - with glass balustrade
Scale: 1:84
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Wall Detail Type 2 & 4 Coping Stone Cutting Details - section
Scale: Half Actual Size6
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Adhesive agent to secure 
metal channel and side of the 
coping stone. Product to be 
advised by contractors and 
glass balustrade 
manufacturer.

Water proofing course. To be 
advised by contractors and 
glass balustrade 
manufacture.
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Wall Detail Type 2 & 4 Coping Stone Dimension
Scale: Half Actual Size7
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LOCATION PLAN  nts

Type 3 - Typical Retaining Wall - planter edge
Scale: 1:83
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Refer to drawing 
63068-PLA-EX-ZZ-DR-L-5101 
for typical planter details and 
drawing 
63068-PLA-EX-ZZ-DR-L-2102 
for planting details.
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