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Steel supporting structure

to be fire protected via
plasterboard lining to

achieve 60min integrity.
Any bracing to be located

centrally to ensure fire
protection is met.

Structural bracing to
located centrally within
partition build-up.

Obscure glazing to provide
privacy to apartments from
floors above and below.

Glazing units
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o LIGHT WELL - TYPICAL UPPER FLOOR PLAN.
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Steel supporting structure
to be fire protected via
plasterboard lining to
achieve 60min integrity.
Any bracing to be located
centrally to ensure fire
protection is met.

Lift shaft wall to be in

140mm dense blockwork
with plasterboard liner wall
insulated to lightwell side.

Additional structure for
window support subject to
window subcontractor
review and design.

Fire rated paint grade

door. Refer to internal door

schedule 4400 - series

1350

LIGHT WELL - ROOF LIGHT PLAN.

General Notes:

This drawing is the property of Fletcher-Rae (UK) Limited and copyright is
reserved by them. The drawing is not to be copied, reproduced or re-
distributed either in whole or in part without the prior written consent of
Fletcher-Rae (UK) Limited.

The originator shall have no responsibility for any liability, loss, cost, damage
or expense arising from or relating to any use of this document other than for
its intended purpose on this project.

This drawing shall be read in conjunction with all other relevant drawings,
specifications and associated documentation. Any discrepancies, errors or
omissions are to be reported to the originator before proceeding with work.

All dimensions are to be checked on site by the contractor prior to proceeding
with any work. This drawing shall not be scaled to ascertain any dimensions
Work to figured dimensions only.

DISCLAIMER

When this drawing is issued in CAD, it is an uncontrolled version issued for
information only, to enable the recipient to prepare their own documents/
drawings for which they are solely responsible.

SOFTWARE INTEROPERABILITY
Fletcher-Rae (UK) Limited prepared this drawing using Autodesk REVIT.

Fletcher-Rae (UK) Limited does not accept liability for any loss or degradation
of any information held in the drawing resulting from the translation from the
original file format to any other file format or from the recipients reading of it
in any other programme.

LIGHT WELL NOTES

All dimensions are to be confirmed on site
prior to final orders/manufacture of any
products.

To be read in conjunction with Setting-Out
drawing series (2300) and Lightwell drawing
series (3600).

To be read in conjunction with drawing series
(3200), (3300) and (4000).

Steel to be protected by plasterboard partition
to achieve 60 minute integrity.

Vesda smoke detection system or equivalant
system type to be used due to access
restrictions.

Lighting for maintenance purposes to be at
low level for ease of access and replacement.
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Plant Room Wall

Glazing units
refer to HFR
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4000 drawing
series.
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Additional structure for
window support subject to
window subcontractor
review and design.
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