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B01A-GF-001
Dining & Event Space

B01A-GF-010
Servery Area

B01A-GF-007
Kitchen

B01A-GF-008
Staff Lobby

B01A-GF-009
Staff W.C.

B01A-GF-006
Gas Boiler

Courtyard

B01A-GF-002
Circ

B01A-GF-003
Ambulant W.C.

B01A-GF-004
Cleaner Store

B01A-GF-005
Baby Change

Bar

Servery Counter

Dist. board

Ventilation Canom Unit

FULL HEIGHT OPENING.
FINISHED WITH IPS PANEL
FOR ELECTRICAL CABLES

H1/E

H1/E

M1

M1

M1
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LP/KIT

LP/KIT/2

LP/KIT/1

LOCKABLE
IP65
ENCLOSURE
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H1/E
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IP65
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M1

M1
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DTB

RTA
SERVICE VOID

CABLES TO RISE FROM
LOW LEVEL EXISTING OPENING
INTO BOTTLE STORE TO
LP/KIT/01

PRINCIPAL CONTRACTOR WILL INCLUDE FOR
A SERVICE RISERS STUDDED PARTITION TO

ENABLE CABLES UP TO THE RAFT

UNISTRUT SUSPENSION
FRAME PRIMARY
CONTAINMENT

SLAB

UNISTRUT SIZED TO SUIT
CONTAINMENT SETTING OUT

PROPOSED CEILING GRID

200mm x 55mm CONTAINMENT
CAN BE DIVIDED WITH
SEPERATORS FOR BAND ONE &
BAND TWO CABLING.

FIRE
ALARM

50mm50mm

BAND
ONE

200mm

BAND
TWO

55
mm35

mm

DETAIL A
PRIMARY CONTAINMENT

DIVIDER/
SEPERATOR

UNISTRUT SUSPENSION
FRAME PRIMARY
CONTAINMENT

SLAB

UNISTRUT SIZED TO SUIT
CONTAINMENT SETTING OUT

PROPOSED CEILING GRID

100mm x 55mm CONTAINMENT
DIVIDED WITH SEPERATORS
FOR BAND ONE & BAND TWO
CABLING.

FIRE
ALARM

50mm50mm 50mm
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DETAIL B
SECONDARY CONTAINMENT

DIVIDER/
SEPERATOR

50mm

100mm

50mm

CABLE TRAY & CABLES
APPROX 15kg PER 'BAY'

CABLE TRAY & CABLES / PIPES
APPROX 15kg PER 'BAY'

DUCTING &
GRILLES
APPROX 50kg
TOTAL PER
'BAY'

VRV
INDOOR
UNIT 40kg

ARCHITECTURAL ACOUSTIC
TIMBER RAFT - WEIGHT TBC

TOTAL M&E WEIGHT
APPROX 120kg PER 'BAY'
RAFT WEIGHT??

HOLE THROUGH ROOF
FOR VENTILATION DUCT
TYPICALLY
375mm DIA (or square?)

NOTE: ITS POSSIBLE THESE
TRAYS MAY BE 'STACKED'
ON ONE SIDE OF VRV
RATHER THAN EITHER SIDE

HRV VENTILATION UNIT

DX PIPES CABLES

43
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LIGHT'G LIGHT'G

VRV INDOOR UNIT

HRV VENTILATION UNIT

DX PIPES CABLES

43
024

0

LIGHT'G LIGHT'G

VRV INDOOR UNIT

GENERAL  NOTES

2

ALL EQUIPMENT SHALL BE
INSTALLED & LOCATED TO
MAINTAIN SPATIAL
REQUIREMENTS TO FACILITATE
ACCESS & MAINTENANCE IN LINE
WITH MANUFACTURERS
RECOMMENDATIONS AND GOOD
PRACTICE GUIDES.

4

ALL EQUIPMENT SHALL BE
INSTALLED IN ACCORDANCE WITH
MANUFACTURERS GUIDELINES.

5

DO NOT SCALE FROM THIS
DRAWING.6

THIS DRAWING IS INDICATIVE AND
IS INTENDED TO HIGHLIGHT THE
PROPOSED LOCATION FOR
ELECTRICAL SERVICES.
THE CONTRACTOR SHALL NOTE
THESE DRAWINGS SHALL NOT BE
USED FOR CONSTRUCTION
PURPOSES.
THE CONTRACTOR SHALL
INCLUDE TO PRODUCE THEIR
OWN WORKING DRAWINGS, TAKE
DETAILED SITE MEASUREMENTS,
INDICATE THE PROVISION OF
BUILDERS WORKS AND
COORDINATE THE INSTALLATION
OF ALL SERVICES.

1

THIS DRAWING SHALL BE READ IN
CONJUNCTION WITH THE ECS
ELECTRICAL ENGINEERING
SPECIFICATIONS.

ALL DETAILS ARE APPLICABLE TO
EVERY DRAWING UNLESS
INDICATED OTHERWISE.

7

THE CONTRACTOR SHALL NOTE
THIS DRAWING HAS BEEN
PRODUCED USING LIMITED SITE
SURVEY INFORMATION.
THE CONTRACTOR SHALL
INCLUDE TO CARRY OUT AN
INTRUSIVE SURVEY AND TO
PRODUCE DRAWINGS THAT
REFLECT THE INSTALLATION.

3

THE CONTRACTOR SHALL
INCLUDE TO IDENTIFY THE
COMPLETE EXISTING ELECTRICAL
INSTALLATION,  EXTEND AND
ADAPT TO FACILITATE THE
PROPOSED WORKS

8

DESCRIPTIONSYMBOL

CONTAINMENT LEGEND

PRIMARY 200mm -50mm - 50mm
GALVANISED STEEL BASKET

SECONDARY 200mm GALVANISED
STEEL CABLE BASKET WITH 2no
DIVIDER

TIMBER BOXING IN REQUIRED

DISTRIBUTION BOARD

CONSUMER UNIT

DESCRIPTIONSYMBOL

SMALL POWER LEGEND

TP&N ROTARY ISOLATOR

13 AMP SWITCHED FUSED SPUR
CONNECTION UNIT

DESCRIPTIONSYMBOL

LEGEND

BP PLASTICS - B125 DUCT ACCESS
CHAMBER KIT C/W COMPOSITE
COVER + FRAME 450mm - 450mm -
640 DEPTH OR WHERE AGREED
300mm - 300mm - 640 DEPTH -
NOTE - KNOCK OUT RANGE FOR
DUCTING COVER 160mm, 110mm,
50mm - 40mm KNOCK OUT UNITS
CAN BE DRILLED FROM INSIDE TO
SUIT

LUCY PILLAR FORTRESS
ENCLOSURE - SINGLE DOOR SIZE
CODE 12 - DIA: 1100mm(W),
400mm(D), 1294mm(H) BACK
BOARD SIZE 1080mm x 1075mm

DESCRIPTIONSYMBOL

PVC DUCTING LEGEND

110mm PVC DUCTING USED FOR
UNDERGROUND CABLE

60mm PVC DUCTING USED FOR
UNDERGROUND CABLE - USED
FOR FLOOR UPLIGHTERS LIGHTS
IN COURTYARD AREA

DESCRIPTIONSYMBOL

LEGEND

THE RAFTING IS SHOWN AS
TRANSPARENT HATCHING ON THE
DRAWINGS
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DETAIL E - BURIED MAINS ELECTRICITY

10
0

PVC DUCT AND
CABLES

Building Services Consulting Engineers

Web Site: www.ecs-ecs.co.uk

148 Stockport Road
Cheadle, Cheshire. SK8 2DP

Tel. 0161 283 2882 Fax 0161 282 8825
Email: sales@ecs-ecs.co.uk

CAD original - not to be modified by hand

Heaton Park Hall
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Orangery 
Containment, Electrical Ducting and
Excavation Layout
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INFORMATION ISSUE.

DETAIL C
EXAMPLE 'BAY' BETWEEN BEAMS

DETAIL D1
ARCHITECTURAL ACOUSTIC TIMBRE RAFT

DETAIL D2
DUCTED HEAT PUMP

LUCY PILLAR BOX FOR HOUSING ELECTRICAL DISTRIBUTION
BOARD FOR EXTERNAL LIGHTING AND POWER IN COURTYARD
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DETAIL E
CONTAINMENT ABOVE CEILING RAFT
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